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PANORAMA SERIES

“A wider field of view than ever before, with the Slim-frame sliding door.”
Combining effortless simplicity with high-level performance, it confidently supports
large panels, delivers uninterrupted views, and fills your space with natural light to the fullest.

OPEN & CLOSE

Open Your Home to
Limitless Horizons

Supports panel heights up to 5 metres,
with a Dual Roller & Dual Track system.

TECHNICAL DETAILS

Max Height/Panel 5,000 mm.
Width/Panel < 2,400 mm.
Glass 8-34 mm.
Thickness 2-3 mm
Locking system Multi-point Lock
DESIGN OPTIONS SEE MORE PRODUCT
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PANORAMA - SYSTEM

SLIDING DOOR

“Every component is engineered to work together in perfect harmony.”
The dual-track system, paired with high-quality stainless steel rollers,
distributes the panel's weight efficiently for smooth, stable, and quiet
operation—even for large panels used over the long term.

UNIQUE FEATURE

. A remarkably clear field of view, A distinctly Smooth experience,
Seaml.ess De5|.gn with a central mullion of just 20 mm. powered by a custom-engineered
Track details are discreetly panel guide system that
integrated, leaving only a clean Elevated Smoothness vidices vibation and ratde—aven
sightline that blends in every open-and-close motion, :
effortlessly into the thanks to the dual stainless steel track wiiniange Soagoncts
surface—creating system and specially sized rollers
spatial continuity while that deliver a seamless, frictionless feel.

reducing visual clutter.



EURO - SERIES

GRAND DOOR & WINDOWS

“Every line is designed around the concept of balance.”

Panel frames of equal sightline on all four sides (Equal Sightline) create a distinctive,
refined simplicity, complemented by 45° mitred corner joinery for precision
in every dimension. Reinforced with a Multipoint Lock system that secures
multiple points at once, it delivers safety, strength, and a superior user experience.

SLIDING DOOR & WINDOWS

Open Your Home to the View,
Welcome Natural Light Inside

Aluminium frame 12-15 mm thick, with a Multi-Point Lock system to

European standards—engineered for superior performance across strength,

dust resistance, weatherproofing, and long-term security.

TECHNICAL SLIDING DETAILS DOOR

Max Height/Panel 2,800 mm.
Width/Panel < 2,400 mm.
Glass 5-10 mm.
Thickness 1.5 mm.

3-track frame, 4" size,

WINDOWS

2,400 mm.
< 1,000 mm.

5-8 mm.
1.2 mm.

Built-in insect screen frame,

stainless steel (§55304) compatible with all screen types

DESIGN OPTIONS

Ve AN & sl AN N

A
/
/
A
#
Y

!
|
|
|
1

FIX]
i RS XM N N | A S 2 [~ X,

NG

CASEMENT DOOR
More Than a Door—It's Design

Engineered with a structure that supports
diverse designs, including compatibility with
various glass profiles.

TECHNICAL CASEMENT DETAILS

Max Height/Panel 3,000 mm.
Width/Panel < 1,000 mm.
Glass 6—20 mm.
Thickness 1.2/1.5 mm.
PERFORMANCES

WIND WATER AR

PRESSURE TIGHTNESS TIGHTNESS

2 4 o

Drainage System
Hollow-type design drains
water effectively even

in heavy rain—eliminating
overflow issues.

Multi Point Lock

The EURO standard comes
complete with a hardware
set that is both robust
and elegant.



EURO - SERIES

GRAND PLUS - SLIDING DOOR

“More Strength. More Stability. More Precision.” Raising the standard of the Euro-profile system with a stronger
panel-frame structure that efficiently supports greater strength and larger panel sizes.

The dual-track system enhances smoothness and distributes weight evenly, while the top-track system helps
keep panel movement stable—reducing sagging and maintaining precision through every open and close.

36 M. 3 mm. 304
High Max Thickness Stainless

UNIQUE FEATURE

PERFORMANCES

WIND WATER AIR

PRESSURE TIGHTNESS TIGHTNESS

=) A Double Roller,

ﬁ) = @ Double Track (SS304)

A stainless steel
dual-track structure
that glides smoothly
and endures every use.

TECHNICAL SLIDING DETAILS

Max Height/Panel 3,600 mm.

Width/Panel < 2,400 mm.

Glass 10-25 mm.

Thickness 3 mm. Adds stability and
precisely controls
panel movement.

DESIGN OPTIONS SEE MORE PRODUCT
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ENTRANCE SERIES

“An entrance that unites the elegance of design with security standards—perfectly balanced.”
A high-performance aluminium structure that is strong, durable, and retains its beauty over
time. Featuring a smooth, quiet open-and-close operation, it supports a wide range of
designs—single panels, double panels, and custom configurations—for architectural
applications. Reinforced with a Multipoint Lock system that locks multiple points in a single motion,
it delivers security, tightness, and high-performance sealing in every use.

PERFORMANCES UNIQUE FEATURES
WIND WATER AR NOISE
PRESSURE TIGHTNESS TIGHTNESS INSULATION
= 4 &
TECHNICAL CASEMENT DETAILS Multipoint Lock system Modern Hardware
Maximum height/Panel 3,000 mm.
< 1,000 mm.
6—20 mm.
1.2/1.5 mm.
Protects against insects, Supports hardware sets
dust, and PM 2.5 to European standards

é COLORS
- —

Golden Teak Muji Grey Sahara Champagne
(Wood Effect) (Wood Effect) Sahara
Dark Brown Raven Black Milky White

Sahara

Project Reference
Entrance Series



FOLDING SERIES

“A door designed to open wide, seamlessly.” Uniting indoor and outdoor spaces into one,
with a robust structure, smooth gliding motion, and refined details in every dimension.

DESIGN OPTION
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FOLDING - SYSTEM

Bottom-Roller Folding Door

A strong folding door with clearly superior stability and smoother,
sleeker operation compared to other folding door types—thanks
to the load-bearing rollers positioned at the bottom.

TECHNICAL DETAILS

Maximum height/Panel
Width/Panel

Glass

Stainless steel rollers
and track

Top-Roller Folding Door

Smooth and quiet gliding, powered by a Premium-grade
top-roller system that bears weight well for effortless opening
and closing.

TECHNICAL DETAILS

Maximum height/Panel | 3,000 mm.
Width/Panel < 800 mm.

Glass 5-12 mm.

Slim Folding Door

Designed for interior decoration, with an exceptionally slim
aluminium frame of just 17 mm—elegant, in a luxurious
modern style.

TECHNICAL DETAILS |

Maximum height/Panel | 2,500 mm.
Width/Panel < 600 mm.

Glass 5-8 mm.

SLIM DESIGN

SEE MORE PRODUCT
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BALCONY

iBecause safety isn m dout p"‘fé‘" c"t_'fo
I 'also be durable and b |

M

ALUMINIUM BALCONY

“Rust-resistant, colour that won't peel or fade.”
Powder-coated aluminium to high quality standards,resistant to sunlight, rain, and humidity
—anti-corrosion, sun-resistant, weatherproof.

TECHNICAL DETAILS 5 DESIGNS
o Installed at heights Installed at heights 4 p ”
Smart railing standard up to 3 storeys above 3 storeys T g % % é V/
Width 1,000 mm. 1,000 mm. L k 4 1
Height (from finished floor to handrail) 950 mm. 1150 mm. Perth Darwin Adelaide
Picket spacing Not exceeding 80 mm.
Horizontal gap (from floor to bottom rail) Not exceeding 90 mm. ’
Glass type Tempered, 10 mm thick - oo -
i Sydney  Melbourne

UNIQUE FEATURE COVER PLATE

Handrail design with Post structure Concealed-screw

smooth, rounded and base engineered assembly, sealing

edges—elegant. for secure fastening, joints seamlessly.

with maximum safety.

CONTACT US

Ratchaburi The Brio Mall, Sai 4 Boonthavorn Hua Hin
: Quality Door& Window

" K Space Solutions”

@ S BT @

e ﬁ},—;l Ao Ny AR . @kspace.qualitydoor

- www .kspacesolution.com @

i

: kspacesolution Scan now!
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