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1/2.7" Smartsens SC2235 progressive scan CMOS
Pixels 2.0 Megapixel

Min. Illumination Color: 0.001 lux, AGC ON
B/W: 0 lux (B/W),AGC ON

Day / Night Auto (ICR) / Day&Night

Mount Type M12

Focal Length 4.00mm.

IR LED Array 2 Pecs.

White Light LEDArray 2 Pcs.

IR Distance 20-30 Meters.

IR Control LDR

2-Way-Audio Supporied

Storage TF-Card 128GB.

Application Programming ONVIF 2.4
Protection Level IP66
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Model HW-33A20L

Image Sensor

Pixels

Min. Illumination
Exposure Mode

Slow Shutter

Day / Night

Day Night mode
Wide Dynamic Range
White Balance (ATW)
Gain Control

Image Stype
Backlight Compensation
Lens

Mount Type

Focal Length

IR LED

White Light LED
IR Distance

IR Control
IR-CUT

Devide Mode

Video Compression
Audio Compression
Stream

Image Resolution

Frame Rate

Bitrate Main

Bitrate Control

Motion Detection
Digital Noise Reduction
2-Way-Audio

Video Format

Playback Mode
Storage

Video/Audio

Playback / Storage / Recording

1/2.7" Smartsens SC2235 progressive scan CMOS
2.0 Megapixel

Color: 0.001 lux, AGC ON / B/W: 0 lux (B/W),AGC ON
Auto

Auto

Auto (ICR) / Day&Night

Day, Night, Auto

Supported

Auto

Auto

Standard, Brightness, Gorgeous

Auto

M12
4.00mm.

Array 2 Pcs.

Array 2 Pes.

20-30 Meters.

LDR

Supported

Infrered, Full color, Smart

H.264

G.711A / ACC-8K16hits

Supported Dual-stream

Main stream: 1920x1080 / Secondary stream: 640x360
Main stream: 1080P@15fps

Secondary stream: 640x360@30fps

stream: 32-5000Kbps / Secondary stream: 32-1500Kbps
VBR / CBR

Supported

Supported

Supported

PAL A50Hz) / NTSC (60Hz)

Playback in the App
TF-Card 128GB.
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- 1/2.7" Smartsens SC2235 progressive scan CMOS

- Pixels 2.0 Megapixel

- Min. lllumination GColor: 0.001 lux, AGC ON
B/W: 0 lux (B/W),AGC ON

- Day / Night Auto (ICR) / Day&Night

- Mount Type M12

- Focal Length 4.00mm.

- IR LED Array 2 Pcs.

- White Light LED Array 2 Pcs.

- IR Distance 20-30 Meters.

- IR Control LDR

- 2-Way-Audio Supported

- Storage TF-Card 128GB.

- Application Programming ONVIF 2.4

- Protection Level IP66
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Model HW-33A20L

Serach Mode
Recording Mode
Recording Schedule
Network

Network Protocols
User Interface

Max. User Access
Application Programming
Cloud (P2P)

Wi-Fi Antenna
Upgrade

Time Sync

Intelligent
Alarm Triggers
Alarm Schedule
Push Notify
Interfaces
Ethernet
Memory Slot
Mic In
Speaker Output
Reset Button
Wi-Fi Antenna

Environmental

Protection Level
Electrical

Power

IR Consumption OFF

Casing Material
Weight

Date, Time
Motion recoding

Supported

TCP/IPv4, DHCP, NTP

CMS (EseeCloud), App (IP Pra3, IP Pro, Hiviewwifi)
5 Users.

ONVIF 2.4

Supported (http://www.e-seenet.com)

Supported

Supported via App.

Supported via App.

Motion detection
Recording
Supported
Supported via App.

1 x 10/100M, RJ45 interface
1 x TF-Card (Max. 128GB)

1 x (Built-in)

1 x (Built-in)

1

2 (Wi-Fi IEEE802.11b)

12V DC + 10% /1A.
<6W.

Metal+Engineering plastic
449g.
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