CCVT TESTER
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& < hi-view

High Resolution High Technology | AHDTVI CVI ANALOG IPC SUPPORT

Specification . - o o, S |

F q Model HV-TESTERO3
Network tertace Single 10/100M RJ45, support switch mode
: -,_, : . Dual BNC connector (Video input / output),
1 RS485comm, awdio inpul. USB, resel bullon

IPC el

' ' 3 ONVIF 24,1, RTSP, RTP
ot s H.264M.265, support 4K (Max to BMP) IPC

T0/100M Link lest: link speed lest. Ethernsl loop
detect, Ethernel flow monitor; Link guality
indicator

Manual IP /| DHCP clienl /| DHCP Server/ Mulliple

e HD Combing Testa: DHCP detect’auto DHCP status swilching
& o W
;"' Discover, inter-subne! discover.camera lisl,

:v_' camera snapshol for fasl camera indication,
Ly Fr

'."t..'-_,_ e, real lime video, comers network setling.

FII tesi, sudio test, hull screen display ol videa,

Feature

Supporl Analog 50, HD IPC (M 264M 265 Decode  Sopperd IPC EMF)

digital room of video| Bslep). save snapahol,
rmecord wideo{original stream), UDP/TCP switching.
- Bupport Analog WD (AHD SMP; CV1 snd TVI:BMF) pochet losl indicator, can -

- $iop by stop IPC test quickly locate failure Automatic detect

Analog S0 and MWD Temt
DOMVIF highly compatible

TDOR Function [Time and Domain Rangs)

Real lima operalion prompl Ve
12VAA power outpul Real time video, PTZ control, sudio lesi full
screen preview, digital room of video{8 step),

save napahol, record wideoih 204), video

Slnnlr 100M network porl. capable ol delecling pachs! losl

I iwoik Row. Data Maoni revaiution frame
maonilofing network Row. Dala Monilor and rals indicatos

4.0 inch ol wviewing angle display, BOOXABD resolution 16.7M _color AHD SMP. CV1 and TVI BMP

T1 control
Swing keyboard inpul, OWERTY PTZ controller

— —— Hikvision, Peico-0/F. Samsung. Panasonic, Lilin
= Ghangeatile Li-polymer battery. batlery nﬂm T S hours
R Yaan _more than 30 prolocols

-

- With rubber protection layer, Dual LED dorch 150, 300, 600, 1200, 2400, 4800, 9600,

Digital Multimeter (ptional 19200bps

. Diher lest
- Boftware wpgrade online




CCVT TESTER
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High Resolution High Technology _ AHDTVI CVIANALOGIPC SUPE_DRT

Specification ; - e W)

Model HV-TESTERO3
Witea generator Send PALNTSC of various lest patiern io oulput
Local playhack. tnapshot and video digital room,
video lrame by lrame play support

d Dimch TFT BOO*RGB“480 (WVGA) resolution,
16.7M color, hack light level adjustable

BGE Rash

Two 35im LED, can twn on individually when
device in ofl

Power buflon, maln costrol keypad of 12 keys,
swing OWERTY keyboard of 45 keys.
Multi-meter lor Corrency. Voltage. Capacity and
Retintance ecl

Chiness. Englith French. Spanish, Germany,
Turkish, Russian

On / ON

Dnline upgrade

Feafure

- Support Analog 5D, HD IPC {H 264H.265 Decode Sopport IPC BMF)

Support“Analog HO (AHD SMP. CV1 and TVWI BMP)

- Stop by step IPC test, guickly locats lailure Dedicale li-polymer battery, user replaceable.
capacity 11Wh
12¥NA output
Charge 3-4 hours,
Real lime operalion prompl working time 5 hours

- DMVIF highly compatible

- TDR Funclion (Time and Domain Range)

- 1Z¥A power outpul

0C-+55C
3020

- Single 100M network port. capable of delecting packe! lost

moniloring network Now. Data Monilor 1902113237 mm

- 4.0 inch all viewing angle displey, BOOX4BD resslution. 16 M color 0 3kg (device with battery)

= Swing Weyboard inpul. OWERTY - = 1509 (pross)

—

i— P
=Changeable Li-polymer batlery. batiery mmfm S-hours -
T —

- With rubber protection layer, Dual LED dorch. _

- Digital Multimetzr Optional

- Software epgrade online

HDJECombinegTester,




