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9700 SERIES

4Megapixel Network Camera
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4,0MP / H.265, H264

1/2.7% CMOS progressive scan sensor

Calar D.071luxEF2.0, AGC ON; O lyx with IR
Faocal LengthZ:Bmm @F2.0

LED IR Array 1 Pc / 20-30M.

Day, / Night ICH (Auto)

Infrared Mode Auto, On, OH

ingress Protection IP6T

Power 12V DG/ PoE (IEEEBDZ.3af)

AMP!XELY

ERPLUS

Compression

Specification

Viodel

Image Sensar
Pinels

Min. Mumination
Shutter Speed

Exposure Mode
Gain Conlrol

Focal Length

Foeus Mode
Horlzonlal Fleld o Angle
Mount Type

Irls

Digital Toom

Infrared

LED

IA Distance

IR Smar

Intrared Mode

Day [ Night

Day Night Mode

Day / Hight Sensitivity
Video / Audio

Video Compresszion
Comprassion Standard
Cempreszion Standard
Bitrale Conlrol
Skream

Image Resolution

Frame Rale

Bitrate

Video Encode Slice Split
Watarmark

Caplion lmape and videp
Rl

Display Moda

Image color adjosiment

IP CAMERA SERIES

Waterproof Bullet Camera

1/2
HP-97B40PE

127" CMOS progressive scan Sensor

4.0MmpP

Color 0.01 1lux@F2.0, AGC OM; O lyx wilh IR

1/235 - 1100,000s

Auto, Manual (1,1/2,1/5,110,1/15,1/25,1/50,1/60
1/100,1/250,1/500.1 1000,1/2000.1/10000,1/100,000)
Auto / Manual

2_8mm, @F2.0
Manual

1103

mMi12

Fixed irls
Supporied

IR Array 1 Pc

20-30M.

Supported

Aulg, On, ON

ICR {Aula)

Aulo, Day, Night, Schadule
Low, Middfe, High

H.265. H.264

Main proflle@Level 4.1 High ler

Five levels uncier WBH; Frécly adjustable under CHR
VBR [ CBR

Telple-Siream

Main stream: AMP{2560x1440), IMP(2304x1298),
10B0P{1620x1080)

Suob stream: 720P(1280x720), DV{T04x5786),
CIF(3522288)

Third strean:D1(704x3576), 480x240, CIF(352x288)
Main shream: G0HzAMPIMP/D&0P(1-300ps):
S0Hz:aMP/3MP/1080P(1-251ps)

Sub stream: BOHz: 720P(1-151ps)M11(1-301ps}
CIF{1-30ips); SOHzT20P{1-121ps)/M1(1-25Fps)
CIF(1-25fps)

Third stream: G0Hz: D1/CIF/A80x240(1-300pz).
S0H2D1/CIF/480x240(1-251ps)

G4kbps - SMbps

Supporied

Supported

Suppored

Each ROI lo bhe configured separately, Max. 3 areas
Supporied schedule mode (common, day, night)

Brighiness, Conlrast, Hue, Saluration, Sharpness
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High Resolution High Technology

IP CAMERA SERIES

Waterproof Bullet Camera

Specification 2/2

9700 SERIES

4AMegapixel Network Camera

Feature

4.0MP / H.265, H.264
1/2.7" CMOS progressive scan Sensor
Color 0.017luxi@F2.0, AGC ON; 0 lyx with IR
Focal Langth 2. 8mm.@F2.0
LEDIR Array 1 Pec /[ 20-30M.
Day / Night ICR (Auto)
Infrared Mode Auto, On, OFff
Ingress Protection IPG7
- Power 12V DC. / PoE (IEEEBDZ.3af)

AMP!IXEL

EPLUS

Compression

Model

Backlighl Compensalion
Digltal NR f Defog

Anll Flicker

White Balanoe (ATW)
Froqueney

Gain limit / E-foam
Image miror / Imags Flip
Video Mask

Camern 050 Selling
Network

Network Proloools

DONS
User Inlerlace

Account Managemant
Network Upgrade

Onvi

Block and Allow Lisl

Mac Filter / LOG

Hookup Impord Expord Conlig

Upgrade Sollware

Maothon Alarm
Exgeplion

Smart Intalligent Alarm

Othars Alarm
Alarm Schedule
Alarm Trigpers
Intariaces

Ethe rnel

Power input
Envirenmental
Dperaling Temperaturs
Opoerating Humidily
Ingress Protection
Elecirical

Pow et

Power Consumption
Mechanical

Gasing Malerlal
Welght

Dimansions
Inglnliation

HP-97B40PE

BLC / HLC / WDRH

Supporlei

Supporied

Supper! (Awle, Manual, Indopr, Ouldoor)
HOHz/BOHz

Supported

Supported

Up 1o 4 zones

Supported

TCP/iPvd, TCPAPYE, PPPoE, HTTP.HTTPS, RTSFP, DONS,
DNS. UPnP. FTP, OST, NTP. ONVIF, BO21X, FTP, DoS.
SMTP

auloddns, S8ip. dns2p, maibu, dyndns, no-ip, dvrdydns.
mintdng. 123ddns

IE browsing. CMS remote control (NVBAS2.0).

APP (superliva plug)

Supported

Supperted

Supported

Supported (IF Viltering 1Pva/1PwG, MAC)

Supported

Supported

Supported

Supported (Trigger small, FTP)

Scene change, wdeo blur detection, (Teigger emall, FTP)
Object removal, Object lent delection llem missing
deteclion, ling crossing, (nlriusion

IP ehange nolibication, Online usor

Supporied

Email, FTP

Ad45 &7 with POE (Walerproof)
Jack x1 (DC12V/POE)

30C-+G0C
a5 % humidity or less (non-condensging
P87

12V DC, / PoE (IEEEBD2.3at)
(5w

Motal bullet

Zpprox.0,38Kg.

167 957432745

Wall mounting, Seiting mounting




