
CS-1 expansion kit, combined with D7PDM-1
extension cables, can expand the number of using
units of $i$-conference discussion system from 50 units of i-conference discussion system from 50 functioning as power supply units only
The system is controlled by the master
CS-1CU unit. Using D7P-10 or D7P-20 extension cables to
extend the operation distance. Input: 7 -pin DIN Connector
Output: 7 -pin DIN Connector
Dimension $(\mathrm{mm})$ :
$115 \mathrm{~mm}(\mathrm{~W})^{*} 65 \mathrm{~mm}($ (D)* $38 \mathrm{~mm}(H)$ D7PDM-1/D7P-10/
D7P-20



## 




CS -1DUF/
CS-1CHF
CS-1DUF is a flush mount version of CS-1DU
CS-1CHF is a flush mount version if CS-1CH
Model: CS-1CHF / CS-1DUF
System limits Number of delegate / chairman
Maximum in total: 50
Maximum per trunk output: 25

Dimensions ( HxWxD ) without Mic:
$85.2 \mathrm{~mm}^{*} 1111.3 \mathrm{~mm}^{*} 45.3 \mathrm{~mm}$



CS-1CUR ${ }_{c \epsilon}$
Control and Power Supply Unit CS-1CUR is designed with a USB recorder. The file
format is MP3. One 32G USB memory stick can format is MP3. One 32G USB memory stick can

Type: XLR
Mic: $4.7 \mathrm{~K} \Omega$
Line: $20 \mathrm{~K} \Omega$
Recording Function
Recording Function
Interface:
USB3.0 32GByte (Backward Compatible)
Format: MP3
MAX. Recording Time:
MAX. Record 240 hours (With 32GByte USB)
More than
Controls: Recording ON/OFF button / Recording

Weight: 2.3 kg
Dimension (mm): 420 (W) * 44 (H) * 198.5 (D)

