


























A u tO ViSi O series

@& Application

Cutting, touch screen, mobile phones, medical equipment, PCB, Film, electronic carrier tape, rubber, clocks, gears, mechanical processing, aut-
omobile and motorcycle parts, bearings, motors, precision hardware, tools, electronic components and other industries and research institutes,
universities, institutions and enterprises measurement measuring laboratory and production line size detection products.

@ Specifications

2.5D Mode Auto Vision 322 Auto Vision 432 Auto Vison 542

Code# 520-111 520-121 520-131

X/Y-axis Travel 300x200mm 400x300mm 500x400mm

Load Capacity 35Kg 30Kg 30Kg
Dimension(WxDxH) 960*820*1680mm 1060*820*1680mm 1200%*950*1680mm
Weight 580Kg 650Kg 780Kg

Z-axis Travel 200mm

X/Y/Z3axis Linear Scale ( 2.5D) High Accuracy Linear Scale, Resolution: 0.0005mm

Guidance Mode Precision Linear Guide, Double-track Double Slider Guide
Operation Mode Joystick Controller, Mouse Operation, Automatic Detection Program
Accuracy X/Y-axis: <3+L/200(um);Z-axis: <4+L/200(um)

Repeatability +2um

Imported 1/3"Color CCD Camera 1.3 million pixel Digital Camera; 6.5X Motorized Coaxial Zoom Lens;

Video System . o . o
Optical Magnification: 0.7X-4.5X; Video Magnification: 22X~145X

Tt Contour LEI? Parallel C?Id IIIurr.1ir.1étion -
Surface Adjustable 5-ring 8-division256-grades LED Cold Illumination
Software System 2.5D iMeasuring 3.0 Fully-auto measuring software
3D Measurement Optional iMeasuring 3.1 3DMeasuring software and imported probe
@ Configuration Alternative B LED Illumination
Product Name Code# Product Name Code#
Fully-auto Measuring Software | IM 4.1 6.5X Motorized Coaxial Zoom Lens . 421-161
Calibration Block 581-801 | 5R/8D LED Illumination 425-141
Motion Controller 526-111 | Contour Parallel LED Illumination | 425-131
Imported 0.5um Linear Scale | 581-201 | LED Coaxial Cold Illumination | /
Data Processor 564-301 Data Processor 484-123
CCD Image Navigation 581-331 | CCDImage Navigation 527-131 - S
Joystick 581-871 | Operation Manual / B Motorized Coaxial zoom Lens
Certification / Certification /

Optional Accessories

Product Name Code# Product Name Code#

Imported MCP Touch Probe | 581-721 | Manual Coaxial Lens 421-121
Imported laser sensor 581-361 | 2X Auxiliary Objective 423-050
3D Measuring Software Im4.2 0.5X Auxiliary Objective 423-050
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iMeasurin

Introduction

iMeasuring software
is a professional multi-
sensor measuring soft-
ware which combined
with the developers
tenyears experience

in the measuring and
software research
industry.The design
principle is friendly
operation, powerful
function, high accuracy
and stability, simple

maintenance.
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@& Characteristic

Excellent software architecture design and fully objectoriented, to
ensure the software is stable and reliable.

Professional SPC statistical analysis software connected to measuring
software, to realize that the data could automatically export to SPC
database without manual operation.

With powerful edge finder algorithm, which can help to get the edge
of the shadow or dark image and ensure highly accuracy.
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Itis based on different [ — =
elements and supplies
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multiple element con- s i 45 i

struction function such ,f'g (AQ
as Translation, rotation, g,_ @ @

extraction, combinations,

parallel, vertical, mirroring, e A

symmetry, intersection,
tangent, etc.

The measuring data can
auto export to TXT, WORD,
EXCEL and SPC software
database without the third
party software conversion

and manual operation.

The software can import “cancel” and “Recover” to make iteasier
and faster to operate.

iMeasuring Software
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Support with multiple language, no need to install language pack and
change the software which is convenient to local customers.

The same model of software will be permanent free to update, it can help

to reduce other trouble to customer.

The software could automatically recognize and measure line, circle,
arc and other elements.

The software can show you CIR1

different intelligent proces- HE | mEE| sxE] EaE
sing functions such as: ultra- -1.6443 16449 0.0100

L A 0.2627 0.2627 0.0100
limit red alert, ultra-limit 1 5545 1 2545 Toiao

pause, failure measuring EE 25341 25790 0.0100
<

pause, manual measurement,

skip running, forced running,

etc.

The software has breakpoint Smm
CIRZ
setting function, it can be OcR:
. . . QCiRd
intelligent switched between OCRs
QCRE

manual measurement and OaR? .
OcRre
auto measurement. OcRa
QCIR10
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It can easily measure flatness quickly with powerful laser measuring
function, and test the small bumps, pits, V-angle and high-precision
surface scanning while video and probe cannot test it.



iMeasuring

®  Thesoftware can supply auxiliary light-dimmer indicated function to
avoid measuring error caused by light intensity problem and improve
measuring accuracy and efficiency.

[ ] The software can supply HEGE X
many function such as I ERRPRER » BR S EE -
accurate focus, quick EEMEEL
focus, image height R  tRER &
measurement,and et
the repeatability « AHAHIBTATY
canreach to3um LEnnEy

 HFEETEAY

(above 2x
magnification).

[ J The software supply multiple running control mode, which make it
faster and convenient to position.1.Operate handle; 2. Click middle
key in the image window, long-press right key; 3. Click middle key in
the drawing window;

4. Move element list window

to the primitive; 5. Click the

. . X0
mouse in the running control o AR
. ) . . ¥y o
window; 6. Click middle key SR
in the scan window; 7. Click Z |0
middle key in the map window;
W |

8.Input coordinate value.

®  Thesoftware supply multiple — [(F58E) waTa #mew
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system error correction func-  + gz . l—

tion, such as: Linear compen- e | b
. N EmaE X EtrrEing »
sation, sector compensation, EEmEE
a a ERERE.
vertical error compensation, i
o ENREREE.. e
Z axis linear error compensa- T REFANE v
tion, lens center offset error prmy— ;V:;:f
i ramgsnaE .
compensation, to ensure Rt i
accuracy can reach to 0.002 sy HERREI NS
mm any place in the XY area.  I=¥%] BT

[ J The software can support
to add simple probe based
on the video measurement,
to realize 3D measurement.

Vision Measuring Machine Software Version Number

The software can input viewport navigation, to be convenient to posi-
tion and get a test place by clicking middle key.

The software can easily and
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quickly import and export
s T e
DXF file and set up coordinate B AR

system for auto measurement.
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The image window and drawing window can display the measured

elements and marking 2D dimension, which get the result directly.
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The software can photograph
mosaic the workpiece to get
alarge map, then marke and
measure it.

The software can auto calculate
and mark the present magnific-
ation and video magnification,
and display the pixel measure-
ment value.
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