
U7 Pro XGS

U7-Pro-XGS

U7 Pro XG

U7-Pro-XG

U7 Pro Max

U7-Pro-Max

U6 Enterprise

U6-Enterprise

Overview

Ø215 x 32.5 mm 
(Ø8.5 x 1.3")

Ø206 x 32.5 mm 
(Ø8.1 x 1.3")

Ø206 x 46 mm
(Ø8.1 x 1.8")

Ø220 x 48 mm
(Ø8.7 x 1.9")

WiFi 7 WiFi 7 WiFi 7 WiFi 6E

8 6 8 10

160 m² (1,750 ft²) 140 m² (1,500 ft²) 160 m² (1,750 ft²) 140 m² (1,500 ft²)

500+ 300+ 500+ 600+

10 GbE 10 GbE 2.5 GbE 2.5 GbE

Ceiling, Wall
(Lite Mount Included)

Ceiling, Wall
(Lite Mount Included)

Ceiling, Wall
(Pro Mount Included)

Ceiling, Wall
(Pro Mount Included)

PoE++ PoE+ PoE+ PoE+

Performance

2 x 2 (DL/UL MU-MIMO) 2 x 2 (DL/UL MU-MIMO) 2 x 2 (DL/UL MU-MIMO) 4 x 4 (DL/UL MU-MIMO)

4 x 4 (DL/UL MU-MIMO) 2 x 2 (DL/UL MU-MIMO) 4 x 4 (DL/UL MU-MIMO) 4 x 4 (DL/UL MU-MIMO)

5.8 Gbps (BW320) 5.8 Gbps (BW320) 5.8 Gbps (BW320) 4.8 Gbps (BW160)

8.6 Gbps (BW240) 4.3 Gbps (BW240) 8.6 Gbps (BW240) 4.8 Gbps (BW160)

688 Mbps (BW40) 688 Mbps (BW40) 688 Mbps (BW40) 573.5 Mbps (BW40)

6 dBi 6 dBi 5.9 dBi 6 dBi

6 dBi 5 dBi 6 dBi 5.3 dBi

4 dBi 4 dBi 4 dBi 3.2 dBi

24 dBm 24 dBm 23 dBm 26 dBm

29 dBm 26 dBm 29 dBm 26 dBm

23 dBm 23 dBm 23 dBm 22 dBm

Features

✓ — — —

✓ — ✓ —

Hardware

29W 22W 25W 22W

42.5—57V DC 42.5—57V DC 44—57V DC 44—57V DC

(1) 10 GbE RJ45 port (1) 10 GbE RJ45 port (1) 1/2.5 GbE RJ45 port (1) 1/2.5 GbE RJ45 port

800 g (1.8 lb) 750 g (1.7 lb) 680 g (1.5 lb)
Device: 960 g (2.1 lb)

With mount: 1.1 kg (2.4 lb)

Ethernet Ethernet Ethernet
Ethernet
Bluetooth

UV-stabilized polycarbonate, aluminum 
alloy

UV-stabilized polycarbonate, aluminum 
alloy

Polycarbonate, aluminum Polycarbonate, aluminum

Stainless steel (SUS304), galvanized 
steel (SGCC)

Stainless steel (SUS304), galvanized 
steel (SGCC)

Stainless steel (SUS304), galvanized 
steel (SGCC)

Stainless steel (SUS304)

CE, FCC, IC CE, FCC, IC CE, FCC, IC, Anatel CE, FCC, IC, Anatel

-30 to 40° C (-22 to 104° F) -30 to 40° C (-22 to 104° F) -30 to 50° C (-22 to 122° F) -30 to 60° C (-22 to 140° F)

Dimensions

WiFi Standard

Spatial Streams

Coverage Area

Max. Client Count

Uplink

Mounting

Power Method

MIMO

6 GHz

5 GHz

Max. Data Rate

6 GHz

5 GHz

2.4 GHz

Antenna Gain

6 GHz

5 GHz

2.4 GHz

Max. TX Power

6 GHz

5 GHz

2.4 GHz

Zero-Wait DFS

Real-Time Spectral

Analysis

Max. Power Consumption

Supported Voltage Range

Networking Interface

Weight

Management

Enclosure Material

Mount Material

Certifications

Ambient Operating
Temperature

Unique specs only


