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Computer Specification for NX12.0 

  

Minimum 
(Not Siemens Certified) 

Advanced 
(Certified by Siemens) 

Processor 
core i5 or i7 

1.8-2.8 GHz (Base Frequency) 
core i7, i9 or Xeon 

2.8-4.2 GHz (Base Frequency) 

Operating System Win7/Win10 

RAM 8 Gb 16 - 256 GB 

Graphic Card 

AMD Radeon RX , R9 , R7 , R5 , HD 

Radeon Pro , Fire Pro 

V3800,V3900,V4800,V4900,V5800,V5900 

V7800,V7900,V8800,V9800,A300,A320 

W600,W500,W7000,W8000,W9000 

W9100,W8100,W2100,4100,W5100 

W7100,4300,WX2100,WX3100,WX4100 

WX5100,WX7100,WX9100,WX4150 

Nvidia GeForce, GTX , NVS 

Nvidia Quadro 

410,600,2000,4000,5000,6000 

K600,K2000,K4000,K5000,K6000 

K420,K620,K1200,K2200,K4200,K5200 

M2000,M4000,M5000,M5000,M6000 

P400,P600,P1000,P2000,P4000,P5000 

P620,P3000,P3200,4200,P5200,P6000, 

GP100,GV100 
 

Workstations Supported 

HP Dell 

Z100 Z1 T3400 3420 

Z200 Z4 T5400 3620 

Z400 Z6 T7400 T5820 

Z600 Z8 T3500 T7820 

Z800 Z2 T5500 T7920 

Z210 Z2 SFF T7500 Rack 3930 

Z220 Z2 MINNI G4 T1600 3630 

Z240  T3600 3430 

Z420  T5600  

Z620  T7600  

Z820  T1650  

Z230  T1700  

Z1 G2  T3610  

Z440  T5610  

Z640  T7610  

Z840  T5810  

Z1 G3  T7810  

Z2 MINI G3  T7910  

 


