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HIGH QUALITY ELECTRONIC KIT SET FOR HOBBY & EDUCATION

R ไฟกระพริบต้นไม้ตามจินตนาการ 10 LED

10-LED BLINKING FANTASY TREE

CODE 1907

This set of blinker circuits is a blinker circuit in which we arrange 
the layout of the LEDs according to our imagination. The lights will 
flash alternately and the user can also adjust the flashing speed.

Technical data
- Power supply : 3-5VDC.
- Electric current consumption : 53mA (max.) @ 5VDC
- Flash frequency is adjustable with a trimpot.
- There is a connection point that allows the LED to stay on.
- PCB dimension : 2.02 in. x 2.63 in. 
How does it work
The operation of this circuit is from TR2 and TR3 to a 

multivibrator frequency generator circuit. TR2 and TR3 will work 
alternately. If TR2 is working, TR1 will also work, resulting in 
LED1-LED5 is on and LED6-LED10 is off, but vice versa, when TR3 
is active, TR4 is also active, causing LED1-LED5 to be off and 
LED6-LED10 to be on.

The flashing speed of the LED depends on VR1,R7,R8,C1 and 
C2, the speed can be adjusted at VR1.

For point CN1, it is used to make LED1-LED5 or LED6- LED10 
stay on.

Circuit assembliy
The assembly of components is shown in Figure 2. For good 

looking and easy assembly, the shorter components should be first 
installed - starting with low resistant components and then the higher. 
The important thing is the electrolytic capacitor, LED, and transistor 
shall be carefully assembled before mounting them their right 
anode/cathode of the IC board otherwise it might cause damage to the 
components or the circuit. Configuration of the anode and the cathode 
is shown in Fig 3. Use the soldering iron/gun not exceeding 40 watts 
and the solder of tin-lead 60:40 with flux within. Recheck the 
correctness of installation after soldering. In case of wrong position, 
just use lead absorber or lead extractor wire.

Testing
Supply 3-5VDC to the circuit. LED1-LED5 and LED6-LED10 

will start to turn on and off alternately.
Adjust the speed of blinking
If you want to adjust the speed of blinking on and off fast or slow, 

this can be achieved by adjusting the trimpot VR1. The on and off 
speed will follow the adjustment.

Customizing the style of LED bulbs
Hold the base of the LED's wire next to the printed circuit board 

to prevent wires from disconnecting. Then bend the wires to the way 
we want.

Ç§¨Ãไฟกระพริบชุดนี้ เป็นวงจรไฟกระพริบที่เราจัดรูปแบบของตัว 

LED ตามจินตนาการของเรา โดยไฟจะกระพริบสลับกันไปมา นอกจากนั้น 

ผู้ใช้ยังสามารถปรับความเร็วในการกระพริบได้

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤

- ãªéáËÅ‡§¨‡ÒÂä¿¢¹Ò´ 3-5âÇÅ·ì´Õ«Õ

- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 53 ÁÔÅÅÔáÍÁ»ì ที่ 5 โวลท์ดีซี

- มีเกือกม้าไว้สำหรับปรับความเร็วในการกระพริบได้

- มีจุดต่อที่ทำให้ตวั LED ติดค้างได้

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 2.02 นิ้ว x 2.63 ¹ÔéÇ

¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

การทำงานของวงจรนี้จะเริ่มจาก TR2 และ TR3 ต่อวงจรในลักษณะ 

ของวงจรกำเนิดความถ่ีแบบมัลติไวเบรเตอร์ โดย TR2 และ TR3 จะทำงาน 

สลับกัน ถ้า TR2 ทำงาน ตัว TR1 จะทำงานตามไปด้วย เป็นผลให้ 

LED1-LED5 ติด และ LED6-LED10 จะดับ แต่ในทางกลับกัน เมื่อ TR3 

ทำงาน ตัว TR4 จะทำงานตามไปด้วย เป็นผลให้ LED1-LED5 ดับและ 

LED6-LED10 จะติด

ความเร็วในการกระพริบของ LED ขึ้นอยู่กับ VR1,R7,R8,C1 และ C2 

โดยจะสามารถปรับความเร็วได้ที่ VR1

สำหรับจุด CN1 ใช้สำหรับทำให้ LED1-LED5 หรือ LED6- LED10 

ติดค้าง

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã

ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¤ÇÃ¨Ð 

àÃÔèÁ¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ 

»ÃÐ¡Íº·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡µÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ ÊÓËÃÑº 

ÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¡èÍ¹¡ÒÃ 

ãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËéµÃ§¡Ñ¹ 

à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂä´é ÇÔ¸Õ 

¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕ ãËé 

ãªéËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡ 

áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ 

´éÇÂ ËÅÑ§¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº 

¤ÇÒÁ¶Ù¡µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ố µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇ 

ËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã¾ÔÁ¾ì 

¡ÒÃ·´ÊÍº

ทำการจ่ายไฟตรงขนาด 3-5 โวลท์ ต่อเข้าวงจร ชุดหลอด LED1- 

LED5 และชุดหลอด LED6-LED10 จะเริ่มติดและดับสลับกัน

การปรับความเร็วในการกระพริบ

ถ้าต้องการปรับความเร็วในการกระพริบติดและดับให้เร็วหรือ ช้านั้น 

สามารถทำได้โดยการปรับเกือกม้า VR1 ความเร็วในการติด และดับ 

จะเป็นไปตามการปรับ

การปรับแต่งรูปแบบของชุดหลอด LED

ให้ทำการจับโคนสายของหลอด LED ที่อยู่ติดกับแผ่นวงจรพมิพ์ เพื่อ 

ป้องกันสายไฟหลุด จากนั้นทำการดัดสายไฟให้ได้ตามแบบที่เราต้องการ

http://www.futurekit.com

Figure 1. The 10-LED Blinking Fantasy Tree Circuit

Figure 2.

Circuit Assembling
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Figure 3. Installing the Components
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