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FIRE SIREN

CODE 233

Our most popular and practical small kit, the FK233 is a great 

favorite of boys of all ages. Several electronic functions such as 

sound generation, push button control of sound rise and fall 

control are quickly realized in this economical project. The kit 

comes complete with 8 ohm 0.25W speaker and alarm systems. 

Technical data

- Power supply : 9VDC.

- Electric current consumption : 20mA (max.)

- It suits with an 8-ohm/0.25-watt loudspeaker.

- IC board dimension : 1.11 in x 1.28 in. 

How does it work

TR1, TR2, R3, C2 and the loudspeaker are connected as 

frequency generating circuit which is con-trolled at leg B through 

R2 to gain the voltage and bias TR1. Once the switch is pressed C1 

will be charged via R1 and the voltage at C1 will gradually 

increase. The frequency generating unit will work and its 

frequency will gradually increase pursuant to the drop of voltage 

across C1.  At a point when C1 is fully charged its sound frequency 

will be constant and when the switch is released the existing 

voltage will gradually drop and the frequency will gradually 

decline and finally stop when C1 discharge lower than 0.6 volt, 

resulting a sound similar to that of the fire siren.

Circuit Assembly

The assembly of components is shown in Fig. 2. For good 

looking and easy assembly, the shorter components should be first 

installed - starting with low resistant components and then the 

higher. An important thing is that diodes, electrolyte capacitors, 

and transistors shall be carefully assembled before mounting them 

onto their right anode/cathode of the IC board otherwise it might 

cause damage to the components or the circuit. Configuration of 

the anode and the cathode is shown in Fig 3. Use the soldering 

iron/gun not exceeding 40 watts and the solder of tin-lead 60:40 

with flux within. Recheck the correctness of installation after 

soldering. In case of wrong position, just use lead absorber or lead 

extractor wire to avoid probable damage to the IC.

Testing

Connect the component as per Fig. 3 and supply 9 VDC to the 

circuit. Now the circuit shall not make any sound from the 

loudspeaker. Keep pressing the switch the sound will be higher 

and higher resembling the siren sound, and up to a point the 

frequency will become constant, so release the switch. Now the 

sound will gradually lower and finally stop.

Ç§¨Ãä«àÃ¹´Ñºà¾ÅÔ§¹Õé à»ç¹Ç§¨Ã¡Óà¹Ô´¤ÇÒÁ¶Õèáºº§èÒÂæ ãªé 

ÍØ»¡Ã³ì¹éÍÂ àËÁÒÐÊÓËÃÑº¤¹·ÕèàÃÔèÁ»ÃÐ¡ÍºãËÁè 

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤

- ãªéáËÅè§¨èÒÂä¿¢¹Ò´ 9 âÇÅ·ì´Õ«Õ

- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 20 ÁÔÅÅÔáÍÁ»ì

- ãªé¡ÑºÅÓâ¾§¢¹Ò´ 8 âÍËìÁ 0.25 ÇÑµµì

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 1.07 x 1.32 ¹ÔéÇ 

¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

TR1, TR2, R3, C2 áÅÐÅÓâ¾§µèÍà»ç¹Ç§¨Ã¡Óà¹Ô´¤ÇÒÁ¶Õè â´Â 

¤ÇÒÁ¶Õè¹Õé¨Ð¶Ù¡¤Çº¤ØÁ·Õè¢Ò B «Öè§·Õè¢Ò B ¹Õé¨ÐµèÍ¼èÒ¹ R2 à¾×èÍÃÑº 

áÃ§ä¿ÁÒäºÍÑÊ TR1 àÁ×èÍàÃÒ¡´ÊÇÔµ«ì C1 ¨Ðä´éÃÑº¡ÒÃªÒÃì¨ ¼èÒ¹ R1 

áÅÐÊÇÔµ«ì ·ÓãËéáÃ§ä¿·Õè C1 ¤èÍÂæ à¾ÔèÁ¢Öé¹ ªØ´¡Óà¹Ô´¤ÇÒÁ¶Õè 

¨Ð·Ó§Ò¹ â´Â¤ÇÒÁ¶Õè¨Ð¤èÍÂæ ÊÙ§¢Öé¹µÒÁáÃ§´Ñ¹·Õèµ¡¤ÃèÍÁ C1 àÁ×èÍ 

C1 ªÒÃì¨ä¿¶Ö§¨Ø´Ë¹Öè§ àÊÕÂ§¨ÐÁÕ¤ÇÒÁ¶Õè¤§·Õè àÁ×èÍàÃÒ»ÅèÍÂ ÊÇÔµ«ì 

áÃ§ä¿·Õè¤éÒ§ÍÂÙèã¹ C1 ¨Ð¤èÍÂæ Å´Å§ ¨Ö§·ÓãËé¤ÇÒÁ¶ÕèÅ´ 

µèÓÅ§µÒÁÅÓ´ÑºáÅÐàÊÕÂ§¨ÐËÂØ´ àÁ×èÍ C1 ỐÊªÒÃì¨ä¿µèÓ¡ÇèÒ 0.6 âÇÅ·ì 

â´ÂàÊÕÂ§·Õèä´é¨ÐÁÕÅÑ¡É³Ð¤ÅéÒÂàÊÕÂ§ä«àÃ¹´Ñºà¾ÅÔ§

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã

ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¤ÇÃ¨Ð 

àÃÔèÁ¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ 

»ÃÐ¡Íº·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂµÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁ 

ÊÙ§ä»àÃ×èÍÂæ ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ àªè¹ ä´âÍ´, ¤Ò»Ò«ÔÊàµÍÃì 

áººÍÔàÅç¡·ÃÍäÅµìáÅÐ·ÃÒ¹«ÔÊàµÍÃì à»ç¹µé¹ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ 

ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹ 

Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËéµÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨ 

¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì 

¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕãËéãªéËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 

ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 

60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ´éÇÂ ËÅÑ§¨Ò¡·Õè 

ä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº¤ÇÒÁ¶Ù¡ 

µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇ 

ËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã 

¾ÔÁ¾ìä é́

¡ÒÃ·´ÊÍº

ãËé·Ó¡ÒÃµèÍÍØ»¡Ã³ìµèÒ§æ µÒÁÃÙ»·Õè 2 ¨èÒÂä¿¢¹Ò´ 9 âÇÅ·ì à¢éÒ·Õè 

Ç§¨Ã ã¹µÍ¹¹ÕéÇ§¨Ã¨ÐµéÍ§äÁèÁÕàÊÕÂ§ÍÍ¡·Ò§ÅÓâ¾§ ãËé¡´ÊÇÔµ«ì¤éÒ§ 

äÇé¨Ðä´éÂÔ¹àÊÕÂ§¤èÍÂæÊÙ§¢Öé¹¤ÅéÒÂàÊÕÂ§ä«àÃ¹¨¹¶Ö§ÃÐ´ÑºË¹Öè§ àÊÕÂ§¨Ð 

¤§·ÕèãËé»ÅèÍÂÊÇÔµ«ìµÍ¹¹ÕéàÊÕÂ§ ¨Ð¤èÍÂæ µèÓÅ§áÅÐ¨ÐËÂØ´ã¹·ÕèÊØ´àÊÕÂ§ 

·Õèä é́¨ÐàËÁ×Í¹¡ÑºàÊÕÂ§Ã¶ä«àÃ¹´Ñºà¾ÅÔ§

NO.1

Figure 2. Circuit Assembling

Figure 1. The Fire Siren Circuit

NOTE: 

FUTURE BOX FB03 and FB17

are suitable for this kit.
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Figure 3. Installing the components


