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R Ç§¨Ãä«àÃ¹ 6 àÊÕÂ§

6 ALARM SOUND SIREN

CODE 278

The six digitized alarm sounds of the FK278 are held 

permanently in a masked Read Only Memory (ROM) in a 

decoder IC. A transistor output amplifier drives the supplied 8 

ohm 0.25W speaker for a demanding sound suitable for toys and 

novelty applications.

Technical data

- Power supply : 3VDC.

- Electric current consumption : 105mA. (max.)

- IC board dimension : 1.13 in x 1.00 in. 

How does it work

All various circuit workings have been contained in the IC, as 

shown in Figure 1. The output pin 5 is connected to the base of 

TR1 through R2 for amplifying and then moving out through 

speaker. R1 and C2 will limit IC frequency while C1 will filter a 

fed voltage for a better smoothness.

Circuit Assembly

The assembly of components is shown in Fig. 2. For good 

looking and easy assembly, the shorter components should be 

first installed - starting with low resistant components and then 

the higher. An important thing is that diodes, electrolyte 

capacitors, and transistors shall be carefully assembled before 

mounting them onto their right anode/cathode of the IC board 

otherwise it might cause damage to the components or the circuit. 

Configuration of the anode and the cathode is shown in Fig 3. Use 

the soldering iron/gun not exceeding 40 watts and the solder of 

tin-lead 60:40 with flux within. Recheck the correctness of 

installation after soldering. In case of wrong position, just use 

lead absorber or lead extractor wire to avoid probable damage to 

the IC.

CAUTION:- As the used IC is the main component of the 

circuit, it is recommended to avoid any over accumulated heat 

within the IC while soldering.

Testing

Supply 9VDC to the circuit that having connected positive 

pole to position +9V and negative one to position G. Six alarm 

sounds can be heard through the speaker and then the circuit will 

start producing a new round of the same sounding, repeatedly.

Ç§¨ÃàÊÕÂ§ä«àÃ¹ 6 àÊÕÂ§ªØ´¹Õé à»ç¹Ç§¨Ã¡Óà¹Ô´àÊÕÂ§ª¹Ô´Ë¹Öè§ «Öè§ 

ãªéËÅÑ¡¡ÒÃ·Ò§´Ô¨ÔµÍÅàÁâÁÃÕèà»ç¹ÊÑ--Ò ³·Ò§´Ô¨ÔµÍÅáÅÐâ»Ãá¡ÃÁ 

à¢éÒä»ã¹µÑÇäÍ«Õ «Öè§¢ºÇ¹¡ÒÃ·Ñé§ËÁ´¹Õé¨Ð·ÓÁÒ¨Ò¡·Ò§âÃ§§Ò¹¼Ùé¼ÅÔµ 

äÍ«Õ àÃÒ¨ÐÁÒà»ÅÕèÂ¹á»Å§â»Ãá¡ÃÁàËÅèÒ¹ÕéäÁèä´é Ç§¨Ã¹ÕéàËÁÒÐÊÓËÃÑº 

¹Óä»ãªéµÔ´¡ÑºÃ¶¢Í§àÅè¹¢¹Ò´àÅç¡

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤

- ãª̂áËÅ‡§¨‡ÒÂä¿¢¹Ò´ 3 âÇÅ·ì´Õ«Õ

- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 105 ÁÔÅÅÔáÍÁ»ì

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 1.13 x 1.00 ¹ÔéÇ 

¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

Ç§¨Ã¨ÐáÊ´§ÍÂÙèã¹ÃÙ»·Õè 1 ã¹Ç§¨Ã¹Õé¡ÒÃ·Ó§Ò¹µèÒ§æ ·Ñé§ËÁ´¨Ð 

ÍÂÙèã¹µÑÇäÍ«ÕÍÂÙèáÅéÇ â´ÂàÍÒ·ì¾Ø·¢Ò 5 ¢Í§äÍ«Õ ¨ÐµèÍà¢éÒ¡Ñº¢Ò B ¢Í§ 

TR1 â´Â¼èÒ¹ R2 à¾×èÍ·Ó¡ÒÃ¢ÂÒÂÍÍ¡·Ò§ÅÓâ¾§ ÊÓËÃÑº R1 áÅÐ C2 

¨Ðà»ç¹µÑÇ¡ÓË¹´¤ÇÒÁ¶ÕèãËé¡ÑºµÑÇäÍ«Õ ÊèÇ¹ C1 ¨Ð·ÓË¹éÒ·Õèà»ç¹µÑÇ 

¡ÃÍ§¡ÃÐáÊä¿àÅÕéÂ§ãËéàÃÕÂºÂÔè§¢Öé¹

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã

ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¤ÇÃ¨Ð 

àÃÔèÁ¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ 

»ÃÐ¡Íº·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂµÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁ 

ÊÙ§ä»àÃ×èÍÂæ ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ àªè¹ ä´âÍ´, ¤Ò»Ò«ÔÊàµÍÃì 

áººÍÔàÅç¡·ÃÍäÅµìáÅÐ·ÃÒ¹«ÔÊàµÍÃì à»ç¹µé¹ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ 

ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹ 

Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËéµÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨ 

¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì 

¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕãËéãªéËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 

ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 

60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ´éÇÂ ËÅÑ§¨Ò¡·Õè 

ä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº¤ÇÒÁ¶Ù¡ 

µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇ 

ËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã 

¾ÔÁ¾ìä´é

¢éÍ¤ÇÃÃÐÇÑ§ : Ç§¨Ã¹ÕéãªéäÍ«Õà»ç¹µÑÇÊÓ¤Ñ-¢Í§Ç§¨Ã´Ñ §¹Ñé¹¢³Ð 

ºÑ´¡ÃṎ ÐµéÍ§ÃÐÇÑ§äÁèãËé¤ÇÒÁÃéÍ¹ÊÐÊÁã¹µÑÇäÍ«ÕÁÒ¡à¡Ô¹ä»

¡ÒÃ·´ÊÍº

ãËéµèÍä¿ 3 âÇÅ·ì à¢éÒÇ§¨Ã àÃÒ¨Ðä´éÂÔ¹àÊÕÂ§ä«àÃ¹ÍÍ¡·Ò§ÅÓâ¾§ 

¨¹¤ÃºË¡àÊÕÂ§áÅéÇÇ§¨Ã¡ç¨ÐÇ¹«éÓä»àÃ×èÍÂæ 

NO.1

Figure 2. Circuit Assembling

Figure 1.  Alarm Sound Siren Circuit

NOTE:
FUTURE BOX FB03 is suitable for this kit.
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Figure 3. Installing the components


