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R กริ่งประตูเสียงเพลง 4 เพลง
4 MELODY DOOR BELL

CODE 288

NOTE:
FUTURE BOX FB03 or FB28 are suitable for this kit.

The melody door bell circuit is the melody generator which is held 
permanently in a Read Only Memory (ROM) on a microchip carrier 
inserted into the IC voice.

Technical data
- Power supply : 3-5VDC.
- Electric current consumption : 100mA (max.)
- There are 4 melody for selecting (Jingle bell, It is a small world, 

Cuckoo and For alice)
- Can be selected the operation by operating only one melody or 

work all 4 melody in order.
- It has the sensor connector to receive control signals from external 

sensor (FK515, MXA112 and MXA115 etc.).
- IC board dimension : 1.26 in x 1.38 in.
How does it work
In this circuit, all functions are within IC1. The audio output will be 

sent from the Vout1 and Vout2 pins to the speaker. The SW switch is 
used to operate the IC. And the SENSOR connector is provided for 
connecting the external sensor circuits, to control the IC1 instead of 
pressing the SW switch.

The user can choose different sounds by connection at the jumper.
Point S is the selection of all sounds. It will play 4 sequential melody.
Point 1 is a selection of JINGLE BELL melody.
Point 2 is a selection of IT IS A SMALL WORLD melody.
Point 3 is a selection of CUCKOO melody.
Point 4 is a selection of FOR ALICE melody.
Circuit Assembly
The assembly of components is shown in Fig. 2. For good looking and 

easy assembly, the shorter components should be first installed - starting 
with low resistant components and then the higher. An important thing 
is that diodes, electrolyte capacitors, and transistors shall be carefully 
assembled before mounting them onto their right anode/cathode of the 
IC board otherwise it might cause damage to the components or the 
circuit. Configuration of the anode and the cathode is shown in Fig 3. 
Use the soldering iron/gun not exceeding 40 watts and the solder of 
tin-lead 60:40 with flux within. Recheck the correctness of installation 
after soldering. In case of wrong position, just use lead absorber or lead 
extractor wire to avoid probable damage to the IC. 

Testing
This kit has an operating voltage range of 3VDC. Apply power 

supply to +3V and G point of the circuit and connecting the position 1 
for selecting the jingle bell melody. Push the switch SW, you will hear the 
jingle bell melody from speaker.

NOTE: In case of connect the sensor, using the power supply 
4.5-5VDC.

Ç§¨Ãกริ่งประตูเสียงเพลง เป็นวงจรกำเนิดเสียงชนิดหนึ่ง «Öè§ãªéËÅÑ¡ 
¡ÒÃ·Ò§´ Ô¨ ÔµÍÅàÁâÁÃ Õ è à» ç¹Ê ÑญญÒ³·Ò§´ Ô¨ ÔµÍÅáÅÐâ»Ãá¡ÃÁà¢ éÒ 
ä»ã¹µÑÇäÍ«Õ ซึ่งไม่สามารถเปลี่ยนแปลงโปรแกรมเหล่านี้ได้

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤
- ãªéáËÅè§¨èÒÂä¿¢¹Ò´ 3-5 âÇÅ·ì´Õ«Õ
- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 100 ÁÔÅÅÔáÍÁ»ì
- สามารถเลือกเสียงได้ทั้งหมด 4 เสียง ได้แก่ JINGLE BELL, IT IS A 

SMALL WORLD, CUCKOO และ FOR ALICE
- สามารถเลือกให้วงจรทำงานเพียงเสียงเดียวหรือทำงานไล่ทีละเสียงได้
- มีจุดต่อเซ็นเซอร์ เพื่อรับสัญญาณสั่งการทำงานได้ (เช่น FK515, 

MXA112 และ MXA115 เป็นต้น)
- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 1.26 ¹ÔéÇ x 1.38 ¹ÔéÇ 
¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã
ã¹Ç§¨Ã¹Õé¡ÒÃ·Ó§Ò¹µèÒ§æ ·Ñé§ËÁ´¨ÐÍÂÙèภายã¹µÑÇäÍ«Õ IC1 โดยเสียงจะ 

ถูกส่งออกทางขา Vout1 และ Vout2 ไปยังลำโพงต่อไป สวิตซ์ SW เป็นตัว 
สั่งงานให้ไอซีทำงาน และจุดต่อ SENSOR มีไว้สำหรับต่อวงจรเซ็นเซอร์ 
จากภายนอก เพื่อควบคุมการทำงานของตัวไอซี IC1 แทนการกดสวิตซ์ SW

ผู้ใช้สามารถเลือกได้จากการจั๊มที่จุดจั๊มเปอร์เลือกเสียง โดย
จุด S คือ การเลือกเล่นเสียงทั้งหมด โดยจะไล่เล่นทีละเสียง
จุด 1 คือ การเลือกเล่นเพลง JINGLE BELL
จุด 2 คือ การเลือกเล่นเพลง IT IS A SMALL WORLD
จุด 3 คือ การเลือกเล่นเพลง CUCKOO
จุด 4 คือ การเลือกเล่นเพลง FOR ALICE
¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã
ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¤ÇÃ¨Ð àÃÔèÁ 

¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ»ÃÐ¡Íº 
·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂµÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ 
ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã 
¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹ Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËé 
µÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂ 
ä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕ 
ãËéãªéËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡ 
áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹µÐ¡ÑèÇ 
´éÇÂ ËÅÑ§¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃµÃÇ¨ÊÍº 
¤ÇÒÁ¶Ù¡µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇ 
ËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã¾ÔÁ¾ì

¡ÒÃ·´ÊÍº
ãËéµèÍä¿ 3 âÇÅ·ì à¢éÒ·Õè¨Ø´ +3V ¢Í§Ç§¨Ã ทดลองทำการจั๊มที่จุดที่ 1 จาก 

นั้นกดสวิตซ์ SW เราจะได้ยินเสียงเพลง JINGLE BELL ดังออกมาจาก 
ทางลำโพง Ç§¨Ã¹Õé¨ÐãËéàÊÕÂ§´Ñ§äÁèÁÒ¡¹Ñ¡ «Öè§¶éÒÅ§¡ÅèÍ§ ¨ÐãËéàÊÕÂ§´Ñ§¢Öé¹ 
ÍÕ¡

หมายเหตุ: กรณีนำไปต่อเซ็นเซอร์ จะต้องใช้ไฟเลี้ยงวงจร 4.5-5 โวลท์

Figure 1. Memory Door Bell Circuit
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Watch the polarity!

Figure 3. Installing the components

Figure 2. Circuit Assembling
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Disconnection

Connection

S 1 2 3 4
S = Sequential

S 1 2 3 4
1 = Jingle Bell

S 1 2 3 4
2 = It is a small world

S 1 2 3 4
3 = Cuckoo

S 1 2 3 4
4 = For alice


