
CIRCUIT DIAGRAM

NO.4&5

FEATURES

- Power supply : 110-125VAC or 220-240VAC 50/60Hz (Select jumper)

- Can be used with infrared remote control unit, etc.

- Max. load : 500W.

- The operation can be push-switch or push-ON push-OFF switch.

USING

- J1 used for select the power supply 110-125VAC or 220-240VAC 50/60Hz.

- J2 used for select the operation of push-switch or push-ON push-OFF switch.

- J3 used for select the output ON or OFF when turn on the power.

MXA014 INFRARED REMOTE SWITCH (for universal remote)

MXA014 ÊÇÔµ«‹ÃÕâÁ·ÍÔ¹¿ÒàÃ´ (ÊÓËÃÑºÃÕâÁ··ÑèÇä»)

¤Ø³ÊÁºÑµÔ

- µÑÇÇ§¨Ããªéä´é·Ñé§ä¿ 110-125 âÇÅ·ìàÍ«Õ áÅÐ 220-240 âÇÅ·ìàÍ«Õ 50/60 àÎÔÃìµ (àÅ×Í¡¨Ò¡¨ÑêÁà»ÍÃì)

- ãªéä´é¡ÑºÃÕâÁ·¤Í¹â·ÃÅ·ÑèÇä» â´Â¡´»ØèÁã´¡çä´é

- ãªé¤Çº¤ØÁà¤Ã×èÍ§ãªéä¿¿éÒä´éäÁèà¡Ô¹ 500 ÇÑµµì

- ÊÒÁÒÃ¶àÅ×Í¡¡ÒÃ·Ó§Ò¹à»ç¹áººº¡´µÔ´-»ÅèÍÂ´ÑºËÃ×Íà»ç¹áºº¡´µÔ´-¡´´Ñºä´é µÒÁ¡ÒÃ¡´·ÕèµÑÇÃÕâÁ·

¡ÒÃãªé§Ò¹

- ¨Ø´¨ÑêÁ J1 ÁÕäÇéàÅ×Í¡ãªéä¿ 110-125 âÇÅ·ìàÍ«Õ áÅÐ 220-240 âÇÅ·ìàÍ«Õ 50/60 àÎÔÃìµ

- ¨Ø´¨ÑêÁ J2 ÁÕäÇéàÅ×Í¡¡ÒÃ·Ó§Ò¹à»ç¹áºº¡´µÔ´-»ÅèÍÂ´ÑºËÃ×Íà»ç¹áºº¡´µÔ´-¡´´Ñº

- ¨Ø´¨ÑêÁ J3 ÁÕäÇéÊÓËÃÑºàÅ×Í¡¡ÒÃ¨èÒÂä¿à¢éÒ¤ÃÑé§áÃ¡ãËéà»Ô´-»Ô´

INSTALLATION OF THE INFRARED REMOTE SWITCH CIRCUIT

SELECT JUMPER

J1 : select power supply

110220 220VAC

110220 110VAC

J2 : select operation

F/FPB push-ON push-OFF

F/FPB push switch

J3 : setting output 
when turn on the power

OFFON ON

OFFON OFF

DANGER
Mains voltage

FUSE

SW
ON/OFF

AC IN

MAX. LOAD
500W.


