
CIRCUIT DIAGRAM

NO.1

¤Ø³ÊÁºÑµÔ

- ãªéä¿àÅÕéÂ§Ç§¨Ã 12 âÇÅ·ì´Õ«Õ ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´ 60 ÁÔÅÅÔáÍÁ»ì

- ÁÕ¨Ø´µèÍËÅÍ´ä¿ 4 ªèÍ§ â´ÂáµèÅÐªèÍ§ ÊÒÁÒÃ¶¨èÒÂä´éÊÙ§ÊØ´ 12 áÍÁ»ì 

(1,000 ÇÑµµì ·Õè 220 âÇÅ·ìàÍ«Õ ËÃ×Í 500 ÇÑµµì ·Õè 110 âÇÅ·ìàÍ«Õ)

- ÊÒÁÒÃ¶ãªéä´é¡ÑºËÅÍ´ä¿¢¹Ò´µÑé§áµè 24-240 âÇÅ·ìàÍ«Õ

- ÁÕÃÙ»áººã¹¡ÒÃÇÔè§¶Ö§ 42 â»Ãá¡ÃÁ â´ÂÁÕÃÙ»áººÁÒµÃÒ°Ò¹ 32 â»Ã- 

á¡ÃÁ áÅÐÊÒÁÒÃ¶ÊÃéÒ§ÃÙ»áººãËÁèä´éàÍ§¶Ö§ 10 â»Ãá¡ÃÁ

- ÁÕäÍ«ÕàÁÁâÁÃÕèäÇéºÑ¹·Ö¡ÃÙ»áººáÅÐ¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§ â´ÂäÁèµéÍ§ãªé 

áºµàµÍÃÕèáºç¤ÍÑ¾

- ÃÙ»áººãËÁè·ÕèÊÃéÒ§¢Öé¹àÍ§ ÊÒÁÒÃ¶ÊÃéÒ§ä´é¶Ö§ 16 Êàµç» µèÍ 1 ÃÙ»áºº

- ÊÒÁÒÃ¶àÅ×Í¡¡ÒÃ·Ó§Ò¹ãËéà»ç¹ä¿ÇÔè§ËÃ×Íà»Ô´»Ô´ä¿¸ÃÃÁ´Òä´é

- ÊÒÁÒÃ¶»ÃÑº¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§ä´é 256 Êàµç»

- ÁÕ LED áÊ´§ÃÙ»áººã¹¡ÒÃÇÔè§¢Í§ä¿áÅÐºÍ¡µÓáË¹è§¢Í§â»Ãá¡ÃÁ

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 4.47 x 3.18 ¹ÔéÇ

Ë¹éÒ·Õè¢Í§»ØèÁ¡´, LED áÅÐ¨Ø´µèÍµèÒ§æ

- ÊÇÔµ«ì SW1 áÅÐ SW2 ãªéã¹¡ÒÃàÅ×Í¡â»Ãá¡ÃÁ â´ÂÊÇÔµ«ì SW1 ¨Ðà»ç¹ 

µÑÇà¾ÔèÁÅÓ´Ñº¢Í§â»Ãá¡ÃÁáÅÐÊÇÔµ«ì SW2 ¨Ðà»ç¹µÑÇÅ´ÅÓ´Ñº¢Í§â»Ã- 

á¡ÃÁ

- ÊÇÔµ«ì SW3 áÅÐ SW4 ãªéã¹¡ÒÃà¾ÔèÁáÅÐÅ´¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§¢Í§ä¿ 

â´ÂÊÇÔµ«ì SW3 ¨ÐàËç¹µÑÇà¾ÔèÁ¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§¢Í§ä¿áÅÐÊÇÔµ«ì SW4 

¨Ðà»ç¹µÑÇÅ´¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§¢Í§ä¿

- ÊÇÔµ«ì SW5 ¨Ðà»ç¹µÑÇ¡ÓË¹´âËÁ´¡ÒÃ·Ó§Ò¹áÅÐ¡ÒÃà¢éÒÊÙè¡ÒÃâ»Ã- 

á¡ÃÁ

- ÊÇÔµ«ì SW6 ãªéã¹¡ÒÃÍÍ¡¨Ò¡â»Ãá¡ÃÁáÅÐºÑ¹·Ö¡¤èÒÅ§ã¹äÍ«ÕàÁÁâÁÃÕè

- LED POWER ãªéºÍ¡ àÁ×èÍÁÕáÃ§´Ñ¹ÁÒàÅÕéÂ§Ç§¨Ã

- LED OUT1-4 ãªéºÍ¡ÃÙ»áºº¡ÒÃÇÔè§¢Í§ËÅÍ´ä¿·Ñé§ 4 ªèÍ§

- LED+1, LED+2, LED+4, LED+8, LED+16 áÅÐ LED+32 ãªéã¹¡ÒÃºÍ¡ 

µÓáË¹è§¢Í§â»Ãá¡ÃÁ

- 12V à»ç¹¨Ø´µèÍä¿µÃ§¢¹Ò´ 12 âÇÅ·ì à¾×èÍ¹Óä»àÅÕéÂ§ãËé¡ÑºÇ§¨Ã·Ñé§ËÁ´

- L1-L4 ãªéÊÓËÃÑºµèÍËÅÍ´ä¿áººäÊé¢¹Ò´ 24-240 âÇÅ·ì 1,000 ÇÑµµì µèÍ 

ªèÍ§

- AC IN à»ç¹¨Ø´µèÍä¿àÍ«Õ¢¹Ò´ 24-240 âÇÅ·ì ¢Öé¹ÍÂÙè¡ÑºËÅÍ´ä¿·Õè¹ÓÁÒãªé

¡ÒÃãªé§Ò¹»¡µÔáÅÐ¡ÒÃ¡ÓË¹´ÃÙ»áºº¡ÒÃÇÔè§¢Í§ä¿

¡ÒÃà¾ÔèÁáÅÐÅ´¤ÇÒÁàÃçÇ

1.¡´ÊÇÔµ«ì SW3 áÅÐ SW4 àÁ×èÍµéÍ§¡ÒÃà¾ÔèÁËÃ×ÍÅ´¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§¢Í§ 

ä¿ â´ÂÊÒÁÒÃ¶»ÃÑº¤ÇÒÁàÃçÇä´é¶Ö§ 256 Êàµç»

2.ÊÑ§à¡µ LED1-LED4 à¾×èÍ´Ù¤ÇÒÁàÃçÇã¹¡ÒÃÇÔè§¢Í§ä¿

3.¶éÒµéÍ§¡ÒÃºÑ¹·Ö¡¤èÒ·ÕèàÃÒ»ÃÑºàÍÒäÇé ¡çãËé·Ó¡ÒÃ¡´ÊÇÔµ«ì SW6 ¾ÃéÍÁ¡Ñ¹ 

¹Ñé¹ LED ·ÕèáÊ´§ÅÓ´Ñº¢Í§â»Ãá¡ÃÁ¡ç¨Ð´ÑºËÁ´

FEATURES
- Power supply : 12VDC./max. 60mA.

- 4 triac output : max. 12A. each (1,000W at 220VAC or 500W at 

110VAC)

- 42 programs (fix by the factory to 32 programs and new edit by user 

to 10 programs).

- Max. step for the new edit of programs : 16 steps per program.

- Supply voltage for the lights : 24VAC to 240VAC.

- Can be select the operation to the running light or ON/OFF switch.

- Running speed (without modifications) : adjustable to 256 steps.

- LED indication for power ON/OFF, running light pattern and 

number of program.

- Memory back-up with IC memory, protected the running light and 

speed of program.

- PCB dimensions : 4.47 x 3.18 inch.

SWITCH, LED AND CONNECTOR
- Switch SW1 and SW2 used for select the program with switch SW1 

is increase number of program and switch SW2 is decrease number of 

program.

- Switch SW3 and SW4 used for control the speed of running light 

with switch SW3 is increase the speed and switch SW4 is decrease the 

speed.

- Switch SW5 is selecting the operation and edit the program.

- Switch SW6 is quit the program and store the value into IC memory.

- LED POWER will be illuminated when power-ON of circuit.

- LED OUT1 to OUT4 is showing the running light.

- LED+1, LED+2, LED+4, LED+8, LED+16 and LED+32 is showing 

the number of program.

- 12V point is used for connecting to the power supply 12VDC.

- L1 to L4 point is used for connected to the electric bulb from 24V to 

240V 1,000W per channel.

- AC IN point is used for connected to supply voltage for the lights 

24VAC to 240VAC.

NORMAL OPERATION AND EDIT PROGRAM
INCREASE AND DECREASE OF SPEED

1.Press SW3 and SW4 when you want to setting the speed of running 

light (can be adjust to the speed of running light to 256 steps).

2.Looking up LED1 to LED4.

3.If you want to stores the setting of speed, press SW6 and LED the light 

is off simultaneously.

INSTALLATION OF

THE RUNNING LIGHT 4CH. 4,000W.

CIRCUIT

MXA055 RUNNING LIGHT 4 CH. 4,000W. 32 PROGRAM (10 PROGRAMMABLE)

MXA055 ä¿ÇÔè§ 32 â»Ãá¡ÃÁ 4 ª‡Í§ 4,000 ÇÑµµ‹

MX055

LAMPS 1,000W

LAMPS 1,000W

LAMPS 1,000W

LAMPS 1,000W

Supply for Circuit
12VDC

+-

Supply for Lamps
24-240VAC


