
CIRCUIT DIAGRAM

NO.1

FEATURES

- operating voltage : 12VDC 20A. @ load 200W.

- power output max. : approx. 200W.

- there are current limitation protection at 20A. and low battery checker circuit when battery is lower 10V, the circuit will cut off circuit.

- need transformer at output : 10.5-0-10.5V 200W

- PCB dimensions : 3.81 x 2.85 inches.

USING

- RESET switch is used for reset circuit when circuit is short (LED ER will be lighted on).

- VR is used for adjust duty cycle at output point.

- 10.5,0,10.5 point is used for connect to transformer 10.5-0-10.5VAC 200W. If you cannot find this transformer, you can use 

transformer 12-0-12VAC 200W.

- +12V, G point is used for connect battery 12V 20A for supply the circuit.

CAUTION: This kit is created the high voltage. It must be put in a suitable enclosed box before using on the regular basic for project.

MXA059 VOLTAGE INVERTER 12VDC TO 110V/220VAC 200WATTS

MXA059 ÍÔ¹àÇÍÃ‹àµÍÃ‹ 12 âÇÅ·‹ à»ç¹ 110/220 âÇÅ·‹ 200 ÇÑµµ‹

¤Ø³ÊÁºÑµÔ

- ãªé¡ÑºáËÅè§ è̈ÒÂä¿¢¹Ò´ 12V 20A ·ÕèâËÅ´ 200W

- ÁÕÇ§¨ÃµÃÇ¨ÊÍºáºµàµÍÃÕèµèÓ¡ÇèÒ 10V ¨ÐµÑ´¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

- ÁÕÇ§¨ÃµÃÇ¨ÊÍº¡ÃÐáÊà¡Ô¹ 20A

- ÃÑºâËÅ´ä´éÊÙ§ÊØ´ 200W

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 3.81x2.85 ¹ÔéÇ

¡ÒÃãªé§Ò¹

- ÊÇÔµ«ì RESET ÁÕäÇéÊÓËÃÑºÃÕà«ç·Ç§¨Ã àÁ×èÍÇ§¨ÃËÂØ´¡ÒÃ·Ó§Ò¹ÍÑ¹à¹×èÍ§ÁÒ¨Ò¡¡ÒÃ«çÍµ ÊÑ§à¡µ¨Ò¡ LED ER ¨ÐÊÇèÒ§¢Öé¹

- à¡×Í¡ÁéÒ VR ÁÕäÇéÊÓËÃÑº»ÃÑº¤ÇÒÁ¡ÇéÒ§¢Í§ ỐÇµÕéä«à¤ÔÅ·Ò§ é́Ò¹àÍÒ·ì¾Ø·

- ¨Ø´ 10.5,0,10.5 ÁÕäÇéÊÓËÃÑºµèÍ¡ÑºËÁéÍá»Å§¢¹Ò´ 10.5-0-10.5VAC 200W áµè¶éÒËÒäÁèä´é ÊÒÁÒÃ¶ãªéËÁéÍá»Å§ ¢¹Ò´ 12-0-12VAC 200W 

á·¹ä´é

- Ø̈´ +12V áÅÐ G ÁÕäÇÕµèÍ¡ÑºáºµáºÍÃìÃÕè¢¹Ò´ 12 âÇÅ·ì 20 áÍÁ»ì à¾×èÍ¨èÒÂä¿ãËé¡ÑºÇ§¨Ã

ËÁÒÂàËµØ: ¡èÍ¹¡ÒÃ¹ÓÇ§¨ÃªØ´¹Õéä»ãªé§Ò¹ ¤ÇÃ¨Ð¹Óä»Å§¡ÅèÍ§àÊÕÂ¡èÍ¹ à¾×èÍ»éÍ§¡Ñ¹ÍÑ¹µÃÒÂÍÑ¹à¡Ô´ÁÒ¨Ò¡ ä¿¿éÒáÃ§´Ñ¹ÊÙ§

INSTALLATION OF THE VOLTAGE INVERTER CIRCUIT
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lamp bulb
220V 100-200W.
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