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TECHNICAL SPECIFICATIONS:
- Power supply : 220VAC. 
- Can be used with LED bulbs.
- Maximum output load : 500W.
- Can adjust the time to ture on and turn off (ON/OFF) from 0.5-20 seconds.
- PCB dimensions : 2.75 in. x 1.71 in.

CONNECTIONS:
- IN point is a 220VAC power connection point to feed the circuit and light bulbs.
- OUT1 L1 and OUT2 L2 point are used for connecting bulbs.
- VR ON is used to adjust the turn on of the light bulb L1 and the turn off of the light bulb L2.
- VR OFF is used to adjust the turn on of the light bulb L2 and the turn off of the light bulb L1.

APPLICATIONS:
- Only one light bulb can be used for flashing warning lights in various places, such as; intersections, towers and high-rise 
building.

MXA132 220VAC 1A RELAY FLASHER

MXA132 ä¿¡ÃÐ¾ÃÔºใช้รีเลย์ 220VAC 1A

¤Ø³ÊÁºÑµÔ:

- ãªéä¿àÅÕéÂ§Ç§¨Ã 220 âÇÅ·ì´Õ«Õ 

- สามารถใช้กับหลอดไฟแบบ LED ได้

- ãªéä´é¡ÑºËÅÍ´ä¿¢¹Ò´ÊÙ§ÊØ´ 500 วัตต์

- ÊÒÁÒÃ¶»ÃÑºเวลาการติดและดับ (ON/OFF) ได้ ตั้งแต่ 0.5-20 วินาที

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì :  2.75 นิ้ว x 1.71 ¹ÔéÇ

¨Ø´µèÍãªé§Ò¹:

- ¨Ø´ IN à»ç¹¨Ø´µèÍä¿¢¹Ò´ 220 âÇÅ·ìเอซี à¾×èÍ¹Óä»àÅÕéÂ§ãËé¡ÑºÇ§¨Ãและหลอดไฟ

- ¨Ø´ OUT1 L1 áÅÐ OUT2 L2 ãªéÊÓËÃÑºµèÍËÅÍ´ä¿

- VR ON ãªéÊÓËÃÑº»ÃÑºเวลา¡ÒÃติด¢Í§ËÅÍ´ä¿ช่อง L1 และการดับ¢Í§ËÅÍ´ä¿ช่อง L2

- VR OFF ãªéÊÓËÃÑº»ÃÑºเวลา¡ÒÃติด¢Í§ËÅÍ´ä¿ช่อง L2 และการดับ¢Í§ËÅÍ´ä¿ช่อง L1

หมายเหตุ:

- สามารถต่อหลอดไฟเพียงดวงเดียว เพื่อใช้เป็นไฟกระพริบเตือนได้ เช่น ตามสี่แยก, เสาสูง หรืออาคารสูง เป็นต้น

INSTALLATION OF THE 220VAC 1A RELAY FLASHER CIRCUIT
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