
CIRCUIT DIAGRAM

NO.1

INSTALLATION OF
THE COIN SENSOR VOICE RECORDER 680 SEC

วงจรนี้เป็นวงจรที่ใช้เซ็นเซอร์ตรวจจับวัตถุที ่ตัดผ่านตัวมันแล้วไปสั่ง 
การให้วงจรบันทึกเสียงทำงาน ส่วนมากจะนำไปใช้กับตู้รับบริจาคต่างๆ กล่อง 
ขอบคุณ กระปุกออมสิน เป็นต้น

ข้อมูลด้านเทคนิค
- ไฟเลี้ยงวงจร 5 โวลท์ กินกระแสสูงสุดประมาณ 250 มิลลิแอมป์
- จุดต่อเซ็นเซอร์ สามารถรับสัญญาณบวกได้ตั้งแต่ 3-12 โวลท์ 
- ระยะห่างในการรับส่งของเซ็นเซอร์ : สูงสุด 1.5 เซนติเมตร
- สามารถเลือกสัญญาณบันทึกเสียงจากไมค์หรือจากสัญญาณภายนอก
- สามารถบันทึกเสียงได้สูงสุด 680 วินาที
- มีวงจรขยายเสียง ขนาด 5 วัตต์ อยู่ภายในบอร์ด
- ขนาดแผ่นวงจรพิมพ์ : 3.14 นิ้ว x 1.49 นิ้ว
จุดต่อใช้งาน
- ¨Ø´ 5V à»ç¹¨Ø´µ‡Íä¿µÃ§ à¾×èÍ¹Óä»àÅÕéÂ§Ç§¨Ã·Ñé§ËÁ´
- ¨Ø´ SP à»ç¹¨Ø´µèÍÅÓâ¾§ ¢¹Ò´ 8 âÍËìÁ 0.25-5 ÇÑµµì
- VR100K à»ç¹µÑÇ»ÃÑºÃÐ´ÑºàÊÕÂ§·ÕèÍÍ¡·Ò§ÅÓâ¾§
- ÊÇÔµ«ìàÅ×èÍ¹ SW2 ÁÕäÇéÊÓËÃÑºàÅ×Í¡âËÁ´¡ÒÃ·Ó§Ò¹
การเลือกแหล่งบันทึกเสียง
1.¶éÒµéÍ§¡ÒÃºÑ¹·Ö¡àÊÕÂ§¼èÒ¹äÁ¤ì·ÕèÍÂÙèº¹á¼è¹»ÃÔé¹·ì ãËé¨ÑêÁ¨Ø´ JM1 ไปที่ 

จุด MIC áÅÐจั๊ม JM2 ´éÇÂµÑÇ¨ÑêÁà»ÍÃì µÒÁÃÙ»

2.¶éÒµéÍ§¡ÒÃºÑ¹·Ö¡ÊÑญญÒ³¨Ò¡ÀÒÂ¹Í¡ãËé·Ó¡ÒÃµèÍÊÑญญÒ³à¢éÒ·Õè¨Ø´ Lin 
¾ÃéÍÁ¡Ñº¨ÑêÁจุด JM1 ·Õè¨Ø´ IN áÅÐ¶Í´ JM2 ÍÍ¡ ตามรูป

¡ÒÃºÑ¹·Ö¡àÊÕÂ§และการทดสอบ
1.àÅ×Í¡áËÅè§ºÑ¹·Ö¡àÊÕÂ§

2.·Ó¡ÒÃถอด¨ÑêÁà»ÍÃì·Õè¨Ø´ JSW1 áÅÐàÅ×èÍ¹ÊÇÔµ«ì SW2 ä»·Ò§µÓáË¹è§ REC
3.¡´ÊÇÔµ«ì SW1ã¹¢³Ð·Õè¡´ÊÇÔµ«ì à¾×èÍºÑ¹·Ö¡ÊÑญญÒ³àÊÕÂ§ ËÅÍ´ LED1 

¨ÐµÔ´ ¶éÒºÑ¹·Ö¡àµçÁáÅéÇ ËÅÍ´ LED1 ¨Ð´Ñº
4.¶éÒäÁèµéÍ§¡ÒÃºÑ¹·Ö¡¨¹ËÁ´àÇÅÒ ÊÒÁÒÃ¶»ÅèÍÂÊÇÔµ«ìä´é à¾×èÍËÂØ´¡ÒÃ 

ºÑ¹·Ö¡
5.àÁ×èÍºÑ¹·Ö¡àÊÕÂ§àÊÃç¨àÃÕÂºÃéÍÂáÅéÇ ãËéàÅ×èÍ¹ÊÇÔµ«ì SW2 ä»·Ò§µÓáË¹è§ 

PLAY
6.ãËéทำการ¡´ÊÇÔµ«ì SW1 เพื่อฟังเสียงที่บันทึกไว้
ËÁÒÂàËµØ:
1.¶éÒàÊÕÂ§ã¹¢³ÐàÅè¹ àºÒ áÊ´§ÇèÒ àÊÕÂ§·ÕèàÃÒºÑ¹·Ö¡äÇéàºÒà¡Ô¹ä»
2.¶éÒàÊÕÂ§ã¹¢³ÐàÅè¹áµ¡-¾ÃèÒ äÁèªÑ´à¨¹ áÊ´§ÇèÒ àÊÕÂ§·ÕèàÃÒºÑ¹·Ö¡äÇéáÃ§ 

à¡Ô¹ä»
¡ÒÃใช้งาน
1.ทำการจั๊มตัวจั๊มเปอร์ที่จุด JSW1 ไปทางตำแหน่ง IN สำหรับจุด JC และจุด 

JIN ให้ทำการถอดตัวจั๊มเปอร์ออก
2.ãËéàÅ×èÍ¹ÊÇÔµ«ì SW2 ä»·Ò§µÓáË¹è§ PLAY
3.·Ó¡ÒÃ¨èÒÂä¿¤ÃÑé§áÃ¡ ¨ÐÁÕàÊÕÂ§ºÕ¿ 2 ¤ÃÑé§ ÍÍ¡ÁÒ·Ò§ÅÓâ¾§
4.หันแสง LED ให้ตรงกับ PHOTO TR
5.เมื่อมีเหรียญหรือวัตถุมาบังแสงที่ส่องไปเข้า PHOTO TR ตัวเซ็นเซอร์จะ 

ทำการส่งสัญญาณไปเข้าวงจรบันทึกเสียง วงจรบันทึกเสียงจะทำการเล่นกลับ 
พร้อมกับหลอด LED1 ติด และจะเล่นจนกระทั่งหมดข้อความแล้วจึงหยุดไปถึง 
แม้ว่าเซ็นเซอร์จะส่งสัญญาณมาในขณะเล่นกลับ วงจรบันทึกเสียงก็จะไม่หยุด 
การเล่นกลับพร้อมกับหลอด LED1 ดับ

หมายเหตุ : 
1.หากต่อไฟเข้าแล้ว LED ที่เซ็นเซอร์ไม่ติด แสดงว่าต่อผิดหรือกลับขั้ว
2.หากบังแสงที่ส่องไปเข้า PHOTO TR แล้ววงจรไม่ทำงาน แสดงว่า ต่อผิด 

หรือกลับขั้ว

This circuit uses a sensor to detect objects passing through it and then 
sends a signal to activate the circuit. It is commonly used in various donation 
boxes, thank-you boxes, savings banks, and more.

Technical information:
- Power supply : 5VDC, maximum current consumption around 250mA.
- Sensor connection point limit positive signals from 3-12 volts.
- Detection Range : Up to 1.5 centimeters.
- Option to record audio from a microphone or an external source.
- Maximum audio recording time is 680 seconds.
- The circuit includes a 5-watt audio amplifier.
- Circuit board dimensions: 3.14 inches x 1.49 inches.
Connection Points:
- 5V point: Connects to the power supply 5VDC.
- SP point: Connects to an 8-ohm speaker with a power range of 0.25-5W.
- VR100K: Volume control for the speaker output.
- Switch SW2: Used for selecting operation modes.
Selecting Sound Source for recording:
1. To record audio through the onboard microphone, connect JM1 to MIC 

and JM2 with jumpers as shown in the diagram.

2.To record external audio signals, connect the external signal to the Lin 
point and connect JM1 to IN, and remove JM2 as shown in the diagram.

Audio Recording:
1.Select the desired sound source.
2.Remove the jumper at JSW1 and slide switch SW2 to the REC position.
3.Press switch SW1 while recording; LED1 will light up. LED1 will turn 

off when recording is full.
4.Release the switch to stop recording before the time limit.
5.After recording, slide switch SW2 to the PLAY position.
6.To test the recorded audio, press switch SW1.
NOTE:
1.If the sound during playback is low, it indicates that the recorded sound is 

too low.
2.If the sound during playback is distorted or unclear, it indicates that the 

recorded sound is too loud.
Using:
1.Jump the jumper at JSW1 point to the IN position for JC point, put the 

jumper on and at JIN point, remove the jumper.
2.Set the switch SW2 to the PLAY mode.
3.First time user will heard 2 beep sounds (from the circuit).
4.Direct the LED light towards the PHOTO TR.
5.When a coin or object obstructs the light shining into the PHOTO TR, the 

sensor will send a signal to the recording circuit. The recording circuit will then 
play back along with LED1 lighting up. It will continue to play until the entire 
message is played, even if the sensor sends signals while playing back. The 
recording circuit will not stop playing while LED1 is lit.

NOTE:
1.If the sensor's LED does not light up after connecting the power, it 

indicates a wrong connection or reversed polarity.
2.If the light obstructs the PHOTO TR and the circuit does not work, it 

indicates a wrong connection or reversed polarity.

MXA141 COIN SENSOR VOICE RECORDER 680 SEC
MXA141 วงจรหยอดเหรียญบันทึกเสียง 680 วินาที
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