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Micro Volume Pipettors 
* Suitable far left and right handed user wltl1 a relaxed grip and a good balance

* Fully at ,toclavable

* UV resistant

* Res,srance Free did< scop councer

* Larger digits

* Ergonom,c desIgn ensuring frght we1ghL & sort pIunger movement

* Easlly accessíble recalibration mechanísm to avold accidental change In callbration

* C:llil)ratio,1 conrorms to DIN 12650 & EN-ISO 8655 standards ensuring high accuracy & precision

: Cat.No. Name Range{µJJ rncrementjµJJ Accuracyj%J Preclslon{%J Package

SPA200125 0.1-2.5 o.o 1 12/3.0/2.5 6.0/3.0/1 6 

SPA200510 05,(0 O 1 2.5/2.0/1 O 1 5/1 0/0.8

SPA200550 
variable 

5-50 1.0 2.0/0.8/0.6 2.0/0.4/0.3 

SP¡\210100 Volume 10-100 05 3.0/1 0/Ó.8 15/0.5/0 IS 

SPA200220 
Prpecce 

2-20 0 1  3.0/1 5/0.9 2.0/1 0/0.4 

SPA.220200 20-200 1.0 2..0/0.7/0.6 0.8/03/0.15 

SPA2f lOOO 100-IOOO 5.0 2.0/1 0/0.6 o. 7 /0. 4/0.2

Cat.No. Name Range(µJJ Accuracyjo/oJ PrecJslon(o/ol Pacl<age

SPAIOOOOS 5 

SPAJOOOlO 10 

SPAI00050 Al< Vorume 50 

SPAIDOIOO 
P/pecre 

100 

SPAIDOSOO 500 

SPAlOIOOO 1000 

Multichannel Micro Pipettors 
* Soft smart finger-grip of TPE

* Easlly removable & fully autoclavable manifold

* Manifold can rorare 360° far easy right or left hand operadon

·1< One had tip �ection

* Consrstenr sample loadlng

* Soft force rlp loadlng and ejecríon

* Leak free sealrng of ap

-.: Attraarve color codrng 

* Compatible wrrh mosr rypes of rIps

* Calibrarían reporr endosed wirh every pipetee

l.3 1.2 

0.8 0.8 

0,5 0.3 

o.s 0.3 

0.3 02 

0.3 o 1.5

Cat.No. Oty.Channel RangefµJJ Package

5PA008010 8 0.5-10 

SPA008050 8 5-SCl

SPAOOBIOO 8 J0-100 

SPA008200 8 20·200 

SPA008300 8 30-300

JET Dispenser 

SPAOl20IO 12 

SPAOl2050 12 

5PA0I2JOO 12 

SPA012200 12 

5PA0I2300 12 

lntroducing a perfect partner for your high volume liquíd dispensing. Equipped with modern and easy to use features . 

Re-drculation Valve 

Elrmrnares sample Joss Far 
rapid pnming 

360º Dispensing 

Roranng dlscharge ttJbe 

enables bottfe vlsrbilit:y 

ConvenJenr dJspensrng 

without moving che 

dlspenser 

Spring-less Valve Unique Piston Mechanisn, 

A h1911ty chemrcal res&ant ConvenIent clearnng of 
and smooth funaionrng pistan wlrl1out disturblng 
spnngless valve

tl1e calIbratIon 

Universal Bottle Adapter Conductive Handling 

Comes WJth 4 addrttonal 

adaprers far most common 

bottle srzes

Ergonomrc des1gn far 

convenlenr sampllng Low 

pressure dispensrng even

far larger volumes 

Easy Re-calibration Dual Graduations 

A su1gle tool re-calfbrarron Precise volume setting Dual 

mechanrsm whrch comply volume marklng assures clear 

With ISO 8655 standards v1S1b1flcy 

Telescopic Filling Tube Uncomplicated Mounting 

Compatible wrth differenr 

sizes of reagent bateles 

rangíng from 170mm to 

300mm 

Snap-frr mounting of

disd1arge tube far 

chemrcal based 

Cat No. Cat. No. Volume Range Volume Range
\ll/ith Re-Circulation Mode Without Re-Orculation Mode in mi in mi 

ADR025025 ADN025025 

ADR050050 ADNOSOOSO 

ADRIOOIOO /\DNIOOIOO 

ADR250250 ADN250250 

ADR250300 ADN250300 

/\DRSOOSOCl ADN500500 

ADR500600 /\DN500600 

0.25 lO 2.5 

o.s to 5

r coro 

2.5 to 25 

2.5 lO 30 

5 tó 50 

5 co60 

O.OS

01 

0.2 

0.5 

05 

'·º 

J.O

0.5-10 

5-50

JO•IOO 

20-200

30-300

Fully Autoclavable 
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