L[] s
u!! LightingHouse

LIGHTING HOUSE (THONGLOR) CO.,LTD

387/8-12 Soi Sukhumwit55 Sukhumwit Rd. Klongton-Nua Wattana Bangkok

Thailand, 10110 / Head Office Tel : 02-3922260-9 Fax : 02-3922270 / Showroom Tel : 02-7125970-3 Fax : 02-7125973
Email : Project@lightinghouse.co.th

Project
Legend Code

LIGHTING SPECIFICATION

81, 245
"\__ﬂ/
18
o
o
o
=]
3
IMAGE DIMENTIONS

Fiting and Luminaries Information

Product Code
Description
Color

Body Information

Sizing

Cut Out

IP Protection
Lamp Type
Control Gear
Remark
Sales

AXIS MINI : KLW-EFL-AXIS-01
Exterior Lamp Solar Cell
Chrome

Materials:-die-casting aluminium, extruded aluminiuml

» Charging time: 10-12h Working time: 19-21h

» Power: 2.2W - Lithium Battery: 3000 mAh (replaceable)

« Battery level indicator « Solar panel: - 2.5W monocrystaline- tempered glass
* LED: Lumileds 4014 - Light colour temperature: 3000K « CRI>80

as per drawing

IP65
LED: Lumileds 4014

The luminary install on site must comply with the mentioned on the specification.
Any change must be informed and approved by Lighting Designer.



