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N.P.V. EQUIPMENT LTD., PART.

Swing

Check Valves

Flange Type

+ Material PVC, C-PVC, PP, PVDF

- Size : 15mm - 300mm, # "- 12"

+ Pressure Rating JIS 10kgf/ e, 150 PS|

Special Features

- Applicable to Vertial and Horizontal Pipe
- Optimized Disc Design
- Backdraft Prevention Under Low Pressure

125A~ 250A

- O-Ring
- Connections

EPDM or FPM

ANSI 150 PS| Flanged

JIS 10kgf/ e Flanged

- Fuid Passane and Pipe are Alianed to Stablize the Flow Rate and Pressure
- Please Install According to Fuid Direction

NO PARTS MATERIALS
1 80DY PP/ PVDF/ PVC/CPVC
2 Disc S45C (PP/ PVDF/ PVC/ CPVC GOATED)
3 SWING ARM PP/ PVDF/ PVG/CPVG
4 SEAT e

FPM
5 SHAFT&EOLT PP/ PVDF/ PVC/CPVC
6  O-AING EFOM

FPM
7 BONNET PP/ PVDF/ PVG/CPVC
8 SEAT SUPPORT PP/ PVDF/ PVC/CPVC
9 BONNET O-AING B

FPM
10 HOLDER BOLT&NUT  PP/PVDF/PVC/CRVC

BOLT&NUT

BOLT

5541 (PP COATED)
5US 304

5541 (PP COATED)

€, 02-438-1634-7

@ @npvupvc

¥ info@npvequipment.co.th

PVC&CPVC

J IS unit : mm
Parts MAX Warking
size [ ¢ : : D : ISc1 - n-h i ot

20 20 140 15 100 75 4-15 90 75

25 25 158 15 125 9% 4-19 120 75
30 40 185 18 135 100 4-19 138 7.5
40 40 185 18 140 105 4-19 138 7.5
50 50 203 21 155 120 4-19 164 7.5
85 65 245 23 175 140 4-19 168 7.5
80 80 263 24 185 150 8-19 171 7.5
100 100 305 25 210 175 8-19 213 5
125 125 355 28 250 210 8-23 248 5
150 150 405 29 280 240 8-23 283 5
200 202 500 34 330 290 12-23 360 5
250 250 598 38 400 355 12-25 370 5

ANSI unit : inch
Parts ; : , ANSI CLASS 150 . A Woring
Size D C n-h tkaior)

20 0.79 5.51 0.59 3.88 2.75 4-0.63 a.54 75

25 0.98 6.38 0.59 4.25 a.12 4-0.63 4.72 75

30 1.57 7.28 0.71 462 3.50 4-0.63 5.43 75

40 157 7.08 0.71 5.00 3.88 4-0.63 5.43 75

50 1.97 7.99 0.83 6.00 4.75 4-0.75 6.46 75
65 2.56 9.65 0.91 7.00 5.50 4-0.75 6.61 75

80 3.15 10.35 0.94 7.50 6.00 4-0.75 6.73 75
100 3.94 12.01 0.98 9.00 7.50 8-0.75 8.39 5
125 492 13.98 1.10 10.0 8.50 8-0.87 9.76 5
150 5.91 15.94 1.14 1.0 9.50 8-0.87 11.14 5
200 7.95 19.69 1.34 13.5 11.75 8-0.87 1417 5
250 9.84 23.54 1.50 16.756 13.98 12-0.98 14.57 5
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