
KITZ Fig: AKG
Sizes: 1/4-3inch(8-80mm)
SOFT SEAT, SCREWED BONNET, INSIDE SCREW
Standards
● End to End: KITZ STANDARD
● End Connection: ASME B1.20.1
● Wall Thickness: KITZ STANDARD
Test Standard
● KITZ STANDARD

Dimensions
SIZE(inch/mm) L L1 H D1 Kg

1/4 8 47.0 0.0 66.0 50.0 0.00

3/8 10 53.0 0.0 87.0 55.0 0.00

1/2 15 57.0 0.0 87.0 60.0 0.00

3/4 20 66.0 0.0 102.0 70.0 0.00

1 25 76.0 0.0 113.0 80.0 0.00

11/4 32 88.0 0.0 138.0 90.0 0.00

11/2 40 100.0 0.0 154.0 100.0 0.00

2 50 120.0 0.0 183.0 115.0 0.00

21/2 65

3 80

Material List
NAME OF PART MATERIAL SPECIFICATION

BODY CAST BRONZE CAC

BONNET FORGED BRASS C3771

STEM BRASS C3531

DISC G/F PTFE -

Specifications
CLASS 125 CAST BRONZE GLOBE VALVE SCREWED ENDS,SOFT SEAT, SCREWED
BONNET, INSIDE SCREW
End to End : KITZ STANDARD,End Connection : ASME B1.20.1,Wall
Tchickness : KITZ STANDARD,Test Standard : KITZ STANDARD,Sizes :
1/4-3inch(8-80mm),BODYMATERIAL :CAST BRONZE,BONNETMATERIAL :FORGED
BRASS,STEMMATERIAL :BRASS,DISCMATERIAL :G/F PTFE,KITZ Fig : AKG
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