
KITZ Fig: AKTN
Sizes: 1/4-3inch(8-80mm)
Reduced Bore,3-Way 2-Seat L-Port,Screwed Ends.
Standards
● End to End: KITZ STANDARD
● End Connection:
● Wall Thickness: KITZ STANDARD
Test Standard
● KITZ STANDARD

Dimensions
SIZE(inch/mm) L L1 H D1 Kg

1/4 8 40.0 20.0 30.0 60.0 0.00

3/8 10 46.0 23.0 35.0 70.0 0.00

1/2 15 67.0 33.5 44.0 80.0 0.00

3/4 20 68.0 34.0 49.0 80.0 0.00

1 25 79.0 39.5 55.0 110.0 0.00

11/4 32 89.0 44.5 59.0 110.0 0.00

11/2 40 100.0 50.0 64.0 110.0 0.00

2 50 115.0 57.5 74.0 140.0 0.00

21/2 65 138.0 69.0 91.0 200.0 0.00

3 80 166.0 83.0 104.0 300.0 0.00

Material List
NAME OF PART MATERIAL SPECIFICATION

BODY FORGED BRASS C3771

BODY CAP FORGED BRASS C3771

STEM BRASS (4) C3531

BALL FORGED BRASS C3771 (1)

Specifications
TYPE 400 FORGED BRASS,BALL VALVES,Reduced Bore,3-Way 2-Seat L-
Port,Screwed Ends.
End to End : KITZ STANDARD,Wall Tchickness : KITZ STANDARD,Test
Standard : KITZ STANDARD,Sizes : 1/4-3inch(8-80mm),BODYMATERIAL
:FORGED BRASS,BODY CAPMATERIAL :FORGED BRASS,STEMMATERIAL :BRASS
(4),BALLMATERIAL :FORGED BRASS,KITZ Fig : AKTN
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TYPE 400 FORGED BRASS,BALL VALVES


