








NEO-SOLAR is IP65

NEO-SOLAR MSPT vs traditional MPPT
It can be mounted on a wall when connected to 
submersible pumps
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It is possible to connect the pump at the same time to solar panels 

and to the net or a generator, to make it work when the sun is not enough or during the night. 
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In systems where it is required to work only at a constant BAR pressure controlled by a pressure sensor, 

the programming menu of NEO-SOLAR permits to select also such alternative working way.  
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NEO-solar-3kW NEO-solar-11kW

NEO-solar-3kW NEO-solar-11kW

IP65

V 250Vdc

V 170Vdc

V 650Vdc

V Hz

Hz 20-110%

A 7 22

www.motive.it
Download the technical manual from
http://www.motive.it/manuali/manuale-NEOSOLAR-eng.pdf

Physical quantity UOM

NEO protection degree

Min starting voltage (from solar panels)

Stop voltage (from solar panels)

Max voltage (from solar panels)

Motor rated voltage and frequency 3PH 190-460Vac +/- 5%   50/60Hz

Supply frequency to motor

Max output current from NEO-SOLAR to motor

Further characteristics

Programmer with built-in clock and battery 
(to make it possible to plan starts and stops) NO YES

Communication Protocol MODBUS MODBUS

MSPT working, to reach the max water quantity 
permitted by the sun YES YES

Constant pressure working YES YES

Programmable by motive wifi keypad YES YES

Programmable by PC YES YES

Programmable by smartphone/tablet YES YES

Motive Solar Utility: 

It calculates the correct photovoltaic 

generator sizing and choses the right 

NEO-SOLAR for you after that you 

input some info like the panels data, 

max temperature, motor power, etc.

Only for Android 

1.	 Download the APP from

	 play-store  or  

2.	 Digit “Motive Solar” 

3.	 Click on Motive Solar 

	 Utility icon motive

neo
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