CMC CHEMICAL PUMP

Parts Matelial
1. Fixed Screw and washer Slainless Steel
2. Case Glass fiber reinforce polypropylene
3. Shaft Alumina ceramic
4. Impeller Glass fiber reinforce polypropylene
5. Drived Magnet Seferrite
6. Sealing Fluoriderubber (FKM) or fernary
ethylenepropylone rubber (EPDM)
7. Insulate Sheath Glass fiber reinforce polypropylene
8. Driving Magnet Slainless Steel
9. Motor
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Item Inlet/ Outlet Port Maximum Motor
Hose Screw Flow Rate | Head | Standard Outlet | Temperature | Input | Output | Voltage
Model (mm) Inch [/min m M-L/min c W W V/Phase
CMC-311 18 G3/4 27 3.1 2-17 0-80 20 40 220/1
CMC-611 20 G3/4 45 4.6 4-22 0-80 65 90 220/1
CMC-1511 26 G1 60 5.6 4-30 0-75 90 130 220/1
CMC-2511 26 G1 120 8.6 6.5-60 0-80 260 365 220/1
CMC-2513 26 G1 120 8.6 6.5-60 0-80 260 365 380/3
CMC-4013 40 G11/2 280 12.5 10.5-100 0-80 300 400 380/3

Conditions of liquids Ambient Temp : 0 to 60 °C Viscosilv. Below 30 mm/s. Specific Gravity : below 1.1 Note
(1). Slurry liquids reduce life of pump (2). Pressure shall be less than 100kPa (3). Indoor use.
(4). Shock pressure and adnormal pressure etc will demage the pump past.
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