/NS,

> ——

Electronic Capiler-
nuas Range Graduation
1112-150 0-150 uu./0-6" 0.01 uu./0.0005"
1112-200 0-150 3131./0-8" 0.01 3111./0.0005"
1112-300 0-300 3./0-12" 0.01 31./0.0005”

Vernier Capiler W/Thumb Knob

auas Range Graduation
1205-150 0-150 uy./0-6" 0.05 uu./1/128"
1205-200 0-200 21./0-8" 0.05 wx./1/128"
1205-300 0-300 ux./0-12" 0.05 un./1/128"
1205-1502 0-150 1131./0-6" 0.02 %%./0.001"
1205-2002 0-200 131./0-8" 0.02 1%./0.001"

1205-3002 0-300 w./0-12" 0.02 321./0.001"

s Range Jaw Lenght Graduation

S 1208-513  0-500 u./0-20" 100 ux./3.9”  0.05 uu./1/128"

v - 1208-514  0-500 ux./0-20” ~ 100 x./3.9”  0.05 u./1/128"
1208-613  0-600 ux./0-20" 100 uu./3.9”  0.05 un./1/128"
1208-614  0-6003131./0-24" 100 :3./3.9"  0.05 uu./1/128"

SPC Connection Cable for Electronic Capiler.

7301-SPC1 For Electronic No.1112
Depth Capiler
iiuas Range Base Lenght Graduation
1240-200 0-200 ux. 100 uu. 0.05 uu.
1240-300 0-300 . 100 au. 0.05 a1,

Height Gauge W/Asjustable Scale
il

iiag Range Graduation

1250-300 0-300 un./0-12" 0.02 3./0.001"
1250-450 0-450 3./0-18" 0.02 u%./0.001"
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Outside Micrometer

Huas Range Graduation
3203-25 0-25 a1, 0.01 um.
3203-50 25-50 uai. 0.01 1.
3203-75 50-75 . 0.01 3.
3203-100 75-100 1. 0.01 3.
3203-125 100-125 . 0.01 3.
3203-150 125-150 . 0.01 3.
3203-175 150-175 . 0.01 .
3203-200 175-200 3. 0.01 3.
Can Seam Micrometer:
\(ﬁg ig fiauas Range Application Graduation
' 3293131 013 for steel can 0.01 31,
Internal Micrometer:
DL Range Head Graduation
3221-300 50-300 11, 50-63 a1 0.01 .
3221-500 200-500m.  200-225 . 0.01 .
3221-1000  200-1000 . 200-225 . 0.01 .

Metric Dial Indicator, Lug Back

Tianuas Range Bazel Dia. Graduation

2308-10A 0-10 3. 58w, 0.01 .

Magnetic Stand

Hnging Swasidue

6200-60 Main stem : g 12X176mm (0.5X7")
Ass. stem : g 10X160mm (0.4X6.4")
Clamp hole 3/8” Dia.W/s 8mm sleeve
For dial indicator W/lug back or flat back
Base: 60X50X55mm (2.4X2X2.2") with on/off switch
Magnetic force:60gf/132Ibf

Universal Maanetic Stand

tisuas swandue

6208-80 Overall stem length 340mm/13.4”
Clamp hole 3/8” Dia.W/@ 8mm sleeve
Base : 60X50X55 mm(2.4X2X2.22")with on/off switch
h Magnetic force : 80kgf/176Ibf

Thickness Gauge

'\l‘i fisnuas Range Graduation Accuracy

2365-10 0-10 uy. 0.01 uu. +0.02 un.
2365-20 0-20 1. 0.01 2. +0.03 1.
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Protractor

Size (AxB) Range Gradual

4780-85 85x150 3. 0-180° 1°

Combination Square Set:

3RS SAHRvIRNG

2278-180  Square 90° and 45° W/level and scriber
Protractor graduated 180°
Blade graduation : 1/2mm and 1/32” on one side,
1 mm 1/64” on reserve side

90° Beveled Edge Square

Tnas 2U0

4790-0100 100X70 uy.

m— 4790-0150 150X100 .

g = 4790-0300 300X200 uu.

°
90" Flat Edge Square

4791-100 100X70 a1,

4791-150 150X100 w31,

4791-200 200X130 uu.

4791-300 i 300X200 3.

Metric Feeler Gage

a5, Range annluiia(uu.)
4602-17 0.02-1.00 sy1.  0.02,0.03,0.04,0.05,0.06,0.07,0.08,0.09,0.10,0.15,0.20,0.25,0.30,0.40,0.50,0.75,1.00 (17pcs)
4602-20  0.05-1.00 a1, 0.05,0.10,0.15,0.20,0.25,0.30,0.35,0.40,0.45,0.50,0.55,0.60,0.65,0.75,0.80,0.85,0.90,0.95,1.00 (20pcs)

Metric Long Feeler Gage

Hanuas Range analuiie(uu.) Lenght of Blade
4605-131  0.05-1.00 a1, 0.05,0.10,0.15,0.20,0.25,0.30,0.40,0.50,0.60,0.70,0.80,0.90,1.00 (13pcs) 200 .
4605-132  0.05-1.00 a1, 0.05,0.10,0.15,0.20,0.25,0.30,0.40,0.50,0.60,0.70,0.80,0.90,1.00 (13pcs) 300 .
4605-202  0.05-1.00 ani.  0.05,0.10,0.15,0.20,0.25,0.30,0.35,0.40,0.45,0.50,0.55,0.60,0.65,0.70,0.75, 300 2.

0.80,0.85,0.90,0.95,1.00 (20pcs)
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Pitch Gage

Hanuas Range Thread type Pitch of blade Quality of blade

4-62TPI Whitworth 55°  4,4.1/2,5,6,7,8,9,10,11,12,13,14,16,18,19, 28pcs
4820-452 20,22,24,25,26,28,30,32,36,40,48,60,62TP1
0.25-6.0mm  Metric 60° 0.25,0.30,0.35,0.4,0.45,0.5,0.6,0.7,0.75,0.8,0.9,  24pcs

1,1.15,1.5,1.75,2,2.5,3,3.5,3,3.5,4,45,5,5.5,6mm

Multi-Purpose Welding Gage

a
Pl | € D b
ol gl
— 38 6832-1  Multi-Purpose Welding Gage
o
- 7 D
[ F

front back
Rule
dhuuas | 2w Width Thicness
7110-300 300um./12" 25uu./1" 1.0111./0.04"
7110-500 500313./20" 30uu./1.18”  1.2u31./0.05”
7110-600 600uu./24" 30uu./1.18" 1.23./0.05"

7110-1000 10003131./40” 32uu./1.26"  1.5u%./0.06”
7110-1200  1200un./48" 35uu./1.38”  1.8ux./0.07"
7110-1500 15003./60" 38un./1.50”  1.83./0.07”
7110-2000  20003./80" 40uu./1.57"  2.0u./0.08"
7113-300 3001n./60" 38un./1.50"  1.8uw./0.07"
7113-600 600x./80" 40uu./1.57"  2.0uu./0.08"

Stainless steel

Carbon steel

Straight Egde with Beveled edge

sisnuas Length
# 7112-450 450uu./18"
Harden tool steel 7112-600 600u./24"
Straight Egde
tuwas Length Section
7111-1000A 1000, 40X5uu.
7111-1500 1500%u. 40X5uu.

Carbon steel

7111-2000 20003, 40X5uu.
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Inside Caliper
Hanuas Size Range
7240-150 150u./6" 15-150 wn.
7240-200 20032./8" 15-200 a1,
7240-250 250uu./10" 15-250 uy.
7240-300 300uu./12" 15-300 aa.
7240-400 400uu./16" 15-400 a1,
7240-600 60021u./24" 15-600 uy.
Outside Caliper
uNuIag Size Range
7241-150 150uu./6" 0-150 131,
7241-200 2003131./8" 0-200 uu.
7241-250 2501./10" 0-250 a1,
7241-300 300mn./12" 0-300 131.
7241-400 400uu./16" 0-400 2131,
7241-600 6002131./24" 0-600 131,

Outside Spring Caliper

Tnuas Size Range
7244-600 600211./24" 0-590 uy.

Frame Level

Hues AUIN Graduation
4902-100 100x100m31. 0.02un1./x.
4902-150 150x15031. 0.02un./31.
4902-200 200x200%u. 0.02un1./u.
4902-250 250x250%3. 0.0231./u.
4902-300 300x300uu. 0.02331./31.

s AU0 Graduation
4903-150A 150, 0.02um./x.
4903-200A 200ux. 0.023m./31.
4903-300A 300%u. 0.02ux./u.
4901-200 200uu. 0.02m1./n.

4901-250 250u3. 0.02u1./a1.




