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VOLTAGE   TRANSFORMER PRECISE

TECHNICAL  DATA  FOR  VOLTAGE  TRANSFORMER  TYPE  VOL-24 

Manufacturer PRECISE  ELECTRIC  MFG.  CO.,  LTD.

Country of origin Thailand

Product  type OUT DOOR  / OIL IMMERSED

Applied  standard IEC  60044-2

Rated  frequency Hz 50

Highest   system  voltage 24

Rated  primary  voltage 22

Rated  secondary  voltage V 110

Basic  Impulse  Level  (BIL)

1) Impulse Withstand Voltage 125

2) Power  Frequency  Withstand Voltage

:   Primary  winding 50

:   Secondary  winding 3

Voltage  factor 1.2 Continuous, 1.5 at 30 sec

Voltage  ratio 200:1

Burden  &   Accuracy Class 50  VA  , Class  0.5

Polarity Subtractive

Insulation  class  of  windings A

Connection  of  primary  winding Line  to  Line

Maximum  temperature  rise  of  winding K 60

Maximum  ambient  temperature 40

Relative  humidity % 100

Installation Up to 1,000 m. above  sea  level

Secondary  terminal Brass  stud  M6

Earth  clamp

Mounting 4  holes 140 x 140 x 15  mm. DIA.

mm. 600

Total  mass  ( approximate. ) kg 50

Outline  drawing

Routine  tests  According  to IEC  60044-2
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for  50-95 mm2  conductor.

Creepage  distance  ( minimum )

According  to  DWG. No.VOL-24/P1






