
วาลว์ดกัลมแบบลูกลอยอสิระ 
Model: รุน่ JA3 (วาลว์ดกัอากาศ/ลมแบบลูกลอยอสิระ ทีปิ่ดไดแ้น่นสนิทเพือ่การนําไปใช)้ 

 
คณุลกัษณะ 
วาลว์ดกัอากาศ/ลมแบบลกูลอยอสิระนํา้หนักเบา สาํหรบั
ตดิตัง้ทีป่ลายทอ่เพือ่นําเอานํา้ และนํา้มนัออกจากระบบ
อากาศ/ลมทีถ่กูบบีอดั 

1. ดว้ยระบบลกูลอยทีม่คีวามอสิระในการ
เคลือ่นทีข่องตวัมนัเอง ทาํใหก้ารเคลือ่นที่

เป็นไปอยา่งนุ่มนวลตอ่เน่ือง และมคีวาม
ราบร ืน่ อตัราเรง่ในการระบายตํ่า เน่ืองจาก
ชว่งเวลาการโหลดของการทาํงาน
แปรเปลีย่นไม่คงที ่

2. ปิดกัน้อากาศ/ลมไดอ้ยา่งสนิทสมบูรณ ์แมจ้ะเป็นชว่งเวลาทีม่โีหลดตํ่า 
3. มเีพยีงลกูลอยอยา่งเดยีว ทีเ่ป็นชิน้สว่นทีเ่คลือ่นที ่จงึเป็นการป้องกนัการเสือ่ม 

หรอืสกึหรอไดอ้ยา่งมาก และทาํใหใ้ชง้านไดน้าน โดยปราศจากการบํารงุรกัษา 
4. ตวักรองทีต่ดิตัง้ภายใน มพีืน้ทสีมัผสัทีม่าก ทาํใหม้ั่นใจไดใ้นเร ือ่งทีจ่ะชว่ยลดความ

กงัวลในเร ือ่งการรบับรกิารไปไดอ้กีนาน 
5. อปุกรณท์ีใ่ชเ้ปิดทิง้ไดด้ว้ยมอื ทาํใหท้าํความสะอาดบ่ารองจากดา้นนอกได ้

ระหวา่งการใชง้านอยู ่
6. ชิน้สว่นภายในหลกัๆ ทาํดว้ยแสตนเลสสตลี 

 
 
 
 
 
  ขอ้มูลรายละเอยีด 

 
 
 
 
 
 
 
 

PRESSURE SHELL DESIGN CONDITIONS (NOT OPERATING CONDITIONS): 1MPa = 10.197 kg/cm² 

Maximum Allowable Pressure (MPaG) PMA: 2.1 (JA3), 1.57  (JAF3) 

Maximum Allowable Temperature (˚C) TMA: 220 

 
CAUTION : To avoid abnormal operation, accidents of serious injury, Do Not use this product outside of the 
specification range. Local regulations may restrict the use of this product to below the conditions quoted. 
 
 
 

Model JA3 JAF3 
Connection Screwed Flanged 

Size (mm) 15, 20, 25 

Max. Operating Press. (MPaG)  PMO 1.6 1.57 

Max. Differential Press (MPa)   ∆PMX 1.6 1.57 

Max. Operating Temp. (˚C)        TMO  100 
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*Equivalent  **Option 
 

No. Description Materials JIS ASTM/AISI* 

1 
Body (JA3) Ductile Cast Iron FCD450 A536 

Body (JAF3) Cast Iron FCV410 A842 Gr.400 

2  Cover Ductile Cast Iron FCD450 A536 
3  Float Stainless Steel SUS316L AISI316L 
4  Gasket Fluorine Resin PTFE PTFE 
5  Valve Seat O-Ring Nitrile Rubber NBR D2000BF 
6  Valve Seat Nitrile Rubber NBR D2000BF 
7  Nameplate Stainless Steel SUS304 AISI304 
8 Valve Seat Holder Nut Stainless Steel SUS420F AISI420F 
9 Balancing Plug Carbon Steel SS400 A6 
10 Alignment Pin Bearing Steel SUJ2 A485 
11 Cover Gasket Fluorine Resin PTFE PTFE 
12 Screen Stainless Steel SUS430 AISI430 
13 Cover Bolt Carbon Steel S45C AISI1045 
14 Needle Stainless Steel SUS420F AISI420F 
15 Seat O-Ring Nitrile Rubber NBR D2000BF 
16 Coil Spring Stainless Steel SUS304 AISI304 
17 Split Pin Stainless Steel SUS304 AISI304 
18 Plunger Stainless Steel SUS420F AISI420F 
19 Guard Bushing Carbon Steel SGP A53 Type F 
20 Valve Seat Holder Stainless Steel SUS420F AISI420F 
21 Snap Ring Stainless Steel SUS304 AISI304 
22 Washer Stainless Steel SUS304 AISI304 
23 Drain Plug Gasket** Soft Iron SUYP AISI1010 
24 Drain Plug** Carbon Steel S25C AISI1025 KRUNG THAI E
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ขนาดสนิคา้ 
JA3  Screwed* ( แบบเกลยีว )   (mm)  

 
 
 
 
 
 

*Rc(PT), other standards available 
 
 
 

JAF3  Flanged* ( แบบหนา้แปลน )                          (mm)  

 
(   ) No ASME standard exists for cast iron; machined to fit steel flanges 
Class 125FF can connect to 150RF, 250RF can connect to 300 RF 
Other standards available, but length and weight may vary 
*Weight is for Class 250RF [300RF] 
Note : A pressure-balancing line must be connected to the air system from the balancing port at the top of the trap to a 
place above any possible condensate accumulation in the system. 

 

Size 
L H H1 W Weight 

(kg) 
15 

120 
130 

75 

80 

2.7 

20 73 2.8 

25 137 75 3.0 

Size 

L 

H H1 W 
Weight 

(approx.k
g) 

ASME Class 
125FF (150RF

) 
250RF (300RF

) 
(15) - 175 - 175 127 79 

80 

[3.8] 

(20) - 195 - 195 133 89 [5.1] 

25 203 215 215 219 140 91 5.6 
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