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Product information 
and availability
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DFC HT 85 
DFC HT 325 
DFC HT 600

9010*   
N/A

DFC HT 40
9010*  

TCS 50 
TCS 150 
TCS 325 
TCS 550 
TCS 775 
TCS 1240

N/A
9010*   

DFC 0 N/A N/A N/A
9010   

N/A

Antistatic 325 
Antistatic 550 N/A

9010   
N/A N/A N/A

Nomex® N/A
Natural   

N/A N/A N/A

Suspension material specifications
Item Material Weight per metre or per unit Comments

Flexrail AlMgsi 0,5 F22 (6060 T6 alloy) 641 g 10 micron anodized layer

Wingrail AlMgsi 0,5 F22 (6060 T6 alloy) 410 g 10 micron anodized layer

Threaded rod AISI 304 178 g M6 thread. AISI 316 available at request

Standard wire Galv. Steel w. PVC coating 30 g Ø3 mm incl. coating. Tensile strength = 235 kg (breaking load)

Stainless wire AISI 316 60 g Ø3 mm. Tensile strength = 685 kg (breaking load)

Turn buckle AISI 304 94 g Open hook one end, closed ring other end

Wire locknut AISI 304 12 g -

Clamp AISI 304 Varies with size, Ø500 = 80 g AISI 316 or textile clamps w. ratchet available upon request
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* Cradle to Cradle  Certified™


