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R Ç§¨ÃáÊ´§ÊÀÒÇÐâ·ÃÈÑ¾·‹ (à©¾ÒÐà¤Ã×èÍ§)

TELEPHONE "IN-USE" INDICATOR

CODE 318 LEVEL1

Minimize the accidental pick-up of your calls with this two 

LED line in-use indicator. The tiny, low cost, line-powered, easy-

to-build FK318 circuit displays a green signal if the line is clear 

and a bright red LED to indicate when a line is picked up. 

Technical data

- No need power supply

- Display : 2 LED's 3 mm.

- This circuit is connected series with the telephone line.

- IC board dimension : 0.77 in x 0.81 in. 

How does it work

Connect this circuit in series with telephone line. Whenever the 

telephone is picked up, current will transfer to LED, so LED will 

display. If connecting this circuit with plus type telephone, there 

would be acrossed voltage when calling out. So, it requires 1 

additional LED by turning in opposite side to the first one.

Circuit Assembly

The assembly of components is shown in Fig. 2. For good 

looking and easy assembly, the shorter components should be 

first installed - starting with low resistant components and then 

the higher. An important thing is that diodes, electrolyte 

capacitors, and transistors shall be carefully assembled before 

mounting them onto their right anode/cathode of the IC board 

otherwise it might cause damage to the components or the 

circuit. Configuration of the anode and the cathode is shown in 

Fig 3. Use the soldering iron/gun not exceeding 40 watts and the 

solder of tin-lead 60:40 with flux within. Recheck the correctness 

of installation after soldering. In case of wrong position, just use 

lead absorber or lead extractor wire to avoid probable damage to 

the IC.

Testing

Connecting according to the figure 2. Now LED does not 

display. Picking up telephone, 1 of LED will then display. 

Changing the pole, voltage LED will shut down while other 

displays instead.

Application

LED will remain display on actual application. If many 

telephone sets are connected, adding more circuits and following 

the above instruction.

Ç§¨ÃáÊ´§ÊÀÒÇÐâ·ÃÈÑ¾·ìªØ´¹Õé ¨ÐÁÕ LED áÊ´§¼Å â´Â¨ÐµÔ´¤éÒ§ 

·Õè´Ç§ã´´Ç§Ë¹Öè§ àÁ×èÍÁÕ¡ÒÃÂ¡ËÙâ·ÃÈÑ¾·ì à¤Ã×èÍ§·ÕèàÃÒãªéÍÂÙè

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤

- äÁèãªéáËÅè§¨èÒÂä¿

- ÁÕ LED áÊ´§ÊÀÒÇÐâ·ÃÈÑ¾·ì ¢¹Ò´ 3 ÁÁ. 2 ´Ç§

- àÇÅÒãªé¨ÐµéÍ§µèÍÍ¹Ø¡ÃÁ¡ÑºÊÒÂâ·ÃÈÑ¾·ì

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 0.77 x 0.81 ¹ÔéÇ 

¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

Ç§¨Ã¹Õé¨ÐµèÍÍ¹Ø¡ÃÁ¡ÑºÊÒÂâ·ÃÈÑ¾·ì àÁ×èÍÁÕ¡ÒÃÂ¡ËÙâ·ÃÈÑ¾·ì ¨ÐÁÕ 

¡ÃÐáÊäËÅ¼èÒ¹ LED ´Ñ§¹Ñé¹ LED ¡ç¨ÐµÔ´ áµè¶éÒÇ§¨Ã¹Õé¹Óä»µèÍ¡Ñº 

à¤Ã×èÍ§â·ÃÈÑ¾·ìáºº¾ÑÅÊì áÃ§ä¿¨ÐÊÅÑº¢ÑéÇ àÁ×èÍÁÕ¡ÒÃâ·ÃÍÍ¡ÊÒÂ¹Í¡ 

´Ñ§¹Ñé¹¨Ö§µéÍ§ãÊè LED à¾ÔèÁÍÕ¡µÑÇË¹Öè§ â´ÂËÑ¹ LED ¡ÅÑº¢éÒ§¡ÑºµÑÇáÃ¡

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã

ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³ìáÅÐ¡ÒÃµèÍÍØ»¡Ã³ìÀÒÂ¹Í¡áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹ 

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã¤ÇÃ¨ÐàÃÔèÁ¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ 

à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ»ÃÐ¡Íº·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂ 

µÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ àªè¹ 

ä´âÍ´, ¤Ò»Ò«ÔÊàµÍÃìáººÍÔàÅç¡·ÃÍäÅµìáÅÐ·ÃÒ¹«ÔÊàµÍÃì à»ç¹µé¹ 

¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ 

¹Õé¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËéµÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ 

ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇ 

áÅÐ¡ÒÃãÊèÍØ»¡Ã³ì¹Ñé¹ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃºÑ´¡ÃÕãËéãªé 

ËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹¢Í§´ÕºØ¡ 

áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂã¹ 

µÐ¡ÑèÇ´éÇÂ ËÅÑ§¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃ 

µÃÇ¨ÊÍº¤ÇÒÁ¶Ù¡µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ à¾×èÍãËéà¡Ô´¤ÇÒÁÁÑè¹ã¨á¡èµÑÇàÃÒàÍ§ 

áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé·Õè´Ù´µÐ¡ÑèÇËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ 

à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂÇ§¨Ã¾ÔÁ¾ìä´é 

¡ÒÃ·´ÊÍº

ãËéµèÍÇ§¨ÃµÒÁÃÙ» â´ÂÊÒÂ¨Ò¡Í§¤ì¡ÒÃâ·ÃÈÑ¾·ì¨ÐµèÍÍ¹Ø¡ÃÁ¼èÒ¹ 

â·ÃÈÑ¾·ìâ´ÂµèÍ¢ÑéÇäË¹¡çä´é µÍ¹¹Õé LED ¨ÐäÁèµÔ´ ãËéÂ¡ËÙâ·ÃÈÑ¾·ì 

LED ¡ç¨ÐµÔ´¤éÒ§·Õè´Ç§ã´´Ç§Ë¹Öè§ ãËéÅÍ§ÊÅÑº¢ÑéÇÊÒÂÍ§¤ì¡ÒÃâ·ÃÈÑ¾·ì 

à¢éÒ â´ÂÂ¡Ëâ·ÃÈÑ¾·ì¤éÒ§ÍÂÙè LED ´Ç§·Õè´ÑºÍÂÙè¡ç¨ÐµÔ´ LED ´Ç§·ÕèµÔ´ 

ÍÂÙè¡ç¨Ð´Ñº

NO.1

Figure 2. Circuit Assembling

Figure 1. The Telephone "IN-USE" Indicator Circuit

Figure 3 . Installing the components
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NOTE:

 FUTURE BOX FB11 is suitable for this kit.


