
CIRCUIT DIAGRAMMXA041 WINDSHIELD WIPER TIMER

MXA041 Ç§¨ÃµÑé§àÇÅÒ·Õè»Ñ´¹éÓ½¹

NO.1

INSTALLATION OF THE WINDSHIELD WIPER TIMER CIRCUIT

FEATURES

- Power supply : 12VDC./max. 40mA.

- Time intervel (without modifications) : adjustable from 3 to 30 seconds.

- When install the circuit to complete, the windshield wiper switch is operate normal.

- Can be used for each car.

- LED indication for operation of relay.

- PCB dimension : 2.37"x2.03"

CONNECTOR AND TUNNING

- 12V point is used for connected to the power supply 12VDC.

- NO, COM and NC point is connected to the windshield wiper.

- VR 500K is used for adjust the operation time of the windshield wiper.

¤Ø³ÊÁºÑµÔ

- ãªéáËÅè§¨èÒÂä¿¢¹Ò´ 12 âÇÅ·ì´Õ«Õ ãªé¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 40 ÁÔÅÅÔáÍÁ»ì

- ÊÒÁÒÃ¶»ÃÑº¡ÒÃµÑé§¨Ñ§ËÇÐ¡ÒÃ·Ó§Ò¹ä´éµÑé§áµè 3-30 ÇÔ¹Ò·Õ

- àÁ×èÍ·Ó¡ÒÃµÔ´µÑé§Ç§¨Ã¹Õé áÅéÇÊÇÔµ«ì·Õè»Ñ´¹éÓ½¹¢Í§à´ÔÁ¨ÐÂÑ§ÊÒÁÒÃ¶ãªé§Ò¹ä´éµÒÁ»¡µÔ

- ÊÒÁÒÃ¶ãªé§Ò¹ä´é¡ÑºÃ¶·Ø¡ÂÕèËéÍ

- ÁÕ LED áÊ´§¼Å¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 2.37 x2.03 ¹ÔéÇ

¨Ø´µ‡Íãªˆ§Ò¹áÅÐÍ×è¹æ

- ¨Ø´ 12V à»ç¹¨Ø´µèÍä¿µÃ§¢¹Ò´ 12 âÇÅ·ì´Õ«Õ à¾×èÍ¹Óä»àÅÕéÂ§ãËé¡ÑºÇ§¨Ã·Ñé§ËÁ´

- ¨Ø´ NO, COM áÅÐ NC ãªéÊÓËÃÑºµèÍ¡Ñº·Õè»Ñ´¹éÓ½¹

- VR 500K ãªéÊÓËÃÑº»ÃÑº¨Ñ§ËÇÐ¡ÒÃ·Ó§Ò¹¢Í§·Õè»Ñ´¹éÓ½¹

 code wire difinition

 red +
 brown-red -
 red-blue COM
 red-white NO
 red-black NC
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