
CIRCUIT DIAGRAM

NO.2

TECHNICAL SPECIFICATIONS:

- Power supply : 12VDC. / 46mA. max.
- Max. load : 500W.
- Delay time : approximate 30 seconds.
- LED indication for LDR and relay.
- Light sensitivity : adjustable.
- PCB dimensions : 3.05 x 1.64 inch.

CONNECTOR AND TUNNING:

- 12V point is used for connected to the power supply 12VDC.
- NO, COM and NC point are connected to the equipment another at you want control.
- VR1 is used for adjust the sensitivity of LDR.
- LED1 will be illuminated when relay is working.
- LED2 will be illuminated when LDR is receiving the light. 
NOTE: If you want to increase the delay-on to altering the value of capacitor C4 and if you want to increase the delay-off to 
altering the value of capacitor C3.

MXA049 NIGHT-ACTIVATE SWITCH (DELAY ON-OFF)

MX049 ÊÇÔµ«‹à»Ô´ä¿¡ÅÒ§¤×¹ (ÃÐººË¹‡Ç§àÇÅÒ à»Ô´-»Ô´)

¤Ø³ÊÁºÑµÔ:

- ä¿àÅÕéÂ§Ç§¨Ã 12 âÇÅ·ì´Õ«Õ ãªé¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 46 ÁÔÅÅÔáÍÁ»ì
- ÊÒÁÒÃ¶ãªé¡ÑºâËÅ´ä´éÊÙ§ÊØ´ 500 ÇÑµµì
- ÁÕÃÐººË¹èÇ§àÇÅÒ à»Ô´-»Ô´ »ÃÐÁÒ³ 30 ÇÔ¹Ò·Õ
- ÁÕ LED ºÍ¡Ê¶Ò¹Ð¡ÒÃ·Ó§Ò¹¢Í§ LDR áÅÐÃÕàÅÂì
- ÊÒÁÒÃ¶»ÃÑº¤ÇÒÁäÇã¹¡ÒÃÃÑºáÊ§¢Í§ LDR ä´é
- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 3.05 x 1.64 ¹ÔéÇ

¨Ø´µèÍãªé§Ò¹áÅÐ¨Ø´»ÃÑºáµè§:

- ¨Ø´ 12V à»ç¹¨Ø´µèÍä¿µÃ§ ¢¹Ò´ 12 âÇÅ·ì à¾×èÍ¹Óä»àÅÕéÂ§ãËé¡ÑºÇ§¨Ã·Ñé§ËÁ´
- ¨Ø´ NO, COM áÅÐ NC à»ç¹¨Ø´µèÍ¡ÑºÍØ»¡Ã³ì·ÕèàÃÒµéÍ§¡ÒÃ¨Ð¤Çº¤ØÁ
- VR1 ãªéÊÓËÃÑº»ÃÑº¤ÇÒÁäÇã¹¡ÒÃÃÑºáÊ§¢Í§ LDR
- LED1 ãªéÊÓËÃÑººÍ¡Ê¶Ò¹Ð¡ÒÃ·Ó§Ò¹¢Í§ÃÕàÅÂì
- LED2 ãªéÊÓËÃÑººÍ¡Ê¶Ò¹Ð¡ÒÃ·Ó§Ò¹¢Í§ LDR
ËÁÒÂàËµØ: ¶éÒµéÍ§¡ÒÃË¹èÇ§àÇÅÒã¹¡ÒÃà»Ô´ãËéÁÒ¡¢Öé¹ ãËé·Ó¡ÒÃà¾ÔèÁ¤èÒ¢Í§ C4 áÅÐ¶éÒµéÍ§¡ÒÃË¹èÇ§àÇÅÒã¹¡ÒÃ»Ô´ãËéÁÒ¡¢Öé¹ ãËé·Ó 
¡ÒÃà¾ÔèÁ¤èÒ¢Í§ C3

INSTALLATION OF THE NIGHT-ACTIVATE SWITCH CIRCUIT

Select Jumper for Operation
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When there is no light into LDR,
the circuit is working.

When there is light into LDR,
the circuit is working.


