
CIRCUIT DIAGRAM

NO.2

TECHNICAL SPECIFICATIONS

- Power supply : 9 to 14VDC.

- Consumption :   y 0.7A. at 12VDC. and fluorescent lamp 10 watts.

      y 0.9A. at 12VDC. and fluorescent lamp 18 watts.

      y 1.5A. at 12VDC. and fluorescent lamp 36 watts.

- Suitable fluorescent lamps : 10 to 40 watts.

- Working frequency : > 12kHz.

- Ideal for camping, picnics, automotive, marine, or emergency lighting.

- Fluorescent lamp not included.

CONNECTING AND OTHER

- 12V point is used for connected to the power supply 9 to 14VDC.

- OUT point is used to connected the fluorescent tube 10 to 40 watts.

MXA051 FLUORESCENT LAMP DRIVER 12V. 10-40W.

MXA051 ¨Ø´ËÅÍ´¿ÅÙÍÍàÃÊà«¹µ‹ 10-40 ÇÑµµ‹

¤Ø³ÊÁºÑµÔ

- ãªéä¿àÅÕéÂ§Ç§¨Ã 9-14 âÇÅ·ì´Õ«Õ

- àÁ×èÍãªéËÅÍ´¿ÅÙÍÍàÃÊà«¹µì¢¹Ò´ 10 ÇÑµµì ¨Ðãªé¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 0.7 áÍÁ»ì ·Õè 12 âÇÅ·ì´Õ«Õ

  àÁ×èÍãªéËÅÍ´¿ÅÙÍÍàÃÊà«¹µì¢¹Ò´ 18 ÇÑµµì ¨Ðãªé¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 0.9 áÍÁ»ì ·Õè 12 âÇÅ·ì´Õ«Õ

  àÁ×èÍãªéËÅÍ´¿ÅÙÍÍàÃÊà«¹µì¢¹Ò´ 36 ÇÑµµì ¨Ðãªé¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 1.5 áÍÁ»ì ·Õè 12 âÇÅ·ì´Õ«Õ

- ÊÒÁÒÃ¶ãªéä´é¡ÑºËÅÍ´¿ÅÙÍÍàÃÊà«¹µì ¢¹Ò´µÑé§áµè 10 ÇÑµµì ä»¨¹¶Ö§ 40 ÇÑµµì

- Ç§¨Ã·Ó§Ò¹·Õè¤ÇÒÁ¶Õè 12 ¡ÔâÅàÎÔÃµ«ì

- ÊÒÁÒÃ¶¹Óä»ãªéà»ç¹ä¿á¤Á»ì»Ôé§, »Ô¡¹Ô¡, ãªéã¹Ã¶Â¹µì, ãªéã¹àÃ×ÍËÃ×Íà»ç¹ä¿©Ø¡à©Ô¹ä´é

¨Ø´µèÍãªé§Ò¹áÅÐÍ×è¹æ

- ¨Ø´ 12V ãªéÊÓËÃÑºµèÍáËÅè§¨èÒÂä¿¢¹Ò´ 9-14 âÇÅ·ì´Õ«Õ

- ¨Ø´ OUT ãªéÊÓËÃÑºµèÍËÅÍ´¿ÅÙÍÍàÃÊà«¹µì¢¹Ò´µÑé§áµè 10-40 ÇÑµµì

INSTALLATION OF THE FLUORESCENT LAMP DRIVER CIRCUIT
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FLUORESCENT LAMP 10-40W.


