
CIRCUIT DIAGRAM

MXA078 SEVEN SEGMENT DISPLAY (10" ULTRA-BRIGHT LEDs)

MXA078 µÑÇàÅ¢¨ÑÁâºˆ 10 ¹ÔéÇ (LED ÍÑÅµÃˆÒäºÃ‹·)

MXA078 is suitable for score boards, event timers, production counters and retail pricing systems.

FEATURES
- Display dimension : 140.46x257.81 mm. or5.53x10.15 inch

- PCB dimension : 139.55x149.35 mm. or 5.88x10.50 inch

- Power supply : 12 VDC

- Display used : ultra-bright LEDs.

- Consist : 28 LEDs per segment and 5 LEDs of P point.

- A segment current y 60mA and P point current y 10mA. Total current y 430mA.

USING
- Connect the seven segment driver (MXA007) to the display at the copper-side of printed circuit board, then select the common cathode or 

common anode.

MXA078 àËÁÒÐÊÓËÃÑº¡ÒÃãªé§Ò¹·Õè¡ÒÃµÔ´µÑé§ÍÂÙèÃÐÂÐä¡Å ÊÒÁÒÃ¶ãªé§Ò¹ä´éËÅÒ¡ËÅÒÂ àªè¹ ·Ó Score Board, ¹ÒÌÔ¡Ò, áÊ´§ÃÒ¤ÒÊÔ¹¤éÒ ÏÅÏ

¤Ø³ÊÁºÑµÔ
- ¢¹Ò´µÑÇàÅ¢ : 140.46x257.81 ÁÁ. ËÃ×Í 5.53x10.15 ¹ÔéÇ

- ¢¹Ò´á¼è¹»ÃÔé¹·ì : 139.55x149.35 ÁÁ. ËÃ×Í 5.88x10.50 ¹ÔéÇ

- ãªéä¿ 12 âÇÅ·ì´Õ«Õ

- ã¹áµèÅÐà«ç¡àÁ¹µì¨Ð»ÃÐ¡Íº´éÇÂ LED 28 ´Ç§ áÅÐ¨Ø´ P ãªé LED 5 ´Ç§

- ãªé LED ÍÑÅµÃéÒäºÃì·ã¹¡ÒÃáÊ´§¼Å

- Ë¹Öè§à«ç¡àÁ¹µì ãªé¡ÃÐáÊ»ÃÐÁÒ³ 60 ÁÔÅÅÔáÍÁ»ì ¨Ø´ P ãªé¡ÃÐáÊ»ÃÐÁÒ³ 10 ÁÔÅÅÔáÍÁ»ì ÃÇÁ·Ñé§ËÁ´ãªé¡ÃÐáÊ»ÃÐÁÒ³ 430 ÁÔÅÅÔáÍÁ»ì

¡ÒÃãªé§Ò¹
- µ‡ÍµÑÇ¢Ñº (Driver) àªè¹ MXA007 à¢éÒ¡Ñº¨Ø´µèÍãªé§Ò¹¢Í§´ÔÊà¾ÅÂì«Öè§ÍÂÙè´éÒ¹ÅèÒ§¢Í§á¼è¹»ÃÔé¹·ì ¨Ò¡¹Ñé¹àÅ×Í¡¤ÍÁÁÍ¹ä´éµÒÁµéÍ§¡ÒÃ
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CONNECT THE COMMON CATHODE CONNECT THE COMMON ANODE

NOTE: Can be used with the Driver MXA007 (input voltage : more than 4.5V.)
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