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SHUTTLE CAR AUTOSAT

WORKING

AUTOSAT £C.
® R

SAVE TIME SAVE SPACE SAVE MONEY

FAST AND EASY TO USE

AUTOSAT® IS THE INNOVATION FOR THE AUTOMATIC STORING OF PALLETS GREEN TECHNOLOGY

IN A TRADITIONAL DRIVE-IN RACKING SYSTEM. IT IS PARTICULARLY MODERN DESIGN

EFFICIENT IN CASE OF REPEATED EMPTYING/FILLING OF THE SAME LANE USE WITH ALL KIND OF PALLET
(BUFFER AREAS MANAGEMENT). 100% ITALY TECHNOLOGY

AUTOSAT® CAN BE USED IN FROZEN ENVIRONMENTS UP TO -30°C. 100% AUTOMA SRL TECHNOLOGY

THE ADVANTAGE

@ The Innovation FOR THE AUTOMATIC SORTING OF PALLET
® Re-CHARGE LITHIUM BATTERY IN 5 HOURS

® Custom programming

® Version for frozen environment up to -30°c

® Fast and silent

e AUTO-LOCKINng system

® Anti-capsize system

® Move and smooth stop with layer pointer system
® Real-time remote controller

e EASY MAINTAINANCE

e 24 HOURS SPAREPARTS AVAILABLE



SHUTTLE CAR AUTOSAT

ETHERNET COMMUNICATION MACHINE IDENTIFICATION ANTI-DUST SENSOR BATTERY HOISTING PROFILES REMOTE CONTROLLER
ETHERNET CONNECTION FOR NUMBER STANDARD EQUIPMENT FOR INNOVATIVE 48V LITHIUM INTEGRATED SAFETY AGAINST MULTI-FUNCTION
COMMUNICATION  WITH NUMERICAL RECOGNITION THE PROTECTION OF SENSORS BATTERY. LIGHT AND WELL- FINGER CRUSHING MULTIPLE LANGUAGE
AUTOSAT FOR REMOTE SYSTEM AMONG DIFFERENT AGAINST DUST AND DIRT PERFORMING LIFTING (STANDARD RISING) RESISTENT UP TO -30°C / -22°F
PROGRAMMING AND SERVICE AUTOSAT USED IN THE SAME 45MM

PLANT CARRYING LOAD 1.50T

RUBCBCE)R SAFETCV \%Ill‘m L
IN MPLIANCE H : i }

e = AUTOSERVICE
APPLICABLE SAFETY REGULATIONS:! k.. e v MANUAL TRUCK FOR
MAINTENANCE OR RECOVERY OF
MACHINE FROM LANE

ENERGY SAVING SENSORS
EN TECHNOLOGY,
ENERGY SAVING

MACHINERY DIRECTIVE

I TRANSPORT PACKAGING
AUTOSAT RESPECTS ALL OF THE

EMERGENCY PUSH BUTTON SAFE TRANSPORTATION IN

IN_ COMPLIANCE WITH THE BLINKING LED OPTICAL FRONTAL SENSORS

APPLICABLE SAFETY REGULATIONS EASY IDENTIFICATION OF PATENTED e A PN RIRTEATED VIORRIEY Fex
MACHINE I LA RELIABLE LISTED IN THE LEGISLATION
SIGNAL OF MACHINE IN
AUTOMATIC MODE UNIQUE

FIELDS OF APPLICATION

FOOD INDUSTRY

DAIRY INDUSTRY
CONTROLLED TEMPERATURE
REFRIGERATED TEMPERATURE
LOGISTIC CENTERS

SAT RACKING SYSTEM DIMENSIONS = — == — — AT — — — = prony

Pallet dimensions (P=depth/ F=forking side) wm. BO0X1200 1000X1000 1000X1200 1100X1100 1100X1200 1165X1165 12001200 1200X1000 a8xa0 40%48
A Dimension beetween upright mm 1350 1150 1350 1250 1350 1320 1350 1150 1150 1350
B Dimension between the rails mm 843 716 843 716 843 843 843 716 716 843
€ |Minimum high first level mm 270 270 270 270 270 270 270 270 270 270
2] Minimum distance between pallet in hight| mm 300 300 300 300 300 300 300 300 300 300

Pallet deflexion mm 30 30 30 30 30 30 30 30 30 30
SAT

DIMENSIONAMENTO GUIDA SAT - - -~ - - p— = - s =

Pallet dimensions (P=depth/ F=forking side) u.m. B800X1200 1000X1000 1000X1200 1100X1100 1100X1200 1165X1165 1200X1200 1200X1000 48X40 40X48
E Hight rail mm 170 170 170 170 170 170 170 170 170 170
F |Hight rail mm 45 45 45 45 45 45 45 45 45 45
G |width rail mm 70 70 70 70 70 70 70 70 70 70
H  |End stopper dimensions LxH mm 70x60 70x60 70x60 70x60 70x60 70x60 70x60 70x60 70x60 70x60




SHUTTLE CAR AUTOSAT

TECHNICAL INFORMATION

SAT
I TECHNICAL CHARACTERISTICS - - -~ - o -~ o - s —
Pallet (P=depth/ g side) um. | 800(P]X1200{F) | 1000(P}X1000{F] | 1000(P}X1200(F) | 1100{P)X1100(F) | 1100(P}X1200{F] | 1165(P}X1165(F) | 1200{P)X1200(F) | 1200(P}X1000(F) |  48(P)X40(F) 40(P)X48(F)

Model SAT.0812 SAT.1010 SAT.1012 SAT.1111 SAT.1112 SAT.1165 SAT.1212 SAT.1210 SAT.4840 SAT.4048

5 Power supply Electric Electric Electric Electric Electric Electric Electric Electric Electric Electric

g Operator position Manual Manual Manual Manual Manual Manual Manual Manual Manual Manual

= Carrying Load ke 1500 1500 1500 1500 1500 1500 1500 1500 1500 1500
Tempertaure range 5T / BZ C +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30

§ Machine weight kg 220 230 230 230 230 230 230 230 230 230
Idle wheels Polyurethane|Polyurethane|Polyurethane|Polyurett Polyurethane|Polyurethane|Polyurethane| Polyurethane| Polyurethane| Polyurethane|
Wheel size front / rear mm 120 120 120 120 120 120 120 120 120 120

2 Number of driving wheels nr 2 2 2 2 2 2 2 2 2 2
Number of idler wheels nr 2 2 2 2 2 2 2 2 2 2
L1 total length (ref. technical drawing) mm 884 1084 1084 1184 1184 1249 1304 1304 1304 1084
L2 total width (ref. technical drawing) mm 947 820 947 820 947 947 947 820 820 947
L3 total height (ref. technical drawing) mm 175 175 175 175 175 175 175 175 175 175
Hoisting stroke mm 45 45 45 45 45 45 45 45 45 45
Loaded/Unloaded travelling speed m/min 35/70 35/70 35/70 35/70 35/70 35/70 35/70 35/70 35/70 35/70
Up speed ] 15 1,5 alls, 1,5 15 allz 1,5 1,5 allz 15

i 5 Down speed 5 15 15 15 15 15 15 15 15 15 15

g |Travelling motor power w 600 600 600 600 600 600 600 600 600 600

g Lifting motor power w 540 540 540 540 540 540 540 540 540 540
Battery type Litio Litio Litio Litio Litio Litio Litio Litio Litio Litio
|Banew weight kg 10,5 10,5 10,5 10,5 10,5 10,5 10,5 10,5 10,5 10,5

& |Batweqf dimensions (width, length, height)] mm | 175x325x150|175x325x150|175x325x150|175%325x150| 175x325x150|175x325x150|175%325x150| 175x325x150| 175x325x150| 175x325x150|

5 |Banery capacity Ah 20 20 20 20 20 20 20 20 20 20

E [Battery voitage v 43 a3 48 43 a3 48 43 48 48 43

g IBaner\a working range time for ST model h 8/10 8/10 8/10 8/10 8/10 8/10 &/10 8/10 8/10 8/10

& [Battery working time for BZ model h 6 6 6 6 6 6 6 6 6 6

é |Charging time 100% h 5 5 5 5 5 5 5 5 5 5
[Battery charge current Ah 12 12 12 12 12 12 12 12 12 12
Battery life year =5 =5 >5 =5 =5 =5 =5 >5 =5 =5

5 |Type of motor control DC DC DC DC DC DC DC 2] pc DC

g Noice level to driver dB{A)} <60 <60 <60 <60 <60 <60 <60 <60 <60 <60
Frequency MHz 433 433 433 433 433 433 433 433 433 433

i Power SUPD'\' nmsﬂlel‘\f n“Bauerv MB@“&W Ball:f\f "“Elllef\‘ nws@llef‘\' sa:l:rv H“‘B@lteﬁ‘ “ELUB“:W M‘Bauerz

E Protection IPES IPE5 IPES IP65 IPE5 IP&S IP65 IPE5 1PES IP65

E Display Led Led Led Led Led Led Led Led Led Led

2  |Tempertaure range ST/ BZ ‘c +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30 +45/-30
Languages ITALIAN/ENGLISH/SPANISH/FRENCH/GERMAN/CZECH/POLISH/RUSSIAN/CHINESE/KOREAN/ OTHER LANGUAGES UPON REQUEST
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THAVI RICH

THAM RICH CORPORATION CO., LTD.
27/5 Moo.7 Kingkaew-Teparak Rd., Bangplee Yai, Bangplee, Samutprakarn 10540 THAILAND.

Tel : +66 2 751 0900 # 1319 Fax: +66 2 751 0909
Contact : Mr. Suradit Mobile : +66 8 1684 1062
E-mail : contactcenter@suteegroup.com




