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Main Specifications 

LINE AMPLIFIERS  
 

 
 
 

 

      
 
 
 
 
 

• High SAT Gain 
• Active or passive TV selectable via dip switch 
• Gain adjustment on each SAT and terrestrial input 
• Satellite band up to 2300MHz 
• High output level 
• Trunk line power supply or from female jack connector (PSU1315TS), 
• Perfect for small and medium installations 
• Compact dimensions 
• Standard colour coding for an easy installation 

 

Name   SWA930TS 
Code   287373 

Inputs   8 SAT, 1 TV 

SAT     

Bandwidth MHz 950-2300 

Gain dB 30 

Gain adjustment dB 20 

Maximum output level (-35dBc 2 toni) 
  

dBμV 
 
  

112 
  

9/17 LINE AMPLIFIERS Series 

Head amplifier with 9 inputs (8 Satellite 
and 1 passive TV) 
Head amplifier with 9 inputs (8 Satellite and 1 
passive TV) 

SKU : SWA930TS 

https://www.hstn.co.th/fracarro-fm-tv-antenna


 

   Data Sheet 
 

 

Name   SWA930TS 
TV     

Bandwidth MHz 5-862 passive 
   Active: 47-862 

Active gain dB 18 

Passive gain dB -2 

Gain adjustment dB 20 

Maximum output level (-35dBc 2 toni) dBμV ActiveTV: 110 

Main features     

Supply voltage V 13-14 

Current cons. mA, V Passive TV: 1000, 13 
   ActiveTV:1150, 13 

Dimensions mm 170x120x40 

Operating temperature °C -10÷+55  
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