
✓ RoHS

✓ REACH/SVHC

✓ (EC) 1272/2008

✓ (EC) 1907/2006

2006 Annex XVII

✓ (EC) 689/2008

✓ TSCA

✓ CP65

Certifications

FeaturesRecommended Application

LaboratoryHospital

Medical

Retail

Product Label Retail

New General Purpose

Resin Ribbon

B125CS

✓ High Sensitivity

✓ High Resolution

✓ Adaptability to a wide 

range of paper

✓ Suitable for variety of 

Applications

Logistics Label Storage

Logistics/Warehousing

ContainerFactory

Industrial

ChemicalsName Plate



Usage conditions: 5-35℃ at 30-85% of humidity

Storage Life: 24 months after slitting day

Keep indoor avoiding high temperature & humidity, direct sun light

New General Purpose

Resin Ribbon

B125CS
B125CS is the general purpose 

Resin ribbon of RICOH 

products lineup.

B125CS promises its quality 

excellence with its high image 

resolution, sensitivity and 

adaptability to wide range of 

applications.
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B110CR

B120EC5

B120CG

Base
Base Material Polyester (4.7μm ± 0.3μm)

Ink Color Black

Paper 

Adaptability

Image Density 1.50 or more 

ANSI Grade Vertical Bar: ANSI 3.5A or more

Durability

Scratch Resistance ANSI 3.0 B or more (~ 1500TImes)

Smear Resistance ANSI 3.0B or more (~100℃)

Water Resistance ANSI 3.5A or more

Alcohol Resistance ANSI C or more

Others

No Blocking and satisfies recording 

characteristics and compatibility after storage 

of 40℃ for 72 hours

PP PET Coated Paper

Compatibility ✓ ✓ ✓

Density 1.76 1.77 1.69

Product Specification


