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HAND HELD METAL DETECTOR
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HAND HELD METAL DETECTOR ArUALURAITeVAU

- simple operation, exquisite design, and convenient conservation
- Low failure rate, can detect ferrous metal and non-ferrous metal
- High sensitivity, can easily detect pin-sized metal articles
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ery voltage:continual sound alarm or vibration

- Alarm: sound and light alarm simultaneously, or vibration

AunSonaunt 1nSev Super Scanner WMUN:AUNUDEVIUSIBNSTOIU AUNUDU, - Adopt cycle-switch to switch sound alarm to hidden vibration
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(MunemA AruAUURITeVAUANWS A AR UNADITUIRUAILSU) DIP14 IC (integrate circuity 5mm 64 pistol  150mm

- For security use:detecting weapons,such as:knife,gun etc;
For factory or or store use & For examination place ,
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THE BEST
SECURITY SOLUTION




HAND HELD METAL DETECTOR
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Specifications

Model CMD200 with the flws features,
LED light & Sound alarm,

Circle detecting area,

can detect 0.1g metals ,and etc..

Model CMD200

Power 9V (Standard or Rechargeable Battery)
Operate Frequency 20 KHz
Operate Current < 50 mA
Operate Voltage 7-9V
Indicator Visual Green , Red , Yellow (LED)
Detect Speaker + Vibrate
Function Metal Detection
Control On / Off Control
Rotary switch
Dimension (mm.) 440 (L) x 55 (W) x 145 (H)
Weight 272 Q.
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