
W660

Features
• MTK6762 Octa-core processor, Android 10.0 operatingsystem

• 4.0-inch screen, operation with capacitive touchscreen

• 4G&3G&2GCellular, WIFI, Bluetooth4.2, NFC

• Up to IP67 level of dust-proof andwaterproof

• GPS global positioning system toensure business tracking at any time

• 5000mAh high-capacity battery, built-in battery50mAh.

• 1D & 2D bar-code scanning

Multiple Accessories

Screen Protector Type-C Data Cable Hand Strap User Manual Back-up Battery

EU/US/UK/CN Plug Adaptor



Specification

General

Processor
MTK6762 quad core A53 2.0GHz, quad core A53
1.5GHz

RAM+ROM 2GB+16GB / 3GB+32GB / 4G+64GB

Extensive SD Card 256GB

Display 4.0 inch IPS, 640*1360; Capacitive screen

Cameras 5M pixel front camera ,13M pixel rear camera
OS Android 10.0

GPS Support GPS, GLONASS and BEIDOU

External Interface TYPE-C

Scanning Engine

Zebra 4770 Scanning Engine(default)
UPC-A,Code39,Code128,EAN-
13,code93,codabar,ITF25,ISBN,PDF-417,QR Code,
Data Matrix,Aztec Code

Zebra 4750 ScanningEngine (optional)
UPC-A,Code39,Code128,EAN-
13,code93,codabar,ITF25,ISBN,PDF-417,QR Code,
Data Matrix,MaxiCode,Aztec Code

NewlandCM60Scaning Engine (optional)
UPC-A,Code39,Code128,EAN-
13,code93,codabar,ITF25,ISBN,PDF-417,QR Code,
Data Matrix,MaxiCode,Aztec Code

Network

WAN

4G: FDD-LTE(B1/B3/B7/B8/B20)
TDD-LTE(B38/B40) 3G:WCDMA(B1/B8)
2G: GSM/GPRS/EDGE(900/1800)

WLAN 802.11a/b/g/n/ac/d/e/f/h/i/k/r（2.4G/5G）

Bluetooth BT5.0

NFC ISO14443A/B, ISO15693

SIM Card Slot 2*nano SIM +TF card

Power Supply
Battery 5000mAH

Standby Time >100 hours

Power Input:110-240V AC, 50/60Hz; Output:5.0V DC

Certification Safe Certificate CTA, CCC, CE, GMS

Protection Certificate IP67, 4.9feet (1.5m) drop test

Environmental
Operation Temperature -10°C ~ 55°C

Storage Condition -20°C ~ 55°C

Operation Humidity 20％~85％RH
Accessories Hand Strap Standard

Appearance Dimension 164mm*68.5mm*15.8mm

Weight 270g
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