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Bi-Metallic Connector

Back Plate Holdfast

LBMW

LBMP

LBMC

Application
Place copper stranded, solid or
tape conductors onto flat surface.

Copper Alloy - BS EN 1982
Aluminium - BS 2898

Test Certificate
IEC 62561 Part 4

Weight
(kg)Code No. Connection Length

(mm) Material

Weight/100
(kg)Code No. Dimension

(mm)
Hole Size

(mm)

Weight/100
(kg)Code No. Dimension

(mm)
Hole Size

(mm)

Weight
(kg)Code No. Diameter (Ø) 

(mm) Material

Connector

Washer

Plate

0.18Copper / AluminiumLBMC 80

Test Certificate
IEC 62561 Part 1

0.467
9
11

LBMW-6
LBMW-8
LBMW-10

0.45
0.45

30x2
30x2
30x2

14
18

LBMW-12
LBMW-16

0.44
0.44

30x2
30x2

0.687
9
11

LBMP-6
LBMP-8
LBMP-10

0.68
0.68

55x36x2
55x36x2
55x36x2

14
18

LBMP-12
LBMP-16

0.68
0.68

55x36x2
55x36x2

Material
Copper Alloy - BS EN 1982
Aluminium - BS 2898

Application
Connect copper and aluminium conductors
by non-corrosive contact which is made by
fusion method

0.26LXPH-C
LXPH-A 0.08

Copper Alloy
Aluminium Alloy

63
68




