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Weight
(kg)Code No. Conductor Size

(mm)
Tape Size

(mm)

Weight
(kg)Code No. Conductor Size

(Sq mm2)
Tape Size

(mm)

Weight
(kg)Code No. Maximum Tape Size

(mm)

Weight/100
(kg)Code No. Tape Size

(mm)

Material

Tape Clip

0.236

0.425

26x8

51x8

Copper Alloy

Copper Alloy
0.072
0.128

26x8
51x8

Aluminium Alloy
Aluminium AlloyLTCT 506A

LTCT 256
0.23626x8 Copper AlloyLTCT 256T

LTCT 506
LTCT 256A

1.25

1.34

20x3

25x3

LPTC-203

LPTC-253
1.3425x2LPTC-252

Cable-Tape Test Connector

Tape Test Connector

Application
Connect copper stranded or solid with
copper tape conductors.

Material
Copper Alloy - BS EN 1982, Bolt - Brass

Test Certificate
IEC 62561 Part 1

0.3125x3

25x3

25x3

LPCTTC-70253

LPCTTC-95253
LPCTTC-95252

LPCTTC-120253

0.37

0.37

70
0.3125x2LPCTTC-70252 70

0.08525x3LPCTTC-70253A 70

95
25x2 0.3795

120
25x2LPCTTC-120252 0.37120

0.3125x3LPCTTC-C 8

Application
Connect copper or aluminium tape conductors.

Material
Copper Alloy - BS EN 1982, Bolt - Brass
Aluminium Alloy - BS 2898, 
Bolt - Stainless Steel

Test Certificate
IEC 62561 Part 1

1.38
1.40

25x4
25x6

1.35
1.57

30x3
30x4LPTC-304

LPTC-254
LPTC-256
LPTC-303

1.60
3.55

30x6
50x6LPTC-506

LPTC-306

Application
Fix copper tape conductor on flat surface.

Material
Copper - BS EN 13601

Test Certificate
IEC 62561 Part 4




