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VALUE VALVES
VALUE VALVES

VF-9 A Series 
High Performance 
Double-Offset Butterfly Valves

To meet our customers’ requirements of flow control systems and 
faci l i tate operations we constantly develop our products. We 
just created a new, unique design for High Performance Double-
Offset Butterfly Valves by improving the materials as well as the 
mounting structure.

The Value Group has been providing customers worldwide with 
flow control systems for 35 years. In order to pursue excellence 
and meet  our  customers  demand,  we produce h igh qual i ty 
valves that are suitable for harsh working conditions.

Value Valves i s  the only company in Taiwan and one of  the 
few companies in Asia that has been certif ied with the Safety 
Integrity Level 3 according to IEC 61508-1 and ISO 9001 by TUV 
for the VF-9 Series.

Certified with the Pressure Equipment Certification (PED) Module H.

Body strength according to API 598 and ASME B16.34.

The anti-blow out design approved with ATEX 2014/34/EU Group II Category 
2 GD and it's electrically conductive toeliminate the build-up of static 
electricity.

The patented seat retainer ring attaches without bolts, allowing an 
uninterrupted sealing surface.

Emission test to TA-LUFT, ISO 15848-1, ANSI/ISA-SP-93.

VF-93_and VF-96 metal seat design for leakage rated at 
ANSI FCI 70-2-2003 Table 1 CLASS V.

Certif ied with the Manufacture License of Special Equipment by 
People’s Republic of China Test TSG D7002.

All mounting dimensions are in accordance with ISO 5211
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End Connection: Wafer , Lugged , Flanged

Wall Thickness: ASME B16.34

Mounting Flange: ISO 5211

Design & Pressure: ASME B16.34, 16.5

Face to Face: API 609, ISO 5752 

Pressure Test: ISO 5208, API 598, 

Fire Safe Approval: API 607, ISO 10497

Fugitive Emission Approval: 

ANSI/ISA-SP-93, TA-Luft, ISO15848-1/-2

Marketing: MSS-SP-25

EX certificate: ATEX 2014/34/EU Group II Category 2 GD

Leakage Class: ANSI FCI 70-2-2003 Table 1 CLASS V,

                        ISO 5208 Rate A, ANSI/ISA-SP-93 

Safety Integrity Level 3(SIL3) : IEC61508-1

Flange Connections: 

ASME B16.5 Class 150/300, ASME B16.47 Class 150/300

(Other flange connections are available upon demand)

Information provided is not contractual, data may be changed without 

notice. All r ights reserved by Value Valves Co., Ltd.

The VF-9 series can be customized according to customer's

requirements. For more details please contact us:

 sales@valuevalves.com.tw  

General Ordering Information   






