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CA-03 220V 3 A, 295- (AL003)
CA-06 220V 6 A, 310- (AL004)
CA-10 220V 10A, 525- (AL010)
CA-15 220V 15A, 565- (AL009)

SAZN 12V DC
SAZN 12V DC

10A.,
15A.,

250- (AL020)
300- (AL021)

SAZN 24V DC
SAZN 24V DC

10A.,
15A.,

250- (AL024)
300- (AL025)

SAZN 220V AC 10A, 275- (AL028)
SAZN 220V AC 15A, 330- (AL029)
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Stand by
working voltage . 220V-110V, 12V
Detection range - SAUNISYU 120° 3-7 WUAS

< 1W

Delaytime : 40-45 DUl nuovioan

working temperature : =30 C - 45 C

Light control solution : ll@dvad19UN101U (dWIsnaandsSuliavoonla)

12V DC

220V AC

Auto Lighter
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Diagram of Interior Circuit
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Shinohawa Sazn

PHS - 06A (1RNW1ZH7Y) , 500- (AL007) 320- (AL012)
PHS - 06A (1aW1zU1) ,200- (AL008) 160- (ALO013)
PHS - 06A (53UH+91) , 520- (AL006) 420- (ALO011)

1) Standard lighting: 10-100 LUX
(Under conditions at rated voltage and
surroundings temperature 20 C)

2) Standard unlighting : Below 5 times of lighting
(Under conditions at rated voltage and
surroundings temperature 20 C)

3) Suitable surroundings temperature range:
-10C-+4+40C

4) Service life time : more than 2,000 times.
(Operational condition : rated voltage,
surroundings temperature 20 C)

Operational Frequency : 6 Times/Hour.

5) Rated frequency : for both 50Hz/60Hz

6) Acting time :

Turn on in 30 seconds when light level < T0Lux
Turn off in 2 minutes when light level > 70Lux

PIR Motion Sensor
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