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LED BULB A60

Features

• For replacement of CompactFluorescent

• Energy saving up to 85% compared to incandescent lamp

• Easy installation

• Lifespan: 25,000 h

 
 
 
 

Cat. No./ 498.52.912 498.52.946 498.52.913 498.52.914 498.52.947 498.52.915 498.52.916 498.52.917

Colour temperature (K) 3,000 K
(Warm white)

4,000 K 
(Cool white)

6,500 K
(Daylight)

3,000 K
(Warm white)

4,000 K 
(Cool white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W)
7 9 12

Luminous flux (lm)
 600 806 1,055

Operating voltage
220-240V (50/60Hz)

Base / E27

Dimension W x H (mm)
60 x 110 60 x 118

Replacement / 
IL50W IL60W IL100W

W

H

LED
BULB A60

LED » IL

25,000
hrs.

E27

Not Dim

100,000
times

Mercury
0%

0.sec

CRI
≥80

LE

E

25,00
h

Me
0%

0

100

No

CRI
≥

W
W  CW  DL
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Features

• For replacement of Fluorescent T8

• Energy saving up to 60% compared to fluorescent lamp

• Easy installation

• Double-ended power supply T8

• Lifespan: 25,000 h

 
 
 
 
 

LED TUBE T8

L

W

LED Tube T8 Schematic
แผนผังหลอดแอลอีดี T8

Double-end T8 Tuble

ไฟเข�าได�ทั้งหัว-ท�าย หลอด T8

LED Driver

Cat. No./ 498.52.918 498.52.919 498.52.920 498.52.921

Colour temperature (K)/ 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 9 18

Luminous flux (lm) /  900 1,800

Operating voltage / 220-240V (50/60Hz)

Base / G13

Dimension W x L (mm) / 26 x 603 26 x 1,212

Replacement / FL18W / FL36W / 

LED
TUBE T8

LED » FLLE

G13G

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

W

W      DLW

W

W
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L W

H

Features

• For replacement of Fluorescent T8

• Energy saving up to 60% compared to fluorescent lamp

• Easy installation

• Double-ended power supply T8

• Lifespan: 25,000 h

LED » FL

L+N ConnectorL+

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

W

W      DLW

W

W

 
 
 
 
 

LED FULL SET T8

Cat. No./ 498.52.922 498.52.923 498.52.924 498.52.925

Colour temperature (K) / 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 9 18

Luminous flux (lm) /  900 1,800

Operating voltage / 220-240V (50/60Hz)

Base / L+N Connector

Dimension W x L x H (mm) / 34 x 610 x 45 34 x 1,220 x 45

Replacement / FL18W / FL36W / 

Fullset LED Tube T8 Schemetic

Fixture T8 LED Tube T8
ราง T8 หลอดแอลอีดี T8

LED Driver

L N
แผนผังหลอดแอลอีดีครบเซ็ท T8

LED
FULL SET T8
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Features

• For replacement of Fluorescent T5

• Compact dimension and easy installation

• Can be seamless connected up to 15 m on a line

• Energy saving up to 50% compared to 

conventional linear luminaires

• Flexible application due to a wide range of 

availiable lengths of 300 to 1,200 mm

• Lifespan: 25,000 h

Clip

Diffuser

Power Cable

Easy Connection

Linkable Max. 15 m

LED » FL

L+N ConnectorL+

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

W

W      DLW

W

W

 
 
 
 
 
 

LED FULL SET T5

Cat. No./ 498.52.926 498.52.927 498.52.928 498.52.929

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 4 8

Luminous flux (lm)
 340 680

Operating voltage 220-240V (50/60Hz)

Base / L+N Connector

Dimension W x L x H (mm) 
20 x 313 x 30 20 x 573 x 30

Replacement / 
FL10W T5 FL14W T5

L W

H

Cat. No./ 498.52.930 498.52.931 498.52.932 498.52.933

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 12 16

Luminous flux (lm)
 1,000 1,450

Operating voltage 220-240V (50/60Hz)

Base / L+N Connector

Dimension W x L x H (mm) 
20 x 873 x 30 20 x 1,173 x 30

Replacement / 
FL21W T5 FL28W T5

6 



LED
FULL SET T5
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Features

• For replacement of conventional downlight luminaires

• Ultra-thin design idea, all heights less than 27 mm

• Industrial plastic frame

• Easy and quick installation

• Side-emitting makes very homogeneous light

Cat. No./ 498.52.934 498.52.935 498.51.000 498.51.001 498.52.938 498.52.939

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W)

 
8 12 15

Luminous flux (lm)
 640 960 1,200

Operating voltage 
220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H (mm) 120 x 27 143 x 27 170 x 27

Replacement Downlight luminaires 4”

 

Downlight luminaires 5” Downlight luminaires 6” 

HL

LED » CFLLE

L+N ConnectorL+N

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

4” - 6”4

W

W      DLW

W

W

Installation/ การติดตั้ง：

Φ105 mm (8W)
Φ155 mm (15W)

Φ128 mm (12W)

/ อุปกรณ�เสริม：

 
 
 
 
 

ROUND LED DOWNLIGHT

ROUND LED
DOWNLIGHT 8



Features

• For replacement of conventional downlight luminaires

• Ultra-thin design idea, all height less than 27 mm

• Industrial plastic frame

• Easy and quick installation

• Side-emitting makes very homogeneous light

 
 
 
 
 

SQUARE LED
DOWNLIGHT

Cat. No./ 498.52.936 498.52.937 498.51.002 498.51.003 498.52.940 498.52.941

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W)

 
8 12 15

Luminous flux (lm)
 640 960 1,200

Operating voltage 
220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H (mm) 120 x 27 143 x 27 170 x 27

Replacement Downlight luminaires 4”

 

Downlight luminaires 5” Downlight luminaires 6” 

Installation/ การติดตั้ง：

Φ105 mm (8W)
Φ155 mm (15W)

Φ128 mm (12W)

/ อุปกรณ�เสริม：

SQUARE LED DOWNLIGHT

HL

LED » CFLLE

L+N ConnectorL+N

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

4” - 6”4

W

W      DLW

W

W
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Features

• Innovative industrial and ultra-thin design

• 50% electricity savings as compared to traditional lamp

• Non-flickering, no UV radiation

• Easy installation

• Premium quality LED chip and driver

• Instant start 0–100% in 0.01 seconds 

• Uniform and soft lighting

• Lifespan: 25,000 h 

 
 
 
 
 
 
 
 

LED CEILING LAMP

W

H

Installation/ การติดตั้ง：

Φ330 mm (18W)
Φ380 mm (24W)

60 mm

LED » CFLLE

L+N ConnectorL+N

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

15,000
times

15

Not DimNo

CRI
≥80
CRI
≥

W

W      DLW

W

W

Cat. No./ 498.52.942 498.52.943 498.52.944 498.52.945

Colour temperature (K) / 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 18 24

Luminous flux (lm) /  1,440 2,000

Operating voltage / 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H (mm) / 330 x 60 380 x 60

Replacement / CFL32W / CFL40W / 

LED
CEILING LAMP

10 
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Features

This extreme flat surface mounted downlight looks almost like 

a recess mounted light. It's outstanding for decorative illumina-

tion of a wide range of furniture situations because of its homo-

geneous light and high colour rendering index.

Features

This extreme flat, square surface mounted downlight is easy to 

install and has a wide range of potential applications in furniture 

including a high colour rendering index. The homogeneous light 

distribution without visible LED points upgrades every design.

SURFACE MOUNTED DOWNLIGHT, ROUND

SURFACE MOUNTED DOWNLIGHT, ROUND

Cat. No./ 498.52.324 498.52.328

Colour temperature (K)/ 4,000 K (Cool white) 3,000 K (Warm white)

Wattage (W) / 2.5

Number of LEDs / 8

Luminous flux (lm) /  180

Lum. efficacy (lm/w)/ 72

Dimension W x H (mm)/ Ø65 x 6

Replacement / Plastic, Silver coloured/

R US     

Cat. No./ 498.52.325 498.52.329

Colour temperature (K)/ 4,000 K (Cool white) 3,000 K (Warm white)

Wattage (W) / 2.5

Number of LEDs / 8

Luminous flux (lm) /  200

Lum. efficacy (lm/w)/ 80

Dimension (mm)/ 65 x 65 x 6

Replacement / Plastic, Silver coloured/

R US     

In house

12 VDC

50,000
hrs.

50,00
h

DimmableDi

IP20

CRI
≥90
CRI
≥

W

W     CW

W

W

W

In house

12 VDC

50,000
hrs.

50,00
h

DimmableDi

IP20

CRI
≥90
CRI
≥

W

W     CW

W

W

W

/ ดาวน�ไลท�

หม�อแปลงไฟฟ�าพร�อมปลั๊ก 12 โวลต� 15 วัตต�

/ อุปกรณ�เชื่อมต�อแบบ 6 ช�อง

/ ประกอบด�วย

/ ดาวน�ไลท�

หม�อแปลงไฟฟ�าพร�อมปลั๊ก 12 โวลต� 15 วัตต�

/ อุปกรณ�เชื่อมต�อแบบ 6 ช�อง

/ ประกอบด�วย

12 



Features

The LED 2034 flexible light doesn't just provide targeted spot-lighting, 

but also makes it possible to charge a smartphone  and/or a tablet 

because of the two integrated USB ports in the base and it's possible to 

have two brightness levels - 100% and 50% a very nice LED light with 

additional functions. Can be used in home offices and bedrooms as 

well.

FLEXIBLE LIGHT WITH USB CHARGING STATION

Cat. No./ 498.52.326 498.52.327

Finish/ Chrome plated/ Black/

Colour temperature (K)/ 4,000 K (Cool white) 4,000 K (Cool white)

Wattage (W) / max. 17/

Number of LEDs / 3

Luminous flux (lm) /  150

Lum. efficacy (lm/w)/ 70

Dimension W x L x H (mm)/ 50 x 450 x 15.5

Material/ Aluminium/

R US  

CO

OLWHITECOC

OLWL H

Bed light

12 VDC

50,000
hrs.

50,00
h

DimableDi

IP20I

CRI
≥82
CRI
≥

FLEXIBLE LIGHT
WITH USB CHARGING STATION

/ ประกอบด�วย

/ โคมไฟอ�านหนังสือ

หม�อแปลงไฟฟ�าพร�อมปลั๊ก 12 โวลต� 27 วัตต�

/ อุปกรณ�เชื่อมต�อแบบ 2 ช�อง

 13



Features

• For replacement of Halogen

• Energy saving up to 85% compared to Halogen

• Easy installation with 220Vac

• Lifespan: 15,000 h

 
 
 
 

LED MR16 GU5.3

Cat. No./ 498.51.030 498.51.031 498.51.032 498.51.033 498.51.034 498.51.035

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 5 7 7

Luminous flux (lm) /  450 630 630

Dimmable Function /  Non-Dimmable / Dimmable / 

Operating voltage / 220-240V (50/60Hz)

Base / GU5.3

Dimension W x H (mm)
50 x 50 

Replacement / 
Halogen 35W

Halogen 50W / 

R US     

LED
MR16 GU5.3

15,000
hrs.

15,00
h

Mercury
0%
Me
0%

0.sec0

100,000
times

100

CRI
≥80
CRI
≥

W

W      DLW

W

W

LED » HLLE

GU 5.3GU

14 

W

H
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Features

• For replacement of Halogen

• Energy saving up to 90% compared to Halogen

• Power factor (PF) 0.9

• IP65 Suitable for outdoor use

• Easy installation with wiring waterproof box

• Lifespan: 50,000 h

• Surge protection 2kv

 
 
 
 
 
 
 

LED FLOODLIGHT

180° Rotation/ การปรับหมุน 180°

Installation/ การติดตั้ง：

Cat. No./ 498.51.041 498.51.040 498.51.043 498.51.042

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 10 20

Luminous flux (lm)
 900 1,800

IP Protection IP65

Operating voltage/ 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H x D (mm) 
105 x 72 x 43 121x 82 x 43

Replacement / 
Halogen 35W Halogen 50W

Cat. No./ 498.51.045 498.51.044 498.51.047 498.51.046

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 30 50

Luminous flux (lm)
 2,700 4,500

IP Protection IP65

Operating voltage/ 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H x D (mm) 
155 x 105 x 43 190 x 129 x 46

Replacement / 
Halogen 100W Halogen 150W

50,000
hrs.

50,00
h

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

LED » HLLE

IP65

L+N ConnectorL+

2kv

16 



Cat. No./ 498.51.049 498.51.048 498.51.051 498.51.050 498.51.053 498.51.052

Colour temperature (K) 3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

3,000 K
(Warm white)

6,500 K
(Daylight)

Wattage (W) / 100 150 200

Luminous flux (lm)/  9,000 13,500 18,000

IP Protection/ IP65

Operating voltage/ 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x H x D (mm)/ 231 x 157 x 47 280 x 190 x 47 320 x 218 x 53

Replacement / 
Halogen 200W Halogen 250W Halogen 400W

LED
FLOODLIGHT
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Features

• For replacement of metal halide highbay

• Energy saving up to 50% compared to metal halide highbay

• Power factor (PF) 0.9

• IP65 Suitable for indoor and outdoor use

• Easy installation with hanging chain set

• Lifespan: 50,000 h

• Surge protection 4 kV

 
 
 
 
 
 
 

LED HIGHBAY

Cat. No./ 498.51.018 498.51.060 498.51.061 498.51.062

Colour temperature (K) 6,500 K
(Daylight)

6,500 K
(Daylight)

6,500 K
(Daylight)

6,500 K
(Daylight)

Wattage (W) / 50 100 150 200

Luminous flux (lm)
 5,000 10,000 15,000 20,000

IP Protection
 IP65

Operating voltage
220-240V (50/60Hz)

Base / L+N Connector

Dimension Ø x H (mm)
Ø300 x 120 Ø300 x 120 Ø340 x 120 Ø390 x 120

Replacement / 
Metal halide 100W Metal halide 200W Metal halide 250W Metal halide 400W

Supplied with / 
Chain steel 1 m. and hook stainless steel 1 pcs.

LED
HIGHBAY

18 

LED » MHLE

25,000
hrs.

25,00
h

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

L+N ConnectorL+

IP65

4kv

Installation/ การติดตั้ง：

H

Ø
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Features

• For replacement of metal halide highbay

• Energy saving up to 50% compared to metal halide highbay

• Power factor (PF) 0.9

• IP65 Suitable for indoor and outdoor use

• Easy installation with hanging chain set

• Lifespan: 50,000 h

• Surge protection 5 kV

 
 
 
 
 
 
 

LED STREET LIGHTLED »HLLE

50,000
hrs.

50,00
h

Mercury
0%
Me
0%

0.sec0

Not DimNo

CRI
≥80
CRI
≥

L+N ConnectorL+

IP65

5kv

Cat. No./ 498.51.071 498.51.070

Colour temperature (K) / 3,000 K
(Warm White)

6,500 K
(Daylight)

Wattage (W) / 30

Luminous flux (lm) /  3,000

IP Protection /  IP65

Operating voltage / 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x W x H (mm)/ 369 x 149 x 67

Replacement / 
Halogen 100W

Cat. No./ 498.51.073 498.51.072

Colour temperature (K) / 3,000 K
(Warm White)

6,500 K
(Daylight)

Wattage (W) / 60

Luminous flux (lm) /  6,000

IP Protection /  IP65

Operating voltage / 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x W x H (mm)/ 429 x 167 x 67

Replacement / 
Halogen 150W

20 

H

L W

เหมาะสำหรับ

50mm

30W/60W

100W/120W/150W

60mm

Ø

Ø



Cat. No./ 498.51.075 498.51.074 498.51.077 498.51.076 498.51.079 498.51.078

Colour temperature (K) 3,000 K
(Warm White)

6,500 K
(Daylight)

3,000 K
(Warm White)

6,500 K
(Daylight)

3,000 K
(Warm White)

6,500 K
(Daylight)

Wattage (W) / 100 120 150

Luminous flux (lm)
 10,000 12,000 15,000

IP Protection
 IP65

Operating voltage / 220-240V (50/60Hz)

Base / L+N Connector

Dimension L x W x H (mm)
510 x 194 x 73 590 x 212 x 78 590 x 212 x 78

Replacement / 
Halogen 200W Halogen 250W Halogen 400W

LED
STREET LIGHT
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Imprint

This catalogue is only intended for use by the recipient.

It remains in all respects the property of Häfele.

Reproductions of this catalogue in whole or in part, the copying or imitation of any

illustrations and the imitation of the layout are strictly prohibited.

The technical descriptions and dimensions in this catalogue, also those with the

photographs and drawings, are not binding.

We reserve the right to make design improvements.

All dimensions in mm, unless stated otherwise.

We bear no liability for any misprints or other errors that might occur in the

production of the catalogue.

All deliveries are made pursuant to Häfele’s sales conditions.
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