Floor mount steel cabinet was designed by German standard for telephone system cabinet. Therefore, the cabinet are especially
durable, extensive and premium quality for installation. Which made from Electro-galvanized steel 1.5mm thickness, horn-shaped

swing handle. All cabinets will supply the key locking system and shutter, grounding wire connecting with the door.

MATERIAL

Indoor/Floor mount

UL-8555
BMF Set 55 Pos.

UL-8556
Jumper Wire Bar
for 55 Pos.

- Made from Electro-galvanized steel 1.5mm thickness (1.6mm thickness optional).

- Surface finishing by Electrostatic powder coating (Epoxy paint).

COLOUR
- Gray

ORDER INFORMATION

Tel. Capacity (pair) BMF used (option) Dimension WxHxD (cm.)

UL-6552
UL-6553
UL-6554
UL-6555
UL-6556
UL-6557
UL-6558
UL-6559
UL-65510

1000 - 1100
1500 - 1650
2000 - 2200
2500 - 2750
3000 - 3300
3500 - 3850
4000 - 4400
4500 - 4950
5000 - 5500

2 x 55 pos.*
3 x 55 pos.*
4 x 55 pos.*
5 x 55 pos.*
6 x 55 pos.*
7 x 55 pos.*
8 x 55 pos.*
9 x 55 pos.*
10 x 55 pos.*

Inside

70 x 190 x 40

94 x 190 x 40
118 x 190 x 40
142 x 190 x 40
166 x 190 x 40
190 x 190 x 40
214 x 190 x 40
238 x 190 x 40
262 x 190 x 40

Remark *Recommend Install with UL-8555 and UL-8556

UL-8555 Back Mount Frame Set 55 Pos.
UL-8556 Jumper Wire Bar for 55 Pos.
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