STIRRER XingYun STIRRER X'"ﬁgl;l""

XingYun
> Mini Magnetic Stirrer  ms3. xymsss > Multiple Magnetic Stirrer  xymmsapro. xYMMS6Pro. XYMMS9Pro 2 LA B 0 RATO R I

© Smalland mini  © Mixing volume © Strong magnetic anti-jump © Asynchronous control (one-key synchronization) © Timing/Adjustable speed

© Strong magnetici © Brushless motor © Stepless speed regulation/Wide speed range © Brushless motor durable
O LCD display © Disk pattern positioning
» XYMMS4Pro » XYMMS6Pro » XYMMS9Pro

Main parameter » MS3 » XYMS5S .
' ter
Control mode Knob Knob YYMMS4P i il
Displaymode - LCD e Control mode Knob speed regulation; Asynchronous control (synchronization can be set)
Speed range 350-1800rpm 200-2000rpm Display mode LCD LCD LCD
Maximum agitation 1L ol Speed range 50-1500rpm 50-1500rpm 50-1500rpm
Disk material PVC P\/C Number of stirring points 4 6 9
s Maximum agitation  4*500ml 6*500ml 9*500ml
XYMS5S — — R T — . —— —— | CENTRIFUGE / STIRRER / MIXER
Product size 138*130*41mm 168*160*47mm Timing range Imin-19h59min  1min-19h59min 1min-19h59min
— Disk material PET face sticker ~ PET face sticker ~ PET face sticker 07/2024
Disk size ®110mm(single) @®110mm(single) ®110mm(single)
L] L L L] j = * +* * * * *
> ngh Ca paCIty Magnetlc Stlrrer /' MS5L roduct size 3207220"65mm 4307220"65mm 4357330"85mm
© Large amount of mixing © Adjustable speed can be timed
© Positive and negative operation mixing evenly © Brushless motor > M u Itl ple H eati n g M 3 gn et| C Stl [Ter . XYMHS4Pro. XYMHSEPro
Main parameter *» MS5L
P (nob Disol q LCD © Asynchronous control (one-key synchronization) © Uniform heating
Control mode 2 'SP AMIIICEE © 304 stainless steel disk corrosion resistance ~ © Timing function
Speed range 50-1500rpm Speed increment  5rpm © Stepless speed regulation ~ © Brushless motor ~ © Disk pattern positioning
Mixing direction Bidirectional Timing range 1min-23h59min s XYMHSA4P XYMHSEP
Maximum agitation 5L Magneton size 40mm aln parameter ; ro ; ro
Work disk size 180*180mm Control mode Knob speed regulation; Asynchronous control (synchronization can be set)
Product size 285*180*65mm Display mode LCD LCD
Speed range 50-1200rpm 50-1200rpm
Heating temperature 120°C 120°C
> Magnetic Heating Stirrer  xvhss. xyHsspro. XyHssPro Number of stirring points 4 6
Maximum agitation  4*500ml 6*500ml
© Anti-corrosion cou ntgrtup ceramic _r:mating plate © Br_ushless motor Timing range 1min-19h59min 1min-19h59min
© Stmngjﬂagnetlc anti-jump  © Adjustable speed and timing Disk material 304 stainless steel 304 stainless steel
Main parameter * XYHS5 » XYHS5Pro » XYHS8Pro ) SUAL Disk size ®110mm(single) ®110mm(single)
D) = * * * *
Cortralmads e Key Knob+Key roduct size 3157225765mm 4307220"65mm
Display mode —ens LCD LCD
Speed range 200-1500rpm 50-1500rpm 50-1500rpm .
Speed increment - 10rpm 10rpm > Overhead Stirrer . xvos-5. xvos-15s. xY0s-305
Maximum agitation 2L 2L 5L
Swerve Anticlockwise Anticlockwise Reversible rotation O Smoothsstart O Constant speed stability - © Knob switch
Maximum working >60°C 310°C 310°C © Stepless speed regulation © Timing function © Large capacity
disk temperature - © Powerful power © Large torque © Container holder
Disk material Ceramic coated tray = Ceramic coated tray Ceramic coated tray - mad
Work disk size ®135mm ®135mm 160*160mm - Main parameter ~ » XYOS-5 > XYOS-15S > XYOS-30S
Temperature sensor  ---- PT1000/Extraposition  PT1000/Extraposition L Display mode = LCD LCD
Timing range . 1min-12h 1min-12h Motor type Brush machine Brushless machine Brushless machine y
- Product size 225*155*90mm  225*155*90mm  285*180*90mm Rotational speed 200-1500rpm 100-1500rpm 20-1200rpm
XYHS8Pro Step-by-step 10rpm 10rpm
Maximum agitation 5L 10L 20L
> Magnetic Heating Stirrer - nsssopro L. D R
Swivel clamp diameter 1-10mm 1-10mm 1-10mm
© Anti-corrosion E:muntfertmp ceramic coating plate Rated torque 10N.cm 15N.cm 30N.cm
O Strong magnetic anti-jump ~ © Brushless motor NYOS-5 \YOS-15S Maximum viscosity ~ 5000mPas 8000mPas 16000mPas
Main parameter *» HS550Pro Rated power S0 L ol
Control mode Knob Display mode LCD
Speed range 100-1500rpm Speed increment 10rpm
Mixing direction Anticlockwise Magneton size 50mm
hhfaymum ?(_gttatlon 20L¢ Disk material Ceramic coating ;ﬂa%‘ate W h.ttps://www_j:{ysqale,com Changzhou XINGYUN Electronic Equipment Co., Ltd.
digﬁlgu”‘n;‘r":{“‘lgg >20C LU i of mgnt;g%/g;;%a22'8@83%35?8856044 33 Gaojia Road, Niutang Town, Changzhou City, Jiangsu Province, China
Work disk size 184*184mm el x ’ ’ ’ ’ -
e 0154 19 Changzhou XINGYUN Electronic

Equipment Co., Ltd ISIINGER1994
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XingYun

CENTRIFUGE

> Mini Centrifuge . xymc4k. xymc-7k

© Open cover clamp Open the lid andstop  © Ultra-low noise

‘ Main parameter * XYMC-4K » XYMC-7K
Two-n-onerotor i rol Mode Pl Power supply direct drive Pl Power supply direct drive
Highest Speed 4000rpm £5% 7000rpm=*5%
Max RCF 980X g 3010 X g
Dimension 1607135"110mm 1607135"110mm
S Rotor Capacity 1.52ml*8 + 0.2ml*8*2 rows

> Mini Centrifuge  xymc7s. xymc-4/7s

© Multifunctional rotor larger working capacity © Push open cover
© Ultra-low noise  © High frequency width voltage

© Low center of gravity Run smoothly

Two-in-one rotor

Main parameter *» XYMC-7S » XYMC-4/7S

Control Mode Constant speed Constant speed

Highest Speed 7000rpm £5% 4000/7000rpm ==5%
Max RCF 3286 Xg 1080/3286X g
Dimension 185*180*135mm 185*180*135mm

Rotor Capacity 0.2/0.5/1.5/2ml*12 or 0.5/1Iml*12 + 0.2ml*8*4 rows

> Digital Display Mini Centrifuge  xvmc-spro. xymc-7pro

© Multifunctional rotor Larger working capacity © Push open cover
© Ultra-low noise  © LCD Display © Run smoothly Precise separation
© Adjustable timing and speed

Two-in-one rotor

Main parameter * XYMC-5Pro » XYMC-7Pro

Control Mode Key Key

Display LCT LCD

Highest Speed 5000rpm %=5% 7000rpm=£5%

Max RCF 1680X g 3286 Xg

Timing range 10s-99min 10s-99min

Dimension 185*180*135mm 185*180*135mm

Rotor Capacity 0.2/0.5/1.5/2ml*12 or 0.5/Iml*12 + 0.2m|*8*4 rows

> High Speed Mini Centrifuge . xymc-10pro. XYMc-12Pro. XYMC-15Pro

© Adjustable speed (step 100rpm)  © Over-temperature protection
© Multi-function rotor processing Larger working capacity © Timable
© Program memory & gradient operation © Filter voltage regulation function

aﬁ Main parameter > XYMC-10Pro » XYMC-12Pro » XYMC-15Pro

_ Control Mode Key Key Key
Display LCD LCD LCD

Speed Range 1000-10000rpm  1000-12000rpm  1000-14500rpm
Max RCF 6708 Xg 9660X g 14104 X g
XYMC-15Pro o _ _ :
Timing range 30s-59min50s 305-59min50s 30s-59min30s
Dimension 270*180*105mm  270*180*105mm  27071807105mm

. Power 35W A5W S5W
Voltage AC100-240V/ DC24V  AC100-240V/ DC24y  AC100-240V/ DC24V
High speed closed round table 4. Two-in-one Two-in-one+Turntable Turntable

B ’ Rotor Capacity Two-in-one rotor: 0.2/0.5/1.5/2ml*12 or 0.5/1m[*12 + 0.2ml*8*4 rows

Turntable: 0.2/0.5/1.5/2m!*12 or 0.5/1ml*12
Two-in-one  Blood volume

XYMC-12Pro

Blood volume: 40mm*12 capillary collection vessel (MC-12Pro optional)

CENTRIFUGE

XingYun

— B

> Table Type Low Speed Centrifuge . xvicaoo

> Table Type Low Speed Centrifuge  xvicsoo-

Model

Rotor

Wheel size(cm)

power
Max RCF

Cap- Centrifuge tube
acity Blood tube

:_r

© Electronic door lock

© Visual top window  © Program memory function

© Large working capacity Open cover protection  © LCD display

© Adjustable speed and time

Main parameter
Control Mode
Speed Range
Max RCF

Timing range
Product Size
Rotor Capacity

© Visual top window
© Adjustable speed (step 100rpm)

© Emergency switch
» XYLC400
D
500-4000rpm :

Rotor otor
lTlTXg (Placing (Placing
30s-59min50s centrifuge tubes)  blood tube)
265*260%190mm

15ml*4(centrifuge tube) or 2/5/10ml*8(blood tube)

© Double electronic lock  © Timing function

© Optional rotors  © Program memory

© Open cover protection, over temperature protection, vibration protection

Main parameter
Control Mode
Display

Speed range
Timing range

Dimension
» XYLC500-6 » XYLC500-8 » XYLC500-12
Six holes Eight holes Twelve holes
12 11.6
80W 60W
2146 X g 1967 Xg 2075Xg
15/50ml*6 15ml(*8 15ml*12
2/5/10ml*6 2/5/10ml*8 2/5/10m[*12

» XYLC500

Key

LCD
200-4000rpm
30s-59min50s
40073007200mm

12.2
8OW
2182 % g

2/5/10m(*18

» XYLC500-MP
Speed range: 500-2000rpm
Max Centrifugal Force: 500X g
Largest working capacity:
96 well plate *4
Rotor radius: 10.2cm

» AYLC500-18  » XYLC500-24 » XYLC500-8P  » XYLC500-12P

B ®

Eighteen holes Twenty four holes Eight holes

> Table Type Centrifu S€  LH4050. LL4050. CL4050, DL4050. BL4050

Al2-10E Ad4-PCRE

Main parameter
Application
Speed

Range

Max RCF
Dimension
Timepiece

Rotor

» LH4050

Laboratory
300-14000rpm
50ml

16400 X g
292*405"226mm
10s-99min
Al12-10. Al2-10E

Main parameter
Application
Speed

Range

Max RCF
Dimension
Timepiece

Rotor

» CL4050
Clinical
300-4000rpm
50ml

2000Xg X 10Xg
2927405%226mm
10s-99min
A12-10. Al12-10E

Twelve holes
12.1 1l 11.6
80W 60W 60W
2164 g 1967X g 2075X g
— 15ml*8 15ml*12
2/5/10ml*24 5/10ml*8 5/10ml*12
» LL4050
Laboratory
300-4000rpm
50ml
2000Xg X 10Xg
292*405*226mm
10s-99min

Al12-10. Al2-10E. A6-50P

» DL4050 * BL4050
Tooth regeneration Beauty salon
300-4000rpm 300-4000rpm
50ml 50ml

2000Xg X 10Xg 2000Xg X 10Xg
2927405*226mm  292*405"226mm
10s-99min 10s-99min
A12-10. Al12-10E A12-10. Al2-10E
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MIXER

XingYun
g .3
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> Mini Mixer  vMm-210. VM-300. VM-300S

© Stepless speed control Wide speed range © Brushless motor durable
© Imported silicone multi-color optional  © Touch start small body

Main parameter *» VM-210 » VM-300 » VM-300S
Color o & &

Control Mode Constant Speed  ConstantSpeed  Knob speed control

Motor type Brush machine  Brush machine Brushless machine
Amplitude 4.5mm 4.5mm 4.5mm

VM-300S Speed Range 2100rpm 3000rpm 0-3000rpm
Dimension 93*93*72mm 93*93*72mm 93*93*72mm

> Multifunctional Mixer  vm-500s. VM-500Pro

3

© Ultra-low fuselage operates stably ~ © Large capacity of various fixtures

© Click/continuous for easy switching  © Adjustable speed and timing
© Brushless motor power is strong

Main parameter * VM-500S » VM-500Pro
Run Mode Point/link Point/link
Control Mode Knob speed control PWM electronic speed regulation
Display / LCD
ViM-200Pro Timing / 1min-8h
Amplitude 4.5mm 4.5mm

Maximum sample

handllngcapamt}: SDml*'q': lSml*g: 5/].Uml*12: 2ml*24

Click: 0-3000rpm Click: 0-3000rpm

Speed Range Continuous:200-3000rpm  Continuous:100-3000rpm

VM-5005

> Multi-tube Mixer  vMm-600MAX. VM-800Pro

© Timing function  © Greater processing capacity
© Brushless motor power is strong  © Adjustable speed and timing
VM-800Pro: © Soft boot uniform acceleration © Click/continuous for easy switching

Main parameter * VM-600MAX » VM-800Pro
Control&Display Mode Knob speed control & digital display panel
Timing Range 1min-8h 1min-24h
Amplitude 4mm 4mm

Speed Range 1500-3000rpm 500-3000rpm
Dimension 355*260*145mm 420*280*335mm

Sample throughput YM601: 50ml*25+15ml*16  yMm801: 50ml*15
VM602: 15ml*49; 10ml*49 VM802: 15m*50: 10m!*50

VM603: 2/5ml1*49
VM6E04: 1_/5/n;_;|m|*31 VM803: 1.5/2ml*72;2/5ml*72
(All Standard)

(601Standard )

VM-800Pro

> Microporous Plate/Deep Porous Plate Mixer

/ VM-500-1P. VM-500-2P. VM-600, VM-GUGD(LDng-hGIEpIate}

© Ultra-low fuselage Stable operation  © Brushless motor/strong power

© Adjustable speed (step by 10rpm)  © Point/continuous/convenient switching

© Avariety of fixtures/large processing capacity © Timing (1min-8h)
VM-500-1P

Main parameter *» VM-500-1P » VM-600
VM-600 VM-500-2P VM-600D

Amplitude 4mm (circular oscillation)  3mm (horizontal rotation)
Speed Range 100-1200rpm 500-1200rpm
Sample throughput Enzyme plate/Cell culture Enzyme label plate*4 /
plate / 96-well plate*1 VM-600: Cell culture plate™4
(VM-500-1P: *1; VM-500-2P:*2) VM-600-D: deep hole plate *4

Dimension VM-500-1P: 155*150*90mm VM-600: 355%260"95mm
I VM-600D VM-500-2P: 180*150*90mm  VM-600-D: 355*260*105mm
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