


Various of Connection Method

Support both 1080P and 720P output, while H.264 and MJPEG as encoding format. Kandao Meeting Pro is flexible

enough to integrate with most of the conferencing devices.

HDMI for Displayer Wi-Fi for Getting

Online

RJ45 Ethernet Port for
Getting Online

Adapt to Abundant of Scenes

Business Conferencing

Remote Cooperation

Resolution

Encoding Format

Signal Light (Ring Light) x 2
Button x 5

Microphone x 8

Speaker

USB Type C Connection x 2 (USB2.0)

Ethernet Connection (RJ45)
HDMI

USB A Connection

Output Video Bitrate
System Memory
Bluetooth

n @KandaoVR

, @KanDaoVR B @KanbDoo

S

USB A for
External Device

SD Card for More Accessories

Video Recording

Remote Education

Online Medical

1920 x 1080@30 fps+ 1280 x 720@30fps

MJPEG

Red. Blue. Green

+Volume. -Volume. Mute. On/Off. Switch Mode

8 Built-in Microphones, PCM(16 bit/Single Track/16KHz), 5.5m r?
5W Speaker

1. Type C OUT for Transferring Media and Files

2. Type C IN for Power Supply

100M Ethernet Port, Wired Network Connection

For Outputting Audio and Video, and Displaying System Page
For External Equipment ( Mouse and Keyboard)

WIFI 5G band 1+2.4G, Support STA Mode
SD Card Support External SD Card
Machine Weight 7509
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