
Collaborate

with AVer
Professional Video Conferencing Solutions

AVer Information Inc. | www.aver.com| 2025Q2

http://www.aver.com/default.aspx


¸ Why AVer

¸ AVer VC Key Features

¸ Video Conferencing Solutions

¸ Video Conferencing Professional Peripherals

¸ Reference

Agenda



Why AVer



AVer: Top Tier of USB Camera Players

Devices Services



Certified By Top VC Software

CAM130 CAM520 Pro2 CAM520 Pro3 CAM540 CAM550 CAM570

VC520 Pro3 VC550

VB130 VB342 Pro VB350 VB370A

FONE540 FONE700

CP10 G2



Trusted Globally, Chosen by Pros



Compatible With 

Video Conferencing Platform



AVer VC Key Features



Â Audio Fence ҌӤҩҤҗҳҖҾҬҷҤ҉ҥҜ҃ҩқҙҷӆүҤһӤқү҃

ңҺңңү҉ҢҴҠҖӥҩҤҾҙ̓ ӀқӀҧҤҷҝӥү҉҃ҳқҾҬҷҤ҉ҥҜ҃ҩқ

҄ү҉ 

* ҾҝҶҖӁҌӥ҉Ҵқ҃ҴҥҗҳӇ҉̓ӤҴ Audio Fence ҞӤҴқҭқӥҴҾҩӅҜ IP, ҥҲҜҜҊҳҖ҃Ҵҥ

ҭӥү҉ҝҥҲҌҺң (PTZ App 2) ҭҥҹүҥҷӀңҙ҆үқӀҙҥҧ

** Ҿңҹӆүҡҳ҉҃ӨҌҳқ Audio Fence ҾҝҶҖӁҌӥ҉Ҵқ ҡҳ҉҃ӨҌҳқ AI Tracking үҹӆқ ӄ 

ҊҲҘһ҃ҝҶҖӁҌӥ҉Ҵқ

ëú¬âóÖäÑóÚÅèóâÅâËòÕäñÕòÛëúÈÕ­èãÿØÅāÚāæãöÿëöãÈîòÉÊäõãñ

Â Voice Tracking Mode җҶҖҗҴңҿҧҲҝҥҳҜҗҴң

ҾҬҷҤ҉ҠһҖ҄ү҉ңқҺҫҤӨӂҖӥүҤӤҴ҉ҿңӤқҤӋҴ ҾҠҹӆүӁҭӥ

ҜҳқҙҸ҃ҾҬҷҤ҉ӂҖӥҌҳҖҾҊқ ҿҧҲҙӋҴӁҭӥ҃ҴҥҙӋҴ҉Ҵқ

ҥӤҩң҃ҳқҥҴҜҥҹӆқӂҥӥҥүҤҗӤү

Â Ҿҙ҆ӀқӀҧҤҷ Beamforming ҬҴңҴҥҘҥҳҜҿҧҲ

ҘӤҴҤҙүҖҾҬҷҤ҉ҙҷӆҌҳҖӁҬҿҧҲ҃ӥү҉҃ҳ҉ҩҴқҊҴ҃ҙҺ҃ңҺң

҄ү҉ҭӥү҉



ÂConversation View

Â ӀҭңҖңҺңңү҉҃ҴҥҬқҙқҴ (Conversation View) ҊҲҌӤҩҤҧҖ҃ҴҥҾ̓ҧҹӆүқӂҭҩ҄ү҉҃ҧӥү҉ ҿҧҲңүҜҢҴҠҙҷӆҧҹӆқӂҭҧңҴ҃ Ҹ҄ӇқҬӋҴҭҥҳҜҞһӥҾ҄ӥҴҥӤҩңҊҴ҃ҥҲҤҲӂ҃ҧ

Â ӁқӀҭңҖҗҶҖҗҴңҾҬҷҤ҉ (Voice Tracking Mode) ҃ ҧӥү҉ҊҲҗҶҖҗҴңҞһӥҠһҖҾҝӅқҥҴҤҜҺ̓̓ҧ ҿҧҲҾңҹӆүңҷҞһӥҥӤҩңҬқҙқҴҾҠҶӆң҄ ҸӇқ ҃ҧӥү҉ҊҲҬҧҳҜӂҝӁҌӥӀҭңҖҊҳҖҾҡҥң

үҳҗӀқңҳҗҶ (Auto-Framing Mode) ҾҠҹӆүҊҳҜҢҴҠҙҺ҃҆қӁқҙҷӆҝҥҲҌҺң

ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãÿØÅāÚāæãöÿëöãÈ
Conversation View



ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãÿØÅāÚāæãöÿëöãÈ

Â De-Reverberation ҆ҹү Ҿҙ҆ӀқӀҧҤҷҭҥҹүҗҳҩ

ҝҥҲңҩҧҞҧҾҬҷҤ҉ҙҷӆӁҌӥҾҠҹӆүҧҖҭҥҹү҃ӋҴҊҳҖ "ҾҬҷҤ҉

҃ӥү҉ҬҲҙӥүқ" (Reverberation) ҙҷӆҾ҃ҶҖ҄ҸӇқӁқҭӥү҉

ҭҥҹүҠҹӇқҙҷӆҙҷӆңҷҞқҳ҉ҿ҄Ӆ҉ ҠҹӇқҞҶҩҬҲҙӥүқҾҬҷҤ҉ ҾҌӤқ 

ҭӥү҉ҝҥҲҌҺң ҭӥү҉ӀҘ҉ ҭҥҹүҬҘҴқҙҷӆҙҷӆӂңӤңҷ҃ҴҥҖһҖ

ҍҳҜҾҬҷҤ҉ҾҠҷҤ҉Ҡү

Â Noise Suppression and Keyboard Noise Filter 

ҧӋҴӀҠ҉ҝҥҲҌҺң AVer ҌӤҩҤҗҳҖҾҬҷҤ҉ҥҜ҃ҩқҿҧҲҥҳҜҝҥҲ҃ҳқ̓ҩҴң̓ңҌҳҖ

ү҄҉ҾҬҷҤ҉ӁқҥҲҖҳҜҾҭқҹүҌҳӇқ ҾҠҹӆүӁҭӥ̓ҺҕҝҧүҖҊҴ҃ҬҶӆ҉ҥҜ҃ҩқӁқ҃ҴҥҝҥҲҌҺң



ҊҳҖҾҡҥңҢҴҠӁҭӥҞһӥҾ҄ӥҴҥӤҩңҝҥҲҌҺң ҿңӥҬҩң
ҭқӥҴ҃Ҵ҃ҭҥҹүңҷҧҳ҃ҫҕҲӁҜҭқӥҴҙҷӆҿҗ҃җӤҴ҉  
ӂҖӥӁқҥҲҤҲӂ҃ҧҘҸ҉ 4ï5 Ҿңҗҥ

Auto Framing

ÂAuto Framing

ÂDynamic Detection
ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãÿØÅāÚāæãöèõÕöāî

Dynamic Detection

҃ҧӥү҉ PTZ ҊҲҊҳҖҾҡҥңҞһӥҾ҄ӥҴҥӤҩңҙҺ҃҆қҾңҹӆүҾҥҶӆң
҃ҴҥҜҳқҙҸ҃ҢҴҠ

ҾҧқҬӨ AI ҾҬҥҶңҗҥҩҊҊҳҜҞһӥҾ҄ӥҴҥӤҩңӁҭңӤ ҿҧҲҬҳӆ҉
Ӂҭӥ҃ ҧӥү҉ PTZ ҊҳҖҾҡҥңӁҭңӤҾҠҹӆүҥҩңҙҺ҃҆қӁқ
ҢҴҠ



ÂPreset Framing

җҶҖҗҴңҾҋҠҴҲҾҬҷҤ҉ҠһҖ҄ү҉ңқҺҫҤӨҿҧҲҊҳҖҾҡҥңҗҴңҠҹӇқҙҷӆҙҷӆ҃ӋҴҭқҖӂҩӥ

Å җӥү҉җҳӇ҉̓ӤҴҠҹӇқҙҷӆҧӤҩ҉ҭқӥҴ҃ӤүқҾҝҶҖӁҌӥ҉ҴқӀҭңҖқҷӇ

Å ҡҳ҉҃ӨҌҳқ AI Audio ҥү҉ҥҳҜҥҲҤҲҬһ҉ҬҺҖ 4ï5 ҾңҗҥҊҴ҃҃ҧӥү҉ҥҺӤқ VB130

Audio Preset Tracking Mode

Å ҠҹӇқҙҷӆҙҷӆҗҳӇ҉̓ӤҴӂҩӥҧӤҩ҉ҭқӥҴҬӋҴҭҥҳҜ҃ҴҥқӋҴҾҬқү ҾңҹӆүңҷҞһӥҠһҖӁқҠҹӇқҙҷӆқҳӇқ ҃ҧӥү҉ҊҲӀҡ҃ҳҬ

ӀҖҤӂңӤҾҝҧҷӆҤқ҃ҥүҜҢҴҠ

Å ҭҴ҃ҞһӥҠһҖүҤһӤқү҃ҠҹӇқҙҷӆҙҷӆҗҳӇ҉ӂҩӥ ҃ҧӥү҉ҊҲҊҳҖҾҡҥңҗҴңҗӋҴҿҭқӤ҉ҞһӥҠһҖ ҭҴ҃ӂңӤңҷҾҬҷҤ҉

ҭҥҹү҃ҴҥҗҥҩҊҊҳҜӁҜҭқӥҴҞһӥҠһҖҾ҃Ҷқ 5 қҴҙҷ ҃ҧӥү҉ҊҲ҃ҧҳҜӂҝҤҳ҉ҠҹӇқҙҷӆҙҷӆҗҳӇ҉҆ӤҴӂҩӥҾҖҶң

Presentation Mode

ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãÿØÅāÚāæãöèõÕöāî



ÂSmart Composition

ÂSmart Gallery
ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãÿØÅāÚāæãöèõÕöāî

Feature Type Å Plug-and-play Feature Å Software Feature ðRoom Management (PTZ App 2) 

Capacity Å Up to 9 People Å Up to 20 People

Offered Layouts ÅӀҭңҖҢҴҠҾҋҠҴҲӁҜҭқӥҴ (Headshot Mode) ÅӀҭңҖҢҴҠҾҋҠҴҲӁҜҭқӥҴ (Headshot Mode)

ÅӀҭңҖ҆ҥҸӆ҉җҳҩ (Half-Body Shot Mode) ÅӀҭңҖ҆ҥҸӆ҉җҳҩ (Half-Body Shot Mode)

Smart Composition ҿҧҲ Smart Gallery ңүҜҗҳҩҾҧҹү҃҃ҴҥҊҳҖҾҧҤӨҾүҴҙӨҙҷӆҭҧҴ҃ҭҧҴҤ ҾҠҹӆүҤ҃ҥҲҖҳҜҝҥҲҬҜ҃ҴҥҕӨ҃ҴҥҝҥҲҌҺң҄ү҉҆Һҕ ð҃ҴҥҝҥҲҌҺң҄ү҉҆Һҕ ҥһҝҿҜҜҙҷӆ҆ҺҕҾҧҹү҃!

Smart GallerySmart Composition



ÂGesture Control

Turn on /off Tracking Zoom In Zoom Out

ҾҠҹӆүҾҝҶҖ/ҝҶҖ҃ҴҥҙӋҴ҉Ҵқ҄ү҉ AI Ҥ҃қҶӇҩҌҷӇ҄ӥҴ҉
ӁҖ҄ӥҴ҉ҭқҸӆ҉҄ҸӇқӁ҃ҧӥӁҜҭқӥҴ

ҾңҹӆүҝҶҖ҃ҴҥҙӋҴ҉Ҵқ҄ү҉ AI ҿҧӥҩ ӁҭӥҤ҃ңҹү҄ҸӇқ
ҾҭқҹүҪҷҥҫҲӀҖҤҿҜңҹүҭҥҹү҃ӋҴңҹү

ҾңҹӆүҝҶҖ҃ҴҥҙӋҴ҉Ҵқ҄ү҉ AI ҿҧӥҩ Ӂҭӥ҃ ӋҴңҹү
ҿҧҲҤ҃҄ҸӇқ҄ӥҴ҉ӁҜҭқӥҴ

Å ҃ҥҺҕҴҝҶҖ҃ҴҥҙӋҴ҉Ҵқ҄ү҉AI Ӥ҃үқӁҌӥ҃Ҵҥ̓ҩҜ̓ ҺңҖӥҩҤҙӤҴҙҴ҉ҿҧҲҾҩӥқҥҲҤҲңҹүүҤӤҴ҉қӥүҤ10ҍң.ҊҴ҃ӁҜҭқӥҴҾҠҹӆүӁҭӥҥҲҜҜҊҖҊӋҴӂҖӥҿңӤқҤӋҴ

Å ҡҳ҉҃ӨҌҳқGesture ControlҘһ҃ҝҶҖҾҝӅқ҆ӤҴҾҥҶӆңҗӥқҥ҃ҺҕҴҾҝҶҖӁҌӥ҉ҴқҞӤҴқRoom ManagementҭҥҹүҭқӥҴҾҩӅҜ

ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãAI îòÉÊäõãñ



ÂDual Camera 

Voice Tracking

Dual-CAM550 ҬҴңҴҥҘҊҳҜ̓һӤӁҌӥ҉Ҵқ҃ҳҜҧӋҴӀҠ҉җҶҖҾҠҖҴқ FONE700 ӂҖӥҬһ҉ҬҺҖ 4 җҳҩ ҬӋҴҭҥҳҜҡҳ҉҃ӨҌҳқ Dual Camera Voice Tracking

Â ҃ҧӥү҉CAM550 ҊӋҴқҩқ2җҳҩðӁҭӥңҺңңү҉҆ҥүҜ҆ҧҺң҃ҩӥҴ҉ҾҭңҴҲҬӋҴҭҥҳҜ

ҭӥү҉ҝҥҲҌҺң҄қҴҖ҃ҧҴ҉ҘҸ҉ӁҭҏӤ

Â җҳӇ҉̓ӤҴҠҹӇқҙҷӆҥҳҜҾҬҷҤ҉ӂҖӥ҉ӤҴҤҧҖҥҲҤҲ҃ҴҥҭңҺқ҄ү҉҃ҧӥү҉ҿҧҲҾҠҶӆң҆ҩҴңҾҥӅҩӁқ

҃ҴҥҗүҜҬқү҉ҾңҹӆүҗҥҩҊҠҜҞһӥҠһҖҭҧҴҤ҆қӁқҾҩҧҴҾҖҷҤҩ҃ҳқ

Â Ӏҡ҃ҳҬҿҧҲҬҧҳҜӂҝҤҳ҉҃ҧӥү҉ҙҷӆӁҭӥңҺңңү҉ҖҷҙҷӆҬҺҖ҄ү҉ҞһӥҠһҖҝҳҊҊҺҜҳқӀҖҤ

үҳҗӀқңҳҗҶҊҳҖҾҡҥңҞһӥҠһҖӂҖӥҙҳқҙҷ҄ҕҲҬқҙқҴҖӋҴҾқҶқӂҝ

ÅèóâÿÜĆÚÿæõéîã¬óÈÖ¬îÿÚøćîÈÕ­èãAI îòÉÊäõãñ



Video Conferencing Solutions



Full Range Products for All Sizes Meeting Room

Huddle Room Small Room Medium -to -Large Room

CAM130 /  VB Series

FONE Series

CP10 G2

Computer /  NUC / Display

For 1-4 People (3 x 3m) 

CAM Series / VC Series / VB Series

FONE Series/ Expansion 

speakerphones and microphones

CP10 G2

Computer /  NUC / Display

For 4-7 People (4.5 x 4.5m)

CAM Series / VC Series / VB Series

FONE Series/ Expansion speakerphones 

and microphones

CP10 G2

Computer /  NUC / Display

For 8-24 People (4.5 x 8.5m)



Huddle and Small Room  
Camera | All-in-one Video Bar

CAM520 Pro3 
4K optical lens

120° FOV up to 5X zoom

Intelligent Lighting

2 Omnidirectional Mic

USB type-C 3.1 connector

VB130 
4K All-in-one Video Bar

120° FOV up to 5X zoom

5 Mic 5-meter pickup range

6W speaker 

Beamforming ïVoice tracking 

USB Type-B (device to PC)

VB342 Pro
4K All-in-one Video Bar

92° FOV 

3X zoom Optical / 15X Optical 

10 Mic 7-8-meter pickup range

12W Stereo speaker 

Beamforming ïVoice tracking

Expansion Mic / SPK 1 Unit 

USB Type-B (device to PC)

FONE540
Wireless Bluetooth / Micro USB 2.0

Pick up range 2.5-3 M 

6W speaker 

Support expansion mic 2 pair or 2 2nd SPK

Audio port : phone in and line out. 



Medium and Large Room
Camera | Audio Camera Set | All-in-one Video Bar

CAM520 Pro3 
Sony PTZ 1080P

Zoom: 36X* total ( 12X Op)

80.5 ° FOV

Pan: ± 170°

Tilt: + 90° (up) -30° (down)

HDMI / USB / IP

VISCA Over IP , RS232

CAM550
4K PTZ Dual Lens 

Zoom: 24X* total ( 12X Op)

85 ° FOV / 95 ° FOV 

HDMI / USB / IP

VISCA Over IP , RS232

Dynamic auto framing

CAM570
4K PTZ Dual Lens 

Zoom: 36X* total ( 12X Op)

85 ° FOV / 95 ° FOV 

HDMI / USB / IP

Embed audio censor Pick up rage 10M

Automatically track human voice 

VISCA Over IP , RS232



Medium and Large Room
Camera | Audio Camera Set | All-in-one Video Bar

VC520 Pro3 
Sony PTZ 1080P

Zoom: 36X* total ( 12X Op)

80.5 ° FOV

Speaker 6W 

Mic pick up range 2.5 ï3 M

HDMI / USB / IP

VISCA Over IP , RS232

VC550
4K PTZ Dual Lens 

Zoom: 24X* total ( 12X Op)

85 ° FOV / 95 ° FOV 

Speaker 6W 

Mic pick up range 2.5 ï3 M

Support Bluetooth SPK

HDMI / USB / IP

VISCA Over IP , RS232

CAM570 + FONE540
4K PTZ Dual Lens Camera 

Zoom: 36X* total ( 12X Op)

85 ° FOV / 95 ° FOV 

HDMI / USB / IP

Voice tracking solutions 



Medium and Large Room
Camera | Audio Camera Set | All-in-one Video Bar

FONE700 
Ceiling Speakerphone System for Rooms of Any Size

- Microphone Array: 3 directional microphones + 18 omnidirectional microphones for  

full-room coverage.

- Pickup Angle: 360° voice pickup per unit

- Pickup Range: Up to 3.5 m radius per unit

- Speaker Volume: Adjustable, up to 99 dB SPL at 0.5 m.

- Daisy-Chain: Supports up to 4 units via RJ-45 connection (with hub)

- Acoustic Features: AEC, NR, AGC, Double-Talk Detection, De-Reverberation, AI Noise  

Suppression, Voice Fencing.

- Hub Connectivity: USB-C to computer , 2 × USB-A for AVer cameras,  LAN (RJ-45), 

HDMI-out, 3.5 mm audio out, Phone-in port



Medium and Large Room
Camera | Audio Camera Set | All-in-one Video Bar

VB350
- 4K dual-lens  All-in-one Video Bar

- Main lens 92° / - Fix Lens 113° (FOV) 

- 18X zoom

- 14 Mic 10-meter pickup range

- 12W Stereo speaker 

- Beamforming ïVoice tracking

- Expansion Mic / SPK 1 Unit 

- USB Type-B (device to PC)

- One cable solution: Built-in USB 3.1 (Gen 1) to HDMI adapter

VB370A
- 4K dual-lens  All-in-one Video Bar

- Android Powered. Zoom Rooms Per

- Main lens 92° / - Fix Lens 120° (FOV) 

- 18X zoom

- 14 Mic 10-meter pickup range

- 12W Stereo speaker 

- Beamforming ïVoice tracking

- Expansion Mic / SPK 1 Unit 

- HDMI out 2 port , HDMI in 1 port and USB A x3 , USB Type Cx1



CP10 G2
Collaboration Touch Panel

A Touch of Seamless Collaboration

1. Built-in Zoom Rooms Controller App, instant meetings with a single touch.

2. PC-less operation, reduces hardware costs and complexity.

3. Extensive functionality through a single cable connection. 

4. Hassle-free meeting management and centralized camera control.

5. Adaptable to any workspaces.

Built -in 

Zoom Rooms

One-Touch

Meetings

One-Cable 

Connection

with PoE+

Antibacterial 

Touch Glass

Intuitive 

Interface

Simple Setup



Valued -added Software
AVer software brings effective and easy-to-use solutions that increase the efficiency of your conferencing experience.

Enterprise 

Management 

Room

Management 

Cloud

Management 

EZ Live



Use Case ðAVer Conference Solution

CAM550+FONE700 + SPKPH*2

THAILAND

THAILAND

CAM550+FONE700 + SPKPH*1

TAIWAN

CAM550+FONE700 + SPKPH*1

CAM550* 2 +FONE700 + SPKPH*1

KOREA

CAM550+FONE700 + SPKPH*1

Malaysia



AVer Project ðSite Reference



AVer Project ðSite Reference



WORKSHOP



VB370A+CP10 G2 

(Zoom Room Solution)

FONE700+CAM 550 

( Voice Tracking)

WORKSHOP ðHow to set up AVer Video Conference Systems

VB350+Astrogate

( BYOM Solution )



How to set up 
VB350 + Astrogate (BYOM)



Package Content Aver VB 350



How to set up - VB350+Astrogate (BYOM Solution)

Â Connect VB350 to Astrogate AS-201 with the provided USB 3.0* cable and connect the power cord of 

Â VB350 to power outlet. 

Â Connect TV/HDMI monitor to VB350 through the HDMI cable. 

Â Connect the computer intended for the online meeting 

to the Astros Pod AP2-12 to receive video, microphone, 

and speaker signals from the VB350 via the BYOM 

wireless presentation system



How to set up - VB350+Astrogate (BYOM Solution)



How to set up - VB350+Astrogate (BYOM Solution)



How to set up - VB350+Astrogate (BYOM Solution)

Â Download and install Room Management (formerly PTZApp 2) to your computer from AVer Download Center. 

(https://www.aver.com/download-center) and launch the software. 

Â Make sure your device is connected to the internet. 

Â Room Management and your device must be on 

the same LAN. 

Â Connect your device to your computer with the included USB cable. Your device should appear under the Device Control page.



How to set up - VB350+Astrogate (BYOM Solution)

Preset Function Buttons

Add Presets

Delete Presets

Name

Preset Thumbnail

Log Out

Live View

Preset List PTZ Control (Pan, tilt and zoom)

Â Overview of PTZ Control



How to set up - VB350+Astrogate (BYOM Solution)

Â Setting bottom 

Manual Frame

Auto Frame

Presentation Mode



How to set up - VB350+Astrogate (BYOM Solution)

Â Audio bottom 

Off: ӂңӀ̓ҥӀҡқҊҲҥҳҜҾҬҷҤ҉҄ү҉ҞһӥқӋҴҾҬқүҙҺ҃̓қӁқҭӥү҉ҝҥҲҌҺң ҿҧҲҡҳ҉҃ӨҌҳқ Audio Fence ҊҲҘһ҃ҝҶҖӁҌӥ҉Ҵқ

On: ӂңӀ̓ҥӀҡқҊҲ҄ҤҴҤҾҬҷҤ҉҄ү҉ҞһӥқӋҴҾҬқүҭҧҳ҃ ҿҧҲҧҖҾҬҷҤ҉үҹӆқ ӄ ҧ҉

ÿÜõÕĂË­ÈóÚàòÈÂ°ËòÚÿßøćîæÕìäøîÂČóÉòÕÿëöãÈäÛÂèÚÉóÂßøĈÚìæòÈ



How to set up - VB350+Astrogate (BYOM Solution)

Â Audio bottom 

× Phone In: ҾҌҹӆүңҗӤүӀҙҥҪҳҠҙӨңҹүҘҹүҾ҄ӥҴ҃ҳҜҠүҥӨҗ Phone In ҾҠҹӆүӁҌӥҾҝӅқ

ҧӋҴӀҠ҉ҝҥҲҌҺңҢҴҤқү҃ҬӋҴҭҥҳҜ҃ҴҥҝҥҲҌҺңҩҶҖҷӀүҞӤҴқңҹүҘҹү

× 3.5 mm External Microphone Only: ҾҌҹӆүңҗӤү҃ҳҜӂңӀ̓ҥӀҡқҢҴҤқү҃ҾҠҹӆү

ӁҌӥҾҝӅқүҺҝ҃ҥҕӨҬӤ҉ҬҳҏҏҴҕҾҬҷҤ҉ҾҠҷҤ҉үҤӤҴ҉ҾҖҷҤҩ

× 3.5mm External Microphone Mix In: ҾҌҹӆүңҗӤү҃ҳҜӂңӀ̓ҥӀҡқҢҴҤқү҃

ҾҠҹӆүҬӤ҉ҬҳҏҏҴҕҾҬҷҤ҉ҥӤҩң҃ҳҜ VB350

× Line Out: ҾҌҹӆүңҗӤүҾ҄ӥҴ҃ҳҜҥҲҜҜҾҬҷҤ҉ HA ҾҠҹӆүҬӤ҉ҬҳҏҏҴҕҾҬҷҤ҉үү҃

× ҭңҴҤҾҭҗҺ: ̓ҩҥҭҧҷ҃ҾҧҷӆҤ҉҃ҴҥҾҌҹӆүңҗӤү҃ҳҜҧӋҴӀҠ҉ҢҴҤқү҃ҾңҹӆүӁҌӥ Line Out 

ҾҠҥҴҲҾҬҷҤ҉ҊҴ҃ҧӋҴӀҠ҉ҊҲҥҜ҃ҩқҝҥҲҬҶҙҚҶҢҴҠ҃ ҴҥҙӋҴ҉Ҵқ҄ү҉ҧӋҴӀҠ҉ҿҧҲ

ӂңӀ҆ҥӀҡқӁқҗҳҩ

ÿÜõÕĂË­ÈóÚàòÈÂ°ËòÚÿßøćîæÕìäøîÂČóÉòÕÿëöãÈäÛÂèÚÉóÂßøĈÚìæòÈ



How to set up 
VB370A+CP10 G2 

(Zoom Room Solution)



Package Content AVer VB 370A+CP10 G2 (Zoom Room Solution)



How to set up - AVer VB370A+CP10 G2 (Zoom Room Solution)



How to installation - AVer VB370A & CP10 Gen2

Â Connect TV/HDMI monitor to VB370A through the HDMI cable. 

Â Support 2nd Cam : Connect AVer 2nd CAM  to VB370A  with the provided USB cable

Â Connect VB370A and CP10 Gen2 in same network. 



Homepage CP10 Gen2

2. Date and Time 

View current date and time. 

To change the time zone, go to 

Setting Page > System > Time 

Zone. . 1. App List View pre-

installed apps. 

Tap the star icon to 

automatically open the 

app on startup. 
3. Setting Page 

Update firmware and configure 

network and system settings.

Enter the deviceôs default password 
aver4321 to navigate the setting page. 



Start a Meeting - Pair with Zoom Room Controller

Â 1. Make sure the device and the touch panel are 

connected to the same LAN.

Â 2. Connect a monitor to the HDMI out 1 port on the device 

using the included HDMI cable. The monitor will display a 

pairing code.

Â 3. Open Zoom Rooms Controller app on the touch panel > 

select Zoom Rooms Controller > tap Next. 

Â 4. Enter the pairing code on the controller. Your Zoom 

Room will now be available to launch a test meeting or 

join a meeting. 



Start a Meeting - Pair with Zoom Room Controller

Â 5. Tap Sign In on the controller to sign in to Zoom Rooms. 

ƀAs the owner, admin, or user. 

Then tap the name of your Zoom Room or add a new room.

Â You can also sign in with an activation code. This is ideal when the 

person deploying Zoom Rooms is not the administrator. An activation 

code is generated after setting up the Zoom Room on the web portal. 

On the web portal, go to Room Management > Zoom Rooms > Find 

the Activation Code for your Zoom Room and enter the code on the 

controller.

Â 6. The device and controller will now be signed in. 



Start a Meeting - Room Management

Â Control AVer devices and configure the same settings as those on the deviceôs web interface, including PTZ controls, AI tracking modes, advanced image and 

audio settings, and more. 



In-Meeting Features 

Â 1. Connect a camera or computer to the HDMI in port on the device. 

Â 2. The Share to Meeting prompt will appear. Or tap either Share Content or 

HDMI. Your HDMI feed will be shared to the monitor. 

Share Content Switch Camera 

Â 1. Connect additional USB cameras to the USB-A ports on the device. 

Â 2. The Switch Camera button will appear. Tap Switch Camera.

Â 3. You can switch the main camera or toggle additional cameras to stream 

more views. 
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