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CROCODILE SHELLAC

High quality shellac from Crocodile offers multi-purpose wood solutions such as wood treatment and finish coating. Our shellac can be used
as wood primer, sealer, and clear gloss finish. It provides smooth and clear film, high durability, deep penetration, and thick film layer.
The product is free from Lead and Mercury that safes for user and environment. It is suitable for all type of woods.
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1ana urdunsannall Color Shade

iiolliuné (Before)

iieliinavnauaiunsan (After)

1 AInaoannuing Red Wood

2 dus:n Mahogany
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MUINAOY Maple Yellow

4 alon Dark Oak

5 duzindonn Black

Ty

6 naninos d1S9 Clear Lacquer

7 dinaovdn Teak Yellow

|

~n

8 IBaAVID Clear
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The oolor shades Shown on this page are approximate only.



Voyavniw: / Specification L

UszInnd / TYPE ungunsannily SHELLAC
anuru=a Tafa
Finish Film Transparent

Semi-Gloss

nisunpauwun (ms.u./na./ineg)

Coverage (sq.m./gallon/coat)

yinInSodlo

Tool

sy, ndoindouwu
Brush, Spray

niswaunaulduiu
Application

waunoullpanagoa Mix with 5-10%

Blanunlusiouway
Ready to use

9s:1V 5-10% Grocodile Alcohol

IANED

S=0:19a711FY Surface

L IbrE RN
Recoat

S=UUNISNIIBAA
Application Process

Vun 1 : NISINSEUWUGD

Step 1 : Surface Preparation

VuR 2 : nMsindunsannouliau

Step 2 : Shellac Preparation

VUR 3 : NIsNIBaA

Step 3 : Shellac Applying

f TurboPalntThanand

wanlne usun hAdsldinldiAa 910A 87/1 U.11 B.sU: ans N.INWASNY ©.UWWaA 9 ElanUS'!n'\S 105 US-InFﬂnU
Manufactured by NDW CHEMICAL CO., LTD. 87/1 Moo 11 Thanasit, Theparak Rd., Bangplee, Samutprab(arn1 OThalland

10-15 Ui
10-15 min.

30-45 Ui
30-45 min.
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Wood Surface
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« Surface Preparation: Clean surface to ensure that it is free from oil, dirt, grease, and waxy contaminant. Apply fine
sandpaper to smooth surface.

- For new wood, clean tannin stain with TURBO Thinner AAA

- For old coated wood, apply sandpaper or paint remover to strip the old layers back to original wood layer.

« nounsdaliiuitiofeaniu Mneuld ia:s:kowldiu Wesnus:Auitiodliinoualaue
« Stir the paint thoroughly before and during application.

« nsrinfoINsUSUASILTU TAUSURDENISWAL 19aN009d AS19S:IV 5-10%
« Adjust the thickness by applying Crocodile Alcohol.

« nsrtimdosnuss Tinmuangl inelfindn awsndurilvluiielularssiu
« For brush application, apply evenly along the grain and always back-brush during the application to ensure proper
penetration and even coverage.

« niegutios 1 2 Sou |waTHWauunmunmmm au mumalurmmu lias UO"IUﬂ"IS'IU\T"IUEJ"IOUﬂU TnenalfiFvesnatios
30-45 Ui muuammq ADHNSALNSIY naumlnﬂannldlwamsumm I"IFI
« Apply the product at least 1-2 coats. Let film dry at least 30-45 minutes and lightly sand with fine sandpaper before the next coat.
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