Long-term security Anti-Rust Against Metal
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An Easy-to-Use Volatile Corrosion Inhibitor

@ Just include a packet of LAN RAM in your product's shipping
or storage container. LAN RAM is the most effective way to protect
metal products, precision equipment, electronics parts and automobile
parts from corrosion during transport and storage.
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@ LAN RAM is an acronym for “Long-term security Anti-Rust
Against Metal” It is a new type of volatile corrosion inhibitor, which
comes in a packet containing a selected mix of VCls. Each packet is
made of specially processed paper that is water andoil resistant yet
highly gas permeable.
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The ultimate in volatile corrosion protection.

Anticorrosive Mechanisms (Hvannisnivu)

Volatile Corrosion Inhibitors (VCIs) prevent corrosion by vaporizing at room
temperature and forming a protective microscopic layer on metal surfaces, just like
naphthalene repellents used in homes.
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LAN RAM’s anti-corrosive effect lasts about 3 months
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Anti Rust Packet
— LAN RAM —

- Dry process, Non oil protection

- Available for [ron, Cast Iron, Copper and Aluminum
» Long-Lasting Gorrosion Prevention, Speedy Effect

- Cost—Cutting, No Need of Cleaning Process

Production process using conventional corrosion-
preventive oil




How to Use

1. Clean up Metal Parts
2. Put LANRAM with Metal Parts

3. When packing, tightly seal / wrap
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Anticorrosive Mechanisms
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€ Anticorrosive effect depends on the packing style

€ When using packing sheets, at least 0.05mm in thickness recommended.

4@ Do not use LAN RAM to phosphor bronze (Fosfor Perunggu).
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